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1. Introduction
This contribution provides a proposal for alignment of V2X application layer identities with SEAL identities.
2. Reason for Change
The identities in TS 23.286 need to be aligned with the identities defined in SEAL specified in TS 23.434.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.286v1.1.0.
* * * First Change * * * *

8.1
V2X user identity (V2X user ID)
The V2X user ID is an instance of the VAL user ID as specified in 3GPP TS 23.434 [6]. The V2X user ID is a globally unique identifier within the V2X service that represents the V2X user. The V2X user ID shall be a URI. The V2X user ID is used for authentication and authorization purposes for providing the V2X service towards the V2X user via the V2X UE. The V2X user ID also indicates the V2X service provider with whom the V2X user has a V2X service agreement. The V2X user may have V2X service agreement with several V2X service providers and thus will have obtained unique V2X user ID per V2X service provider.

Based on the service agreement, each V2X user ID is mapped to a V2X UE ID.

8.2
V2X UE identity (V2X UE ID)
The V2X UE ID is an instance of the VAL UE ID as specified in 3GPP TS 23.434 [6]. The V2X UE ID is a unique identifier within the V2X service that represents the V2X UE. The V2X UE ID is mapped to the StationID as specified in ETSI TS 102 894-2 [15]. The V2X UE ID is used to address the V2X UE in order to send V2X messages.
Editor's note:
The privacy aspects of mapping V2X UE ID to Station ID is FFS.

8.3
V2X service identity (V2X service ID)
The V2X service ID is an instance of the VAL service ID as specified in 3GPP TS 23.434 [6]. The V2X service ID is a globally unique identifier that represents the V2X service. A V2X application server provides a list of V2X services towards the V2X UE. Each V2X service is uniquely identified by a V2X service ID, which is an identifier of the V2X application. The V2X service ID can be used for policy mapping, QoS handling for V2X communication and V2X message distribution, as specified in 3GPP TS 23.285 [5]. An identifier of a V2X service, e.g. ITS-AID or PSID specified in ETSI TS 102 965 [16] and ISO TS 17419 [17], can be used as a V2X service ID.
Editor's note:
The relationship between V2X service and V2X application is FFS.
* * * End Change * * * *

