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1. Introduction
This document introduces architectural requirements for Edge Application enablement.
2. Reason for Change
As described in key issue #3, different application providers will have different requirements when Edge Applications are deployed over Edge. The Edge Enabler Server should provide mechanisms to cater the Edge Applications and their deployments. To provide services the Edge Enabler Server needs to recognize the Edge Applications, which should perform security procedures and register themselves. Further as the application providers may have availability needs accoding to business and deployment needs, the Egde Applications need to provide the availability information to the Edge Enabler Server which is provided to the UEs accordingly.
	4.3
Key Issue 3: Application Server enablement on the Edge Hosting Environment

Several application providers can use the Edge Data Network to provide their applications as Edge Applications. To enable such Edge Applications on the Edge Hosting Environment, the application providers may need to supply Edge Applications related information to the Edge Enabler Server. This information can include constraints on the availability of the Edge Application to certain geographical area or time of operation etc. 

Open Issues:

-
How the Edge Applications are registered on the Edge Enabler Server? How the Edge Enabler Server identifies the registered Application Servers?
-
Whether and how the Edge Applications provide availability information such as, for e.g. certain geographical area, time of operation etc. to the Edge Enabler Server?
-
What are the parameters required for Edge Applications enablement on the Edge Enabler Server?
-
How the Edge Applications de-registers from the Edge Enabler Server?


3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 v0.2.0.
* * * First Change * * * *

5.x
Edge Application Enablement
5.x.1
General

5.x.2
Requirements

[AR-5.x.2-a]
An Edge Application shall register on the Edge Enabler Server before accessing the services provided by the Edge Enabler Server.
[AR-5.x.2-b]
The Edge Enabler Server shall be able to authenticate and authorize the Edge Application before accepting registration.

[AR-5.x.2-c]
 The Edge Enabler Server shall provide services only to registered Edge Applications.

[AR-5.x.2-d]
The Edge Enabler Server shall be able to uniquely identify the registered Edge Applications.

[AR-5.x.2-e]
The Edge Enabler Server shall be able to notify relevant changes to a registered Edge Application.

[AR-5.x.2-f]
The Edge Enabler Server shall maintain availability of the Edge Applications, based on variable such as time, location etc. and allow authorized Edge Applications to update the relevant information.
[AR-5.x.2-g]
 The Edge Enabler Server shall allow de-registration of the Edge Applications.
