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1. Introduction
This contribution introduces a new solution for registering Edge Enabler Client on the Edge Enabler Server.
2. Reason for Change
As described in key issue #2, the UE needs to register on Edge Enabler Server in order to be a recognized user and avail services. The Edge Enabler Client in the UE after receiving the configuration from the Edge Data Network Configuration Server for the UE's location can initiate a registration request to the Edge Enabler Server. The Edge Enabler Server can authenticate and authorize the UE and allow for services by providing an identity.
	4.2
Key Issue 2: Edge Data Network discovery and registration
The deployment of Edge Data Network may not be available at all the locations due to operational constraints. For certain applications, before attempting to avail edge computing services the UE needs to determine the availability of an Edge Data Network at the UE's location.

Open issues:

-
Whether and how a UE determines the availability of an Edge Data Network at the UE's location?

-
Whether and how the UE registers to the Edge Enabler Server before availing Edge Computing services? 

-
If there are changes in the availability of the Edge Data Network, whether and how the UE is notified? 


3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.758 v0.2.0.
* * * First Change * * * *

7.x
Solution #x: Registering Edge Enabler Client on Edge Enabler Server

7.x.1
Solution description

The following solution corresponds to the key issue #2 on Edge Data Network discovery and registration as specified in subclause 4.2. 

The Edge Enabler Client, after receiving the Edge Data Network configuration from the Edge Data Network Configuration Server and security credentials from the Authentication and Authorization function, uses the configuration information and security credentials to register on the Edge Enabler Server. The Edge Enabler Server verifies the validity of the registration requst and provides the Edge Enabler Client with an identity. The Edge Enabler Client uses the provided identity in all relevant transactions.

Figure 7.x.1-1 illustrates the interactions between the Edge Enabler Client and the Edge Enabler Server for registration. 

Pre-conditions:

1.
The UE is authorized for Edge Computing service and has received relevant security credentials from the AAF as described in solution #6, clause 7.6.

2.
The Edge Enabler Client has received configuration from the Edge Data Network Configuration Server, including the information related to the Edge Enabler Server.
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Figure 7.x.1-1: Solution x – Edge Enabler Client registration

1.
The Edge Enabler Client sends Edge Enabler Client registration request to the Edge Enabler Server. The request from the client includes the security credentials received from the Authentication/Authorization Function after successful authorization for the Edge Computing service, as described in solution #6, clause 7.6.

2.
Upon receiving the request from the Edge Enabler Client, the Edge Enabler Server validates the registration request and verifies the security credentials.

3.
Upon successful validation of the request, the Edge Enabler Server sends an Edge Enabler Client registration response to the Edge Enabler Client, which includes a unique identity for the Edge Enabler Client. The Edge Enabler Client stores the identity and uses it in all future communication with the Edge Enabler Server.
Editor's Note:
Validity of registration information across Edge Enabler Servers is FFS.
7.x.2
Solution evaluation
_1624293508.vsd
�

Edge Enabler Client


Edge Enabler Server


 


1. Edge Enabler Client registration request


3. Edge Enabler Client registration response


 


2. Request validation



