
3GPP TSG-SA WG6 Meeting #36-BIS-e
S6-200501
E-meeting, 31st March – 8th April 2020
(revision of S6-20xxxx)
Source:
CATT
Title:
Pseudo-CR on edge application information notification
Spec:
3GPP TS 23.558 v0.1.2
Agenda item:
7.4
Document for:
Approval
Contact:
Ling Zhang, zhangling@catt.cn
1. Introduction
This contribution defines procedures for edge application information notification.
2. Reason for Change
The following architectural requirements address that:
[AR-5.2.10.2-a]
The Edge Application Server shall be able to publish its KPIs or application level requirements when available (e.g. upon new application onborading).

[AR-5.2.10.2-b]
The Edge Application Server shall be able to update its KPIs or application level requirements.
The procedure provides the application level information associated with the EAS instance to the EES.  
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.1.2.
* * * First Change * * * *

8.x
Edge application information
Add a copy of this clause for a new procedure, adding a title, a general description, procedure and information flows. Include an APIs clause if APIs are needed for the procedure.
8.x.1
General
The procedure of edge application information notification publishes and updates the application level KPIs and requirements to the Edge Enabler Server. 
8.x.2
Procedure
The procedure in figure 8.x.2-1 illustrates the Edge application information notification from the EAS to the EES.
Pre-conditions:

-
The EAS and EAS instances have registered to the EES.

-
The EES has subscribed to the EAS for edge application information.
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Figure 8.x.2-1: Edge application information notification 
1.
The edge application updates (due to e.g. new application onboard or application update) are available at EAS. The EAS sends EES the Edge application information notification. The message contains the updates of application level information associated with the EAS instance. The EES keeps the updated EAS information. 
8.x.3
Information flows
Table 8.x.3-1 describes information elements in the Edge Application Information Notification from the Edge Application Server to the Edge Enabler Server.
Table 8.x.3-1: Edge Application Information Notification
	Information element
	Status
	Description

	Edge Application Server instance ID
	M 
	The identifier of the Edge Application Server instance

	EAS type
	O
	The category or type of Edge Application Server

	Application Characteristics
	M
	Characteristics of the application.

	>Geographical area of operation
	M
	The geographical area where the Edge Application Server instance is available

	>Latency
	M
	The required round trip time in milliseconds for the application.

	>Bandwidth
	O
	The required connection bandwidth in kbit/s for the application.

	>Service continuity
	O
	Required service continuity mode for the application.


8.x.4
APIs (if applicable)
This clause may be skipped if the procedure under 8.x does not require specification of APIs.
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