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1. Introduction
The contribution provides a proposal for fetch target EAS information
2. Reason for Change
The Edge Enabler Layer should offer several capabilities towards the EAS to support service continuity. One such use case includes where the source EAS can utilize the Edge Enabler layer to determine the target EAS information based on the UE location. Once the target EAS IP address is obtained, the source EAS can transfer the UE's application context information to the target EAS directly.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.1.2.
* * * First Change * * * *

8.x
Capabilities to support service continuity
8.x.1
General
8.x.2
Procedures
8.x.2.a
Fetch target Edge Application Server
Figure 8.x.2.a-1 illustrates the interactions between the Edge Application Server and the Edge Enabler Server for fetching target Edge Application Server information. This procedure may be utilized by a source Edge Application Server which undertakes the transfer of application context information to a target Edge Application Server directly.
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Figure 8.x.2.a-1: Fetch target Edge Application Server API

1.
The Edge Application Server invokes the Fetch target Edge Application Server API (target EAS information (e.g. FQDN), UE location information) on the source Edge Enabler Server. 

NOTE:
The trigger condition to invoke the Fetch target Edge Application Server API is up to application service logic, which is out of scope of this specification.

2.
The source Edge Enabler Server checks if it has locally cached the target Edge Application Server IP address associated with the requesting Edge Application Server information (e.g. FQDN) and UE location information. If not, the Edge Enabler Server retrieves the target Edge Enabler Server address from the Edge Configuration Server as specified in clause 8.x.2.bb.
3.
The source Edge Enabler Server invokes the Fetch target Edge Application Server API on the target Edge Enabler Server.

4.
The target Edge Enabler Server responds with the associated target Edge Application Server IP address to the source Edge Enabler Server. The source Edge Enabler Server may cache target Edge Application Server information.
5.
The source Edge Enabler Server responds to the Edge Application Server with the target Edge Application Server IP address associated with the requesting target EAS information (e.g. FQDN).

8.x.3
Information flows

8.x.3.1
Fetch target Edge Application Server API request

Table 8.x.3.1-1 describes the information elements for a Fetch target Edge Application Server API Request from the Edge Application Server to the Edge Enabler Server and between the Edge Enabler Servers. 

Table 8.x.3.1-1: Fetch target Edge Application Server API request

	Information element
	Status
	Description

	EAS ID
	M 
	The EAS ID of the source EAS

	UE identifier
	M
	The identity information of the UE for which the target EAS information is requested.


8.x.3.2
Fetch target Edge Application Server API response
Table 8.x.3.2-1 describes the information elements for a Fetch target Edge Application Server API Response from the Edge Enabler Server to the Edge Application Server and between the Edge Enabler Servers. 

Table 8.x.3.2-1: Fetch target Edge Application Server API response
	Information element
	Status
	Description

	Result
	M
	Indicates whether the target EAS IP address information is available or unavailable.

	EAS ID
	M
	The identity of the EAS.

	Target EAS IP address (see NOTE)
	O
	Target EAS IP address information

	NOTE:
The Target EAS IP address IE is included when Result indicates that the target EAS IP address information is available.


8.x.4
APIs (if applicable)
8.x.4.1
General

Table 8.x.4.1-1 illustrates the API for fetch target Edge Application Server.

Table 8.x.4.1-1: Fetch target Edge Application Server API

	Service Name
	Service Operations
	Operation

Semantics
	Consumer(s)

	EDGE3_Fetch_target_edge_application_server API
	Request
	Request/Response
	Edge Application Server


8.x.4.2
EDGE3_Fetch_target_edge_application_server_request operation

Service operation name: EDGE3_ Fetch_target_edge_application_server_request

Description: The consumer requests for the target Edge Application Server information from the Edge Enabler Server.

Inputs: See clause 8.x.3.1.

Outputs: See clause 8.x.3.2.
See clause 8.x.2.a for details of usage of this operation.
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