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1. Introduction
This pCR introduces the solution to EES provisioning when UE is roaming.
2. Reason for Change
For two MNO operators with roaming agreement, when the UE is roaming to the visited PLMN network, the UE can access the EAS if deployed in the EDN of visited PLMN where the traffic will locally break-out from the local PSA UPF in the visited PLMN network. 
Roaming is an normal case for most applications, e.g., V2X applications. It is important for the vehicle which enters another region or country to access the closest EAS. In this scenario, how the EEC will be provisioned with the EES/EDN associated with visited PLMN is to be solved. 
This pCR proposes a solution that the EEC always request the EES from the ECS of the home PLMN which it has subscription with. And the home ECS will act the proxy of EEC to discover the EES from the visited ECS. In this way, the UE is only aware of the home ECS and 
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.3.0.
* * * First Change * * * *

8.3.2
Procedure
8.3.2.1
Non-roaming provisioning procedure
Pre-conditions:
1.
The Edge Enabler Client has been pre-configured or discovered the address (e.g. URI) of the Edge Configuration Server. 

2.
The Edge Enabler Client has been authorized to enable the communication with the Edge Configuration Server. The UE Identifier is either preconfigured or resulted from a successful authorization.

Editor's Note:
The authorization procedure required to enable communication with the Edge Configuration Server is FFS.
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Figure 8.3.2.1-1: Service provisioning 

1.
The Edge Enabler Client sends a provisioning request to the Edge Configuration Server. The request message may include the UE identifier such as GPSI and credentials received during EEC authorization procedure and Application Client Profile information.

2.
Upon receiving the request from the Edge Enabler Client, the Edge Data Network Configuration Server performs an authorization check to verify whether the Edge Enabler Client has privileges to perform the operation. The Edge Configuration Server determines the Edge Enabler Servers matching Application Client Profiles (or Application Client Profile IDs) if provided in step 1. The Edge Enabler Server also determines other information that needs to be provisioned, e.g. identification of the Edge Data Network, service area information, Edge Enabler Server endpoints.

3.
The Edge Configuration Server responds to the Edge Enabler Client by sending Edge services configuration information, e.g. identification of the Edge Data Network, service area information (for LADN), and the information for establishing a connection to the Edge Enabler Server (e.g. URI, IP address).

If the Edge Data Network configuration information includes an LADN DNN as an identifier for the Edge Data Network, the Edge Enabler Client considers the LADN as the Edge Data Network. Therefore, the service area of Edge Data Network is the LADN Service Area which can be discovered using the UE Registration Procedure. 

8.3.2.2
Roaming provisioning procedure

Pre-conditions:
1.
The Edge Enabler Client has been pre-configured or discovered the address (e.g. URI) of the Edge Configuration Server associated with it Home PLMN. 

2.
The Edge Enabler Client has been authorized to enable the communication with the Edge Configuration Server. The UE Identifier is either preconfigured or resulted from a successful authorization.
3.
The UE is already registered to the visited PLMN.
Editor's Note:
The authorization procedure required to enable communication with the Edge Configuration Server is FFS.
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Figure 8.3.2.2-1: Roaming service provisioning 

1.
The Edge Enabler Client sends a provisioning request to the Edge Configuration Server associated with the Home PLMN. The EEC ID, credentials, EAS information such as EAS profile, and visited PLMN ID is included. The visited PLMN ID is the PLMN that the UE is registered. The request may also include the UE identifier such as GPSI, the UE location within the visited PLMN e.g., cell ID and TAI.
2.
Upon receiving the request from the Edge Enabler Client, the Edge Data Network Configuration Server performs an authorization check to verify whether the Edge Enabler Client has privileges to perform the operation. The Edge Configuration Server determines the visited Edge Configuration Server based on PLMN ID. The home ECS may get the visited ECS address via pre-configured PLMN ID and ECS association, or derived it from the PLMN ID. 
3.
The home ECS sends a provisioning request to the visited ECS with the UE identifier/UE location, requetiong EAS information such as EAS profile, for the EES in the visited PLMN which will satisfy the EEC request.
4.
The Edge Configuration Server associated with the visited PLMN, retrieves the Edge Enabler Servers deployed at the edge of visited PLMN which matches the UE location and requesting EAS ID(s). If the UE location is not provided, the ECS may get the UE location from the 5GC via the SCEF/NEF or LCS (Location Service) as specified in 3GPP TS 23.502 [3], 3GPP TS 23.271 [7].
To avoid selecting an Edge Enabler Server with network connectivity issues (e.g., the UPF towards the Edge Enabler Server is overloaded or congested), the Edge Configuration Server provides the UE location to the 5G core network (e.g., SMF), and the 5GC, based on the network conditions, determines and returns a set of DNAIs associated with the UPFs which is close to the UE location and most appropriate to serve the UE as the provisioning assistance information to the ECS. 
The ECS also considers the EES profiles, and the provisioning assistance information to determine the Edge Enabler Server.The Edge Configuration Server also determines other information that needs to be provisioned, e.g. identification of the Edge Data Network, service area information, Edge Enabler Server endpoints.
5.
The visited ECS returns the provisioning response to the home ECS with the discovered Edge Enabler Servers. If no Edge Enabler Server is retrieved at the visited ECS (e.g., the application provider does not deploy the EAS at the EDN at the edge of visited PLMN), the visited ECS indicates in the provisioning response that no such Edge Enabler Server is available.
6.
The home ECS responds to the Edge Enabler Client by sending Edge services configuration information returned from the visited ECS. If no available Edge Enabler Server is returned from visited ECS, the home ECS returns the provisioning response with a failure cause that no Edge Enabler Server is discovered.
Editor's Note: It is SA3 to define the security mechanism for this procedure.

8.3.3
Information flows

8.3.3.1
Provisioning request

Table 8.3.3.1-1 describes the information elements for a Provisioning Request from the Edge Enabler Client to the provisioning server (i.e. Edge Configuration Server). 

Table 8.3.3.1-1: Provisioning request

	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	Application Client Profile(s)
	M
	Information about services the EEC wants to connect to, as described in Table 8.2.2-1.

	UE Identifier
	O 
	The identifier of the UE (i.e. GPSI or identity token)

	Connectivity Filter (NOTE)
	O
	List of connectivity information for the UE, e.g. PLMN ID, SSID.

	UE location
	O
	The location information of the UE. The UE location is described as clause 7.3.1. 

	NOTE:

The PLMN ID shall be included when UE is roaming.


Editor's Note: It is FFS whether the EEC ID is mandatory or whether the UE ID should be included.

8.3.3.2
Provisioning response

Table 8.3.3.2-1 describes the information elements for a Provisioning Response from the Edge Configuration Server to the Edge Enabler Client.
Table 8.3.3.2.-1: Provisioning response

	Information element
	Status
	Description

	EES configuration info
	M 
	

	> EDN connection info
	M 
	

	>> DNN/APN
	M
	Data Network Name/Access Point Name

	> EES Endpoint 
	M
	The endpoint address (e.g. URI, IP address) of the EES

	> EDN Service Area (NOTE)
	O 
	Cell list, List of TA, PLMN IDs

	> ECSP info
	O
	Information for Edge Computing Service Provider 

	NOTE:
The EDN service area IE is included only if the EDN is a LADN.


8.3.3.aa
Provisioning request

Table 8.3.3.aa-1 describes the information elements for a Provisioning Request from the Edge Configuration Server to the Edge Configuration Server. 

Table 8.3.3.aa-1: Provisioning request

	Information element
	Status
	Description

	ECS ID
	M
	Unique identifier of the ECS.

	Application Client Profile(s)
	M
	Information about services the EEC wants to connect to, as described in Table 8.2.2-1.

	UE Identifier (NOTE)
	M 
	The identifier of the UE (i.e., GPSI)

	UE location (NOTE)
	M
	The location information of the UE. The UE location is described as clause 7.3.1. 

	NOTE:

At least one of them shall be present.


8.3.3.bb
Provisioning response

Table 8.3.3.bb-1 describes the information elements for a Provisioning Response from the Edge Configuration Server to the Edge Configuration Server.
Table 8.3.3.bb.-1: Provisioning response

	Information element
	Status
	Description

	EES configuration info
	M 
	

	> EDN connection info
	M 
	

	>> DNN/APN
	M
	Data Network Name/Access Point Name

	> EES Endpoint 
	M
	The endpoint address (e.g. URI, IP address) of the EES

	> List of EAS IDs
	M
	The list of EAS ID(s) of the EAS(s) related to the UE.

	> ECSP info
	O
	Information for Edge Computing Service Provider 
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