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1. Introduction
This contribution proposed a correction to the EEC registration information.
2. Reason for Change
The EEC registration response includes “authorization info”:
Table 8.4.2.2.2-1: Edge Enabler Client Registration response

	Information element
	Status
	Description

	Result
	M
	Result of the registration operation



	Expiration time
	M
	Indicates the expiration time of the registration. To maintain an active registration status, a registration update is required before the expiration time.

	Authorization info
	O
	Information resulting from any authorization procedure performed by the EES based on the registration request, which can be used for future requests.

	Context ID
	O
	Identifier of the EEC Context information available at the EES that performed the registration.

	EAS Information List
	O
	Optional information for the EASs specified in the request or those to which the client information is being forwarded. Each element may include the information detailed below

	>EAS ID 
	M
	The identifier of the EAS

	>EAS Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) that Application Clients use to send requests to the EAS

	>EAS Provider Identifier 
	O
	The identifier of the EAS Provider

	>EAS Available Compute
	O
	The maximum compute resource available for the Application Client

	>EAS Available Graphical Compute
	O
	The maximum graphical compute resource available for the Application Client

	>EAS Available Memory
	O
	The maximum memory resource available for the Application Client

	>EAS Available Storage
	O
	The maximum storage resource available for the Application Client


According to cl.8.10, the authorization mechansim will be decided by SA3. The EES should not be assumed as the authorization server.

Therefore it is proposed to remove such authorization info in EEC registration response.
3. Proposal

It is proposed to agree the following changes in TS 23.558.
* * * First Change * * * *

8.4.2.3.2
Edge Enabler Client Registration response

Table 8.4.2.3.2-1 describes information elements in the Edge Enabler Client Registration Response from the Edge Enabler Server to the Edge Enabler Client.
Table 8.4.2.2.2-1: Edge Enabler Client Registration response

	Information element
	Status
	Description

	Result
	M
	Result of the registration operation



	Expiration time
	M
	Indicates the expiration time of the registration. To maintain an active registration status, a registration update is required before the expiration time.

	
	
	

	Context ID
	O
	Identifier of the EEC Context information available at the EES that performed the registration.

	EAS Information List
	O
	Optional information for the EASs specified in the request or those to which the client information is being forwarded. Each element may include the information detailed below

	>EAS ID 
	M
	The identifier of the EAS

	>EAS Endpoint
	M
	Endpoint information (e.g. URI, FQDN, IP address) that Application Clients use to send requests to the EAS

	>EAS Provider Identifier 
	O
	The identifier of the EAS Provider

	>EAS Available Compute
	O
	The maximum compute resource available for the Application Client

	>EAS Available Graphical Compute
	O
	The maximum graphical compute resource available for the Application Client

	>EAS Available Memory
	O
	The maximum memory resource available for the Application Client

	>EAS Available Storage
	O
	The maximum storage resource available for the Application Client


Editor's Note:
It is FFS whether EAS Profiles should replace several of the IEs in the Discovered EAS List.

* * * End of Changes * * * *
