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2. Reason for Change
We have introduced the definition and an Editor’s Note for Edge Hosting Environment but it is not used anywhere in the architecture or the procedures.
3. Conclusions

Since EHE is not used anywhere in the architecture it is proposed to clean up and remove EHE from the definition, abbreviation and the editor’s note in the architecture.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 0.4.0:
* * * First Change * * * *

3.1
Terms

For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Application Client Context: A set of data about the Application Client that resides in the Edge Application Server.

Editor's note:
Whether the following definitions are needed is FFS: 1) 3GPP Core Network Context, defined as a set of data about the 3GPP Core Network that resides in the Edge Enabler Server, 2) Edge Application Server Context, defined as a set of data about the Edge Application Server that resides in the Edge Enabler Server, 3) Edge Enabler Client Context, defined as a set of data about the Edge Enabler Client that resides in the Edge Enabler Server.

Application Server: Application software resident in the cloud performing the server function.

Edge Computing: A concept, as described in 3GPP TS 23.501 [2], that enables operator and 3rd party services to be hosted close to the UE's access point of attachment, to achieve an efficient service delivery through the reduced end-to-end latency and load on the transport network.

Edge Computing Service Provider: A mobile network operator or a 3rd party service provider offering Edge Computing service.

Edge Data Network: A local Data Network that supports the architecture for enabling edge applications.


Editor's note:
A definition of a Transport Layer Context (e.g. sockets) that resides in EEC / EES is FFS.

* * * Next Change * * * *

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AC
Application Client
ACID
Application Client Identification

AF
Application Function

ASP
Application Service Provider

DN
Data Network

DNAI
Data Network Access Identifier

DNN
Data Network Name

EAS
Edge Application Server

EASID
Edge Application Server Identification

ECS
Edge Configuration Server

ECSP
Edge Computing Service Provider

EDN
Edge Data Network

EEC
Edge Enabler Client

EECID
Edge Enabler Client Identification

EES
Edge Enabler Server

EESID
Edge Enabler Server Identification


FQDN
Fully Qualified Domain Name 

GPSI
Generic Public Subscription Identifier

LADN
Local Area Data Network 

NEF
Network Exposure Function

SCEF
Service Capability Exposure Function

SSID
Service Set Identifier

TAI
Tracking Area Identity

* * * Next Change * * * *

6.2
Architecture

The Figure 6.2-1 shows the architecture for enabling edge applications.
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Figure 6.2-1: Architecture for enabling edge applications

The Edge Data Network is a local Data Network. Edge Application Server(s) and the Edge Enabler Server are contained within the EDN. The Edge Configuration Server provides configurations related to the EES, including details of the Edge Data Network hosting the EES. The UE contains Application Client(s) and the Edge Enabler Client. The Edge Application Server(s), the Edge Enabler Server and the Edge Configuration Server may interact with the 3GPP Core Network.
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