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1. Introduction
This pCR captures the Edge Enabler Layer execution procedures for EEC-executed application context relocation.
2. Reason for Change
Currently, there is no procedure specified for EEC executed application context relocation.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.4.0
* * * First Change * * * *

8.8.2.x
EEC executed application context relocation
Figure 8.8.2.x-1 illustrates the procedure for the Edge Enabler Client to execute the application context relocation from the source Edge Application Server to the target Edge Application Server

Pre-condition:

1.
The EEC has detected or been triggered that an application context relocation is beneficial.

2.
The EEC has determined or been provided with the information about the target EES.
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Figure 8.8.2.x-1: EEC executed application context relocation procedure

1.
The EEC sends the Application Context Relocation Request message to the S-EES in order to prepare the S-EES and to receive consent for the procedure.
2. The S-EES sends the Application Context Relocation Response message to the EEC to provide consent.

3. The EEC sends the Application Context Relocation Request message to the T-EES in order to prepare the T-EES and to receive consent for the procedure. The T-EES at this point determines the most suitable T-EAS that it administers if not provided in the Application Context Relocation Request message.

4. The T-EES sends the Application Context Relocation Request message to the T-EAS in order to prepare the T-EAS. If required, at this point the T-EAS is instantiated.

5. The T-EAS sends the Application Context Relocation Response message to the T-EES to provide confirmation.
6. The T-EES sends the Application Context Relocation Response message to the EEC to provide confirmation.
7. The EEC sends the Application Context Relocation Notify message to the S-EES to initiate application context transfer between the S-EAS and the T-EAS.
8. The S-EES sends the Application Context Relocation Notify message to the S-EAS to initiate application context transfer between the S-EAS and the T-EAS.

9. The S-EAS transfers the application context to the T-EAS. This process is out of scope of the present specification.

10. The T-EAS sends the Application Context Relocation Complete message to the T-EES to confirm that the application context relocation has completed. The Application Context Relocation Complete message is an empty message.
11. The T-EES sends the Application Context Relocation Complete message to the S-EES to confirm that the application context relocation has completed. The Application Context Relocation Complete message is an empty message.
13. The S-EES sends the Application Context Relocation Complete message to the S-EAS to confirm that the application context relocation has completed. The Application Context Relocation Complete message is an empty message.
13. The S-EES sends the Application Context Relocation Complete message to the EEC to confirm that the application context relocation has completed. The Application Context Relocation Complete message is an empty message.
* * * End of Changes * * * *
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