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1. Introduction
This pCR captures the Edge Enabler Layer execution procedures for EEC-executed application context relocation.
2. Reason for Change
Currently, there is no procedure specified for EEC executed application context relocation.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v0.4.0
* * * First Change * * * *

8.8.3.a
Application Context Relocation Request
Table 8.8.3.a-1 describes information elements for the Application Context Relocation Request message.

Table 8.8.3.a-1: Application Context Relocation Request
	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	EES ID (NOTE1)
	O
	The identifier of the sending EES

	EAS Profile 
	M
	Source EAS Profile as described in Table 8.2.4-1

	Relocation Reason
	O
	Application context relocation reason (e.g. maintenance, UP path change)

	NOTE1:   the EES ID must be present if the message is being sent by the S-EES or T-EES


8.8.3.b
Application Context Relocation Response
Table 8.8.3.b-1 describes information elements for the Application Context Relocation Response message.
Table 8.8.3.b-1: Application Context Relocation Response
	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	EES ID (NOTE1)
	O
	The identifier of the sending EES

	EAS Profile 
	M
	Source EAS Profile as described in Table 8.2.4-1

	Consent given
	O
	Indicates that the relocation request was consented to

	Consent withheld
	O
	Indicates that the relocation request was not consented to

	> Cause
	O
	Indicates the cause of lack of relocation request consent

	NOTE1:   the EES ID must be present if the message is being sent by the S-EES or T-EES


8.8.3.c
Application Context Relocation Notify
Table 8.8.3.c-1 describes information elements for the Application Context Relocation Notify message.

Table 8.8.3.c-1: Application Context Relocation Notify
	Information element
	Status
	Description

	EEC ID
	M
	Unique identifier of the EEC.

	EES ID (NOTE1)
	O
	The identifier of the sending EES

	EAS Profile 
	M
	Target EAS Profile as described in Table 8.2.4-1

	Relocation Reason
	O
	Application context relocation reason (e.g. maintenance, UP path change)

	NOTE1:   the EES ID must be present if the message is being sent by the S-EES or T-EES


* * * End of Changes * * * *

