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1. Introduction
This pCR is for adding the missing Scenario on point-to-point message between 5GMSGS UE and Legacy 3GPP UE.
2. Reason for Change
There is requirement for interworking with legacy 3GPP message service in TS 22.262.
5GMSGS UE may control a legacy 3GPP device, correspondingly, the legacy 3GPP device should also report data to 5GMSGS UE.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-24 v0.7.0.
* * * First Change * * * *

4.2.X
Scenario 1.X: Message between 5GMSGS UE and Legacy 3GPP UE

This scenario describes the case where 5GMSGS UE (e.g. a mobile handset, or an application client in a mobile handset) communicates with Legacy 3GPP UE (e.g. wearable devices like smart watch) by using MSGin5G service.
UE1 is 5GMSGS UE which is connected to 5G system and is served by MSGin5G application layer.
UE2 is Legacy 3GPP UE which is connected to 5G system and is served by Legacy 3GPP message service. 
The scenario is illustrated in figure 4.2.x-1.
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Figure 4.2.X-1: Message between 5GMSGS UE and Legacy 3GPP UE 

The scenario consists of the following aspects:

-
If a message is originated by authorized UE1, the MSGin5G application layer identifies the type of UE2 and forwards the message to the Legacy 3GPP Message Gateway, the Legacy 3GPP Message Gateway converts the message formate and delivers the message to UE2. UE2 may send the delivery status to UE1.

-
If a message is originated by authorized UE2, the UE2 sends the message to the Legacy 3GPP Message Gateway, the Legacy 3GPP Message Gateway converts the message format and delivers the message to the MSGin5G application layer, the MSGin5G application layer identifies the type of UE1 and forwards the message to UE1. UE1 may send the delivery status to UE2.
NOTE:
The scenario that UE2 replies a message from UE1 should be supported.
Editor’s Note: It is FFS if originating message from UE2 to UE1 is in the scope of existing specification.
* * * Next Change * * * *
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