
3GPP TSG-SA WG6 Meeting #38-e
S6-201649
e-meeting, 31st August – 8th September 2020
(revision of S6-201517)
Source:
Huawei, Hisilicon
Title:
Overall evaluation
Spec:
3GPP TR 23.764 v1.1.1
Agenda item:
8.3
Document for:
Approval
Contact:
Niranth (namogh@huawei.com), Ge Cuili (gecuili@huawei.com)
1. Introduction
This contribution provides a proposal for overall evaluation
2. Reason for Change
The overall evaluation of solutions and key issues.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.764v1.1.1.
* * * First Change * * * *

8
Overall evaluation

8.1
General

The following subclauses contain an overall evaluation of the solutions presented in this technical report, and their applicability to the identified key issues. 

-
Clause 8.2 provides an evaluation of the high level architecture specified in clause 7.5; and

-
Clause 8.3 lists the solutions for the key issues including impact on other working groups that will need consideration.

8.2
Architecture evaluation

The architecture solution in clause 7.5 describes the enhanced functional model for V2X application layer. A summary of the architecture and key issues specified in this technical report are listed in table 8.2-1.

Table 8.2-1: Architecture evaluation

	Architecture solution
	Applicable key issues 

(subclause reference)
	Evaluation

(subclause reference)
	Dependency on other working groups

	Solution #5: V2XAPP functional model update
	Supports all key issues specified in clause 5
	7.5.2
	SA2


8.3
Key issue and solution evaluation

All the key issues and solutions specified in this technical report are listed in table 8.3-1. It includes the mapping of the key issues (clause 5) to the solutions and corresponding solution evaluations. Also it lists the impact on other working groups that will need consideration during the Release 17 normative phase.

Table 8.3-1: Key issue and solution evaluation

	Key issues
	Solution
	Evaluation

(subclause reference)
	Dependency on other working groups

	Key issue 1 – eV2X application QoS requirements for V2X communication over PC5
	Solution #3: NR-PC5 QoS monitoring and control
	7.3.2
	SA2

	Key issue 2 – eV2X application QoS requirements for V2X communication over Uu

Key issue 2a - Monitoring QoS situation by eV2X Application
Key issue 2b - Communicating eV2X application requirements with 5GS
	Solution #2: Monitoring and control of QoS for eV2X communications
	7.2.2
	SA2

	Key issue 3 – V2X application support for network slicing
	Solution #10: Application-triggered slice re-mapping for V2X applications
	7.10.2
	-

	Key issue 4 – Support for tele-operated driving
	Solution #1: Session-oriented service establishment support
	7.1.2
	-

	
	Solution #6: UE initiated session-oriented service establishment support
	7.6.2
	-

	
	Solution #11: UE to UE tele-operated driving over PC5
	7.11.2
	-

	Key issue 5 – V2X control and message distribution over Uu
	No solution
	
	

	Key issue 6 – Multi-PLMN support by application enabler layer
	Solution #7: PC5 Provisioning in multi-operator V2X scenarios
	7.7.2
	-

	Key issue 7 – Capability exposure to V2X application specific server using CAPIF
	Solution #4: V2X application enabler layer adaptation to CAPIF
	7.4.2
	-

	Key issue 8 – Application layer support for groupcast mode of V2X communication
	Solution #12: VAE usage of unicast, groupcast and broadcast communications over PC5
	7.12.2
	-

	Key issue 9 – UE-to-UE application layer relay
	Solution #8: UE-to-UE broadcast configuration and delivery by VAE layer
	7.8.2
	-

	Key issue 10 – Support for switching modes for V2V communications
	Solution #bb: Enhancements to monitoring procedure
	7.bb.2
	-

	
	Solution #x: V2V communication configuration
	7.x.2
	-

	Key issue 11 – V2X UE measurement reporting to VAE server
	No solution
	
	

	Key issue 12 – Supporting multiple V2X service providers
	Solution #9: Obtain V2X application server information from different V2X service providers
	7.9.2
	-

	Key issue 13 – Usage and management of the range QoS parameter
	No solution
	
	

	Key issue 14 – Support for Local MBMS
	Solution #13: Support for Local MBMS delivery
	7.13.2
	

	
	Solution X: Support for Local MBMS delivery for V2X file distribution
	7.x.2
	-

	Key issue 15 – Supporting dynamic information for HD maps
	Solution #X: Support for HD map dynamic information
	7.x.2
	-

	Key issue 16 – Enhancements to V2X group management and group communication
	Solution #14: Support for enhancements to V2X group management and group communication
	7.14.2
	-




The key issues and solutions shall be considered for the normative phase as per the evaluations and with any necessary enhancements.
