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This document contains several change  requests to TS 31.102 v3.1.0 agreed by T3.
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T3-000259
31.102
028

R99
removal of EUIC feature from R99

T3-000260
31.102
029

R99
Alignment with 33.102 Replace COUNT by START

T3-000271
31.102
030

R99
PLMN Selection additions

T3-000272
31.102
031

R99
Alignment to GSM 11.11 - Introduction of CPBCCH information and Investigation Scan indicator

T3-000309
31.102
032
2
R99
HPLMN Length

T3-000317
31.102
033
1
R99
LAI, RAI and CNL : alignment with GSM 04.08

T3-000268
31.102
034

R99
Deletion of EF(LOCIGSM) and EF(LOCIGPRS)

T3-000293
31.102
035

R99
Files to be read at USIM initialization

T3-000281
31.102
036

R99
Alignment to GSM 11.11 regarding Terminology

T3-000290
31.102
037

R99
Alignment with 33.102 regarding key set identifier

T3-000310
31.102
038
2
R99
Addition of SFI values to files read at initialisation of the USIM application

T3-000299
31.102
039

R99
Support of voltage classes

T3-000291
31.102
041

R99
Alignment with 33.102 regarding conversion functions

T3-000246
31.102
042

R99
Addition of procedures for reading and updating the content of the Enabled Services Table.

T3-000319
31.102
043

R99
Correction of the application activation termination procedures

Note: CR 31.102-040  "Addition of files for MExE" is contained in a separate document at TSG-T #8.

