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8.4.4.8 Header Field Value Range

MMS information elements that are mapped to standard STD 11 "header fields", i.e. which do not have an "X-MMS-" prefix, should be used according to [5]. 

The rest of the header definitions used in this clause, including the mechanisms and pre-defined tokens, are described in an augmented Backus-Naur Form (BNF) defined in [48], similar to that used by RFC 822 [5]. Implementors will need to be familiar with the notation in order to understand these definitions.

For the residual MMS information elements the following applies:

X-Mms-3GPP-MMS-Version:

3GPP-MMS-Version = "X-Mms-3GPP-MMS-Version" ":"  1*DIGIT "." 1*DIGIT "." 1*DIGIT

Note that the numbers MUST be treated as separate integers and that each may be incremented higher than a single digit. Thus, 2.1.4 is a lower version than 2.1.13, which in turn is lower than 2.3.0 Leading zeros shall be ignored by recipient MMS Relay/Server and shall NOT be sent. The version is according to the version of the present document (see also clause "Foreword").

X-Mms-Message-Type:

Message-type = "X-Mms-Message-Type" ":" ( "MM4_forward.REQ" | "MM4_forward.RES" | "MM4_delivery_report.REQ" | "MM4_delivery_report.RES" | "MM4_read_reply_report.REQ" | "MM4_read_reply_report.RES" )

X-Mms-Transaction-Id:

Transaction-id =  "X-Mms-Transaction-ID" ":" quoted-string

X-Mms-Message-Id:

Message-id =  "X-Mms-Message-ID" ":" quoted-string

X-Mms-Message-Class:

Message-class = "X-Mms-Message-Class" ":" ( Class-identifier | quoted-string )

Class-identifier = "Personal" | "Advertisement" | "Informational" | "Auto"
X-Mms-Expiry:

Expiry-value = "X-Mms-Expiry" ":" ( HTTP-date | delta-seconds )

X-Mms-Delivery-Report:

Delivery-report =  "X-Mms-Delivery-Report" ":" ( "Yes" | "No" )

X-Mms-Priority:

Priority = "X-Mms-Priority" ":" ( "Low" | "Normal" | "High" )

X-Mms-Sender-Visibility:

Sender-visibility = "X-Mms-Sender-Visibility" ":" ( "Hide" | "Show" )

X-Mms-Read-Reply:

Read-reply = "X-Mms-Read-Reply" ":" ( "Yes" | "No" )

X-Mms-Ack-Request:

Ack-Request = "X-Mms-Ack-Request" ":" ( "Yes" | "No" )

X-Mms-Request-Status-Code:

Request-status-Code =  "X-Mms-Request-Status-Code" ":" ( "Ok" | "Error-unspecified" | "Error-service-denied" | "Error-message-format-corrupt" | "Error-sending-address-unresolved" | "Error-message-not-found" | "Error-network-problem" | 
"Error-content-not-accepted" | "Error-unsupported-message" )
The meaning of the X-Mms-Request-Status-Code header field is further described in section 8.4.4.10 of this specification.
X-Mms-MM-Status-Code:

MM-Status-Code = "X-Mms-MM-Status-Code" ":" ( "Expired" | "Retrieved" | "Rejected" | "Deferred" | "Intermediate" | "Forwarded" | "Unrecognised" )
8.4.4.10 Request Status Codes Clarification
The table below dictates how the originator MMS Relay/Server should interpret the possible values of the X-Mms-Request-Status-Code header field. 
Table XX: Clarification of the Request Status Codes

	X-Mms-Request-Status-Code
	Meaning

	Ok


	The corresponding request and some or all of its contents were accepted without errors. 

	Error-unspecified


	An unspecified error occurred during the processing or reception of the corresponding request.

	Error-service-denied


	The corresponding request was rejected due to failure of authentication or authorisation of the originating MMS Relay/Server.

	Error-message-format-corrupt


	An inconsistency with the message format was detected when the corresponding request was parsed.

	Error-sending-address-unresolved


	There were no MMS address (From:, To:, Cc:) in its proper format or none of the addresses belong to the recipient MMS Relay/Server. 

	Error-message-not-found
	This status code is obsolete 

	Error-network-problem


	The recipient MMS Relay/Server was not able to accept the corresponding request due to capacity overload.

	Error-content-not-accepted


	The MM content was not accepted due to size, media type, copyrights or some other reason.

	Error-unsupported-message


	The recipient MMS Relay/Server does not support the corresponding request abstract message.
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