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6.8
Structure of TERMINAL RESPONSE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13]. Length (A+B+ … +Y) is indicated by P3 of the header.

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	N
	B

	Result
	8.12
	M
	Y
	C

	Duration (only required in response to a POLL INTERVAL proactive command)
	8.8
	C
	N
	D

	Text string (only required in response to a GET INKEY or GET INPUT or SEND USSD proactive command)
	8.15
	C
	N
	E

	Item identifier (only required in response to SELECT ITEM proactive command)
	 8.10
	C
	N
	F

	Local information (only required in response to PROVIDE LOCAL INFORMATION proactive command)
	8.19, 8.20, 8.22, 8.29, 8.39, 8.45, 8.46, 8.62
	C
	N
	G

	Call control requested action (only required if call control by USIM has modified a proactive command SET UP CALL, SEND SS or SEND USSD in another type of request).
	8.30
	C
	N
	H

	Result data object 2 (only required if call control by USIM has modified a proactive command SET UP CALL, SEND SS or SEND USSD in another type of request).
	8.12
	C
	N
	I

	Card reader status (only required in response to GET READER STATUS command). According to the requested information, one Card reader status object for each card interface reported, or one Card reader identifier object is required..
	8.33, 8.57
	C
	N
	J0 + … + Jn 
or J

	Card ATR (only required in response to POWER ON CARD).
	8.34
	C
	N
	K

	R-APDU (only required in response to PERFORM CARD APDU).
	8.36
	C
	N
	L

	Timer identifier (only required in response to a TIMER MANAGEMENT proactive command)
	8.37
	C
	N
	M

	Timer value (only required in response to a TIMER MANAGEMENT proactive command)
	8.38
	C
	N
	N

	AT Response (only required in response to RUN AT COMMAND proactive command)
	8.41
	C
	N
	P

	Text string2 (only required if call control by USIM has modified the proactive command SET UP CALL or SEND SS into a USSD request)
	8.15
	C
	N
	Q

	Channel data (only required in response to RECEIVE DATA) 
	8.54
	C
	N
	R

	Channel status (only required in response to GET CHANNEL STATUS or OPEN CHANNEL proactive command)
	8.56
	C
	N
	S0 + … + Sn

	Channel data length (only required in response to RECEIVE DATA or SEND DATA proactive command)
	8.54
	C
	N
	T

	Bearer description (only required in response to OPEN CHANNEL proactive command)
	8.52
	C
	N
	U

	Buffer size (only required in response to OPEN CHANNEL proactive command)
	8.55
	C
	N
	V

	Total display duration (only required in response to a GET INKEY proactive command)
	8.8
	C
	N
	W

	Service availability (only required in response to SERVICE SEARCH proactive command)
	8.68
	C
	N
	X

	Service record (only required in response to GET SERVICE INFORMATION proactive command)
	8.64
	C
	N
	Y


[…]

8.56
Channel status

	Byte(s)
	Description
	Length

	1
	Channel status tag
	1

	2
	Length (2)
	1

	3 to 4
	Channel status
	2


-
Contents:

-
the Channel status is a string of binary coded characters.

-
Coding of byte 3:

-
bit 1 to 3:
Channel identifier: 1..7;



Channel identifier 0 means "No channel available".

-
bit 4 to 7:
RFU.

-
bit 8:
0 = Link not established or PDP context not activated;



1 = Link established or PDP context activated.

-
Coding of byte 4:

-
'00' = No further info can be given;

-
'01' = Not used;

-
'02' = Not used;

-
'03' = Not used;

-
'04' = Not used;

-
'05' = Link dropped;

-
all other values are reserved.

[…]

8.33
Card reader status

	Byte(s)
	Description
	Length

	1
	Card reader status tag
	1

	2
	Length
	1

	3
	Card reader status
	1


[…]

8.34
Card ATR

	Byte(s)
	Description
	Length

	1
	Card ATR tag
	1

	2
	Length (X) of bytes following
	1

	3 to (X+2)
	ATR
	X
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