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T3 thanks T2 for the opportunity to comment on the contribution of the USIM to the behaviour of the MMS User Agent as expressed in the various action items addressed to T3 in the above-mentioned liaison statements.

1) Overall Description:

With respect to the use by the User Agent of the MMS parameters stored on the USIM that is discussed in the first three paragraphs of REL-5 CR T2-020265 attached to LS T2-020264, it is T3’s suggestion that the use of these parameters by the User Agent be mandatory if the parameters are present on the USIM.  This behaviour would be compatible with respect to the subscriber’s general expectations regarding use of USIM parameters as the USIM is moved from one terminal to another.

With respect to the updating of the status byte in the records in the notification table EFMMSN discussed in paragraph four of the CR, T3 strongly suggests that it be mandatory for the User Agent to perform the listed update actions so that the notification table accurately mirrors reality as well as the user’s understanding of the current state of same.  

Both of these suggestions can be effected by changing each appearance of the word ‘may’ and each appearance of the word ‘should’ in REL-5 CR T2-020265 to the word ‘shall’.
1) Actions:

ACTION #1: 
T3 asks T2 to consider the above changes to their REL-5 CR T2-020265.
2) Overall Description:
T3 has addressed T2’s requirement for the separation of issuer and user configuration parameters expressed in LS T2-020530 and LS T2-020531 by providing two MMS configuration parameter files, one for the issuer and one for the user, as described in the attached CR to 3GPP TS 31.102.

2) Actions:

ACTION #2: 
T3 believes we have addressed T2’s requirements as described in their LSs by means of the attached CR to 3GPP TS 31.102. Should T2 have additional issues with regards to these requirements, T3 will be happy to accommodate them in a timely fashion. T3 suggests that T2 add MMS User Agent behaviour for handling these separate files in the affected specifications. 

3) Overall Description:

According to the CR to 31.102 that is attached, the interface to core network and bearer information is linearly ordered within the MMS connectivity parameter data objects contained in the two configuration files mentioned in (2) above.  Therefore, when the User Agent finds a data object that matches its needs, the order of the interface to core network and bearer information within the applicable MMS connectivity data parameter object can be taken to be the priority ordering of the interface to core network and bearer information for the situation at hand.

3) Actions:

ACTION #3: 
T3 believes we have addressed T2’s requirements as described in their LSs by means of the attached CR to 3GPP TS 31.102. Should T2 have additional issues with regards to these requirements, T3 will be happy to accommodate them in a timely fashion. T3 suggests that T2 add MMS User Agent behaviour for implementing core network and bearer selection priority in the affected specifications.
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