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	More detailed definition of FDR is added to abbreaviations in section 3.3.
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3.3
Abbreviations

For the purpose of the present document, the following additional abbreviations apply:

AFC
Automatic Frequency Control

ASD
Acceleration Spectral Density

ATT
Attenuator 

BER
Bit Error Ratio
BLER
Block Error Ratio

BTFD
Blind Transport Format Detection

EVM
Error Vector Magnitude 

FDR
False transmit format Detection Ratio. A false Transport Format detection occurs when the receiver detects a different TF to that which was transmitted, and the decoded transport block(s) for this incorrect TF passes the CRC check(s).
HYB
Hybrid

IM
Intermodulation

ITP
Initial Transmission Power control mode

OBW
Occupied Bandwidth

OCNS
Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink

PAR
Peak to Average Ratio

P-CCPCH
Primary Common Control Physical Channel

P-CPICH
Primary Common Pilot Channel

PCDE
Peak Code Domain Error

RBW
Resolution Bandwidth

RRC
Root-Raised Cosine 

S-CCPCH
Secondary Common Control Physical Channel

S-CPICH
Secondary Common Pilot Channel
SCH
Synchronisation Channel consisting of Primary and Secondary synchronisation channels
SS
System Simulator; see Annex A for description
TGCFN
Transmission Gap Connection Frame Number

TGD
Transmission Gap Distance

TGL
Transmission Gap Length

TGPL
Transmission Gap Pattern Length

TGPRC
Transmission Gap Pattern Repetition Count

TGSN
Transmission Gap Starting Slot Number
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