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14
Interoperability Radio Bearer Tests 

14.1
General information for interoperability radio bearer tests

The purpose of the interoperability radio bearer test cases are to ensure interoperability of UE’s in different regions and networks. For this purpose representative radio bearer configurations that will be used in real network implementations have been defined in TS 34.108 [9], clause 6.10.

The applicability of radio bearer tests is dependent on the UE uplink and downlink radio access capabilities and UE support tele- and bearer-services. See TS 34.123-2, annex B for applicability of the specific test cases. 

14.1.1
Generic radio bearer test procedure
Initial conditions

UE in idle mode

Test procedure

a)
The SS setup the reference radio bearer configuration as specified in TS 34.108, clause 6.10 for the actual radio bearer test.

b)
The SS limits the UE allowed uplink transport format combinations according to the "Restricted UL TFCIs", as specified for the sub-test of the actual radio bearer test, using the RRC transport format combination control procedure. See note 1.

c)
The SS closes the test loop using UE test loop mode 1 and setting the UL RLC SDU size parameter, for all radio bearers under test, according to the "UL RLC SDU size" value as specified for the sub-test of the actual radio bearer test.

d)
The SS transmits, for all radio bearers under test, one or more RLC SDUs having the size equal to the "Test data size" as specified for the sub-test of the actual radio bearer test. See note 2.

e)
The SS checks that, for all radio bearers under test, the content of the received RLC SDU has the correct content and is received having the correct transport format. See TS 34.109 [10] clause 5.3.2.6.2 for details regarding the UE loopback of RLC SDUs.
f)
The SS opens the UE test loop.

g)
Steps b) to f) are repeated for all sub-tests

h)
The SS may optionally release the radio bearer.

i)
The SS may optionally deactivate the radio bearer test mode.

NOTE 1:
The restricted set of TFCIs shall contain all possible TFCI that could happen in a sub-test. The actual TTI of the different radio bearers and signaling radio bearers as well as the possible UE processing delays shall be taken into consideration.

NOTE 2:
For the case when the reference radio bearer configuration under test uses RLC transperant mode in downlink and is not configured for segmented operation then the radio bearer test case shall use a DL RLC SDU size (defined by the "Test data size" parameter) equal to the DL RLC PDU size. See [7] TS 25.322 for details regarding UE operation in RLC transperent mode.

Expected sequence 

CS paging procedure

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	<--
	SYSTEM INFORMATION (BCCH)
	Broadcast

	2
	<--
	PAGING TYPE 1 (PCCH)
	Paging (CS domain, TMSI)

	3
	-->
	RRC CONNECTION REQUEST (CCCH)
	RRC

	4
	<--
	RRC CONNECTION SETUP (CCCH)
	RRC

	5
	-->
	RRC CONNECTION SETUP COMPLETE (DCCH)
	RRC

	6
	-->
	PAGING RESPONSE (DCCH)
	RR


PS paging procedure

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	<--
	SYSTEM INFORMATION (BCCH)
	Broadcast

	2
	<--
	PAGING TYPE 1 (PCCH)
	Paging  (PS domain, P-TMSI)

	3
	-->
	RRC CONNECTION REQUEST (CCCH)
	RRC

	4
	<--
	RRC CONNECTION SETUP (CCCH)
	RRC

	5
	-->
	RRC CONNECTION SETUP COMPLETE (DCCH)
	RRC

	6a
	-->
	SERVICE REQUEST (DCCH)
	GMM


	6b
	<--
	SECURITY MODE COMMAND
	RRC see note 1

	6c
	-->
	SECURITY MODE COMPLETE
	RRC see note 1


Note 1
Step 6b and Step 6c are inserted in order to stop T3317 timer in the UE, which starts after transmitting SERVICE REQUEST message.
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1..6
	<--
-->
	Paging
	Use the CS paging procedure for testing of CS and combined CS/PS reference radio bearer configurations.

Use the PS paging procedure for testing of 

PS reference radio bearer configurations.

	7
	<--
	ACTIVATE RB TEST MODE (DCCH)
	TC

	8
	-->
	ACTIVATE RB TEST MODE COMPLETE (DCCH)
	TC

	9
	<--
	RADIO BEARER SETUP (DCCH)
	RRC 

	10
	-->
	RADIO BEARER SETUP COMPLETE (DCCH)
	RRC

	11
	<--
	TRANSPORT FORMAT COMBINATION CONTROL
	RRC

Transport format combinations is limited to "Restricted UL TFCIs", as specified for the sub-test

	12
	<--
	CLOSE UE TEST LOOP
	TC

UE test mode 1

RLC SDU size is for every active radio bearer set to "UL RLC SDU size", as specified for the sub-test.

	13
	-->
	CLOSE UE TEST LOOP COMPLETE (DCCH)
	TC

	14
	<--
	DOWNLINK RLC SDU
	Send test data using the downlink transport format combination under test  



	15
	-->
	UPLINK RLC SDU
	

	16
	<--
	OPEN UE TEST LOOP
	TC

	17
	-->
	OPEN UE TEST LOOP COMPLETE
	TC

	18
	
	Repeat steps 11 to 17 for every sub-test.
	

	19
	
	RB RELEASE
	RRC

Optional step

	20
	<--
	DEACTIVATE RB TEST MODE
	TC

Optional step

	21
	-->
	DEACTIVATE RB TEST MODE COMPLETE
	TC

Optional step


14.2
Combinations on DPCH

14.2.1 
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH
Test to verify establishment and signalling of stand-alone signalling reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.1.

The test case is performed by running test case 9.4.1 (Location updating / accepted) using the stand-alone signalling reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.3.1.

14.2.2
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH
Test to verify establishment and signalling of stand-alone signalling reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.2.

The test case is performed by running test case 9.4.1 (Location updating / accepted) using the stand-alone signalling reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.3.2.

14.2.3
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH

Test to verify establishment and signalling of stand-alone signalling reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.3.

The test case is performed by running test case 9.4.1 (Location updating / accepted) using the stand-alone signalling reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.3.3.

14.2.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.4.1
Conformance requirement

The UE shall be able to establish the UTRAN requested radio bearers within the UE’s signaled radio access capabilities.

The UE shall correctly transfer user data from peer to peer RLC entitities according to the requested radio bearer configuration.

Reference(s)

3GPP TS 25.331, clause 8.2.1

3GPP TS 25.2xx series (Physical Layer)

3GPP TS 25.321 (MAC)

3GPP TS 25.322 (RLC)
14.2.4.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.4.
14.2.4.3
Method of test

Uplink TFS:

	
	TFI
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	0x81(alt. 1x0)
	0x103
	0x60
	0x148

	
	TF1, bits
	1x39
	1x103
	1x60
	1x148

	
	TF2, bits
	1x81
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH)

	UL_TFC0
	(TF0, TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF1, TF0)

	UL_TFC3
	(TF0, TF0, TF0, TF1)

	UL_TFC4
	(TF1, TF0, TF0, TF1)

	UL_TFC5
	(TF2, TF1, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	1x0
	0x103
	0x60
	0x148

	
	TF1, bits
	1x39
	1x103
	1x60
	1x148

	
	TF2, bits
	1x81
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH)

	DL_TFC0
	(TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF1, TF0)

	DL_TFC3
	(TF0, TF0, TF0, TF1)

	DL_TFC4
	(TF1, TF0, TF0, TF1)

	DL_TFC5
	(TF2, TF1, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(note)
	Test data size

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC1,

UL_TFC3,

UL_TFC4
	RB5: 39 bits

RB6: 103 bits

RB7: 60 bits
	RB5: 39 bits

RB6: No data

RB7: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC2,

UL_TFC3, UL_TFC5
	RB5: 81 bits

RB6: 103 bits

RB7: 60 bits
	RB5: 81 bits

RB6: 103 bits

RB7: 60 bits

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See 14.1.1 for test procedure. 

14.2.4.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x81); RB6/TF1 (1x103); and RB7/TF1 (1x60).

3.
At step 15 the UE shall return

-
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6 or RB7.

-
for sub-test 2: an RLC SDU on each of RB5, RB6 and RB7 having the same content as sent by SS 

14.2.4a
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.4a.

14.2.5
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
14.2.5.1
Conformance requirement

See clause 14.2.4.1.
14.2.5.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.5.
14.2.5.3
Method of test

Uplink TFS:

	
	TFI
	RB5
(RAB subflow #1)
	RB6
(RAB subflow #2)
	RB7
(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	0x65(alt. 1x0)
	0x99
	0x40
	0x148

	
	TF1, bits
	1x39
	1x99
	1x40
	1x148

	
	TF2, bits
	1x65
	N/A
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7,DCCH)

	UL_TFC0
	(TF0, TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF1, TF0)

	UL_TFC3
	(TF0, TF0, TF0, TF1)

	UL_TFC4
	(TF1, TF0, TF0, TF1)

	UL_TFC5
	(TF2, TF1, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	1x0
	0x99
	0x40
	0x148

	
	TF1, bits
	1x39
	1x99
	1x40
	1x148

	
	TF2, bits
	1x65
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH)

	DL_TFC0
	(TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF1, TF0)

	DL_TFC3
	(TF0, TF0, TF0, TF1)

	DL_TFC4
	(TF1, TF0, TF0, TF1)

	DL_TFC5
	(TF2, TF1, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(note)
	Test data size

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC1,

UL_TFC3,

UL_TFC4
	RB5: 39 bits

RB6: 99 bits

RB7: 40 bits
	RB5: 39 bits

RB6: No data

RB7: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC2,

UL_TFC3, UL_TFC5
	RB5: 65 bits

RB6: 99 bits

RB7: 40 bits
	RB5: 65 bits

RB6: 99 bits

RB7: 40 bits

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure.

14.2.5.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x65); RB6/TF1 (1x99); and RB7/TF1 (1x40).

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6 or RB7.

-
for sub-test 2: an RLC SDU on each of RB5, RB6 and RB7 having the same content as sent by SS.

14.2.5a
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.5a.
14.2.5a.1
Conformance requirement

See clause 14.2.4.1.
14.2.5a.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.5a.
14.2.5a.3
Method of test

Uplink TFS:

	
	TFI
	RB5
(RAB subflow #1)
	RB6
(RAB subflow #2)
	RB7
(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	0x65(alt. 1x0)
	0x99
	0x40
	0x148

	
	TF1, bits
	1x39
	1x53
	1x40
	1x148

	
	TF2, bits
	1x42
	1x63
	N/A
	N/A

	
	TF3, bits
	1x55
	1x76
	
	

	
	TF4, bits
	1x58
	1x99
	
	

	
	TF5, bits
	1x65
	N/A
	
	


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7,DCCH)

	UL_TFC0
	(TF0, TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF0, TF0)

	UL_TFC3
	(TF3, TF2, TF0, TF0)

	UL_TFC4
	(TF4, TF3, TF0, TF0)

	UL_TFC5
	(TF5, TF4, TF1, TF0)

	UL_TFC6
	(TF0, TF0, TF0, TF1)

	UL_TFC7
	(TF1, TF0, TF0, TF1)

	UL_TFC8
	(TF2, TF1, TF0, TF1)

	UL_TFC9
	(TF3, TF2, TF0, TF1)

	UL_TFC10
	(TF4, TF3, TF0, TF1)

	UL_TFC11
	(TF5, TF4, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7

(RAB subflow #3)
	DCCH

	TFS
	TF0, bits
	1x0
	0x99
	0x40
	0x148

	
	TF1, bits
	1x39
	1x53
	1x40
	1x148

	
	TF2, bits
	1x42
	1x63
	N/A
	N/A

	
	TF3, bits
	1x55
	1x76
	
	

	
	TF4, bits
	1x58
	1x99
	
	

	
	TF5, bits
	1x65
	N/A
	
	


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH)

	DL_TFC0
	(TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF0, TF0)

	DL_TFC3
	(TF3, TF2, TF0, TF0)

	DL_TFC4
	(TF4, TF3, TF0, TF0)

	DL_TFC5
	(TF5, TF4, TF1, TF0)

	DL_TFC6
	(TF0, TF0, TF0, TF1)

	DL_TFC7
	(TF1, TF0, TF0, TF1)

	DL_TFC8
	(TF2, TF1, TF0, TF1)

	DL_TFC9
	(TF3, TF2, TF0, TF1)

	DL_TFC10
	(TF4, TF3, TF0, TF1)

	DL_TFC11
	(TF5, TF4, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(note)
	Test data size

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC6,

UL_TFC7
	RB5: 39 bits

RB6: 99 bits

RB7: 40 bits
	RB5: 39 bits

RB6: No data

RB7: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC2,

UL_TFC6, UL_TFC8
	RB5: 42 bits

RB6: 53 bits

RB7: 40 bits
	RB5: 42 bits

RB6: 53 bits

RB7: 40 bits

	3
	DL_TFC3 
	UL_TFC3
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC
	UL_TFC0, UL_TFC3,

UL_TFC6, UL_TFC9
	RB5: 55 bits

RB6: 63 bits

RB7: 40 bits
	RB5: 55 bits

RB6: 63 bits

RB7: 40 bits

	4
	DL_TFC4 
	UL_TFC4
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC4,

UL_TFC6, UL_TFC10
	RB5: 58 bits

RB6: 76 bits

RB7: 40 bits
	RB5: 58 bits

RB6: 76 bits

RB7: 40 bits

	5
	DL_TFC5 
	UL_TFC5
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC5,

UL_TFC6, UL_TFC11
	RB5: 65 bits

RB6: 99 bits

RB7: 40 bits
	RB5: 65 bits

RB6: 99 bits

RB7: 40 bits

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure.

14.2.5a.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x42) and RB6/TF1 (1x53)

-
for sub-test 3: RB5/TF3 (1x55) and RB6/TF2 (1x63)

-
for sub-test 4: RB5/TF4 (1x58) and RB6/TF3 (1x76)

-
for sub-test 5: RB5/TF5 (1x65), RB6/TF4 (1x99) and RB7/TF1 (1x40)

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6 or RB7.

- 
for sub-test 2: an RLC SDU on RB5 and RB6 having the same content as sent by SS; and no data shall be received on RB7.

- 
for sub-test 3: an RLC SDU on RB5 and RB6 having the same content as sent by SS; and no data shall be received on RB7.

- 
for sub-test 4: an RLC SDU on RB5 and RB6 having the same content as sent by SS; and no data shall be received on RB7.

-
for sub-test 5: an RLC SDU on each of RB5, RB6 and RB7 having the same content as sent by SS.

14.2.6
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.6.1
Conformance requirement

See clause 14.2.4.1.

14.2.6.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.6.
14.2.6.3
Method of test

Uplink TFS:

	
	TFI
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	DCCH

	TFS
	TF0, bits
	0x75 (alt. 1x0)
	0x84
	0x148

	
	TF1, bits
	1x39
	1x84
	1x148

	
	TF2, bits
	1x75
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF0)

	UL_TFC3
	(TF0, TF0, TF1)

	UL_TFC4
	(TF1, TF0, TF1)

	UL_TFC5
	(TF2, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	DCCH

	TFS
	TF0, bits
	1x0
	0x84
	0x148

	
	TF1, bits
	1x39
	1x84
	1x148

	
	TF2, bits
	1x75
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF0)

	DL_TFC3
	(TF0, TF0, TF1)

	DL_TFC4
	(TF1, TF0, TF1)

	DL_TFC5
	(TF2, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(note)
	Test data size

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC1,

UL_TFC3,

UL_TFC4
	RB5: 39 bits

RB6: 84 bits
	RB5: 39 bits

RB6: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC2,

UL_TFC3, UL_TFC5,
	RB5: 75 bits

RB6: 84 bits
	RB5: 75 bits

RB6: 84 bits

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure. 

14.2.6.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x75) and RB6/TF1 (1x84).

3.
At step 15 the UE shall return

-
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6.

-
for sub-test 2: an RLC SDU on each of RB5 and RB6 having the same content as sent by SS.

14.2.7
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH
14.2.7.1
Conformance requirement

See clause 14.2.4.1.

14.2.7.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.7.
14.2.7.3
Method of test

Uplink TFS:

	
	TFI
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	DCCH

	TFS
	TF0, bits
	0x61 (alt. 1x0)
	0x87
	0x148

	
	TF1, bits
	1x39
	1x87
	1x148

	
	TF2, bits
	1x61
	N/A
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF0)

	UL_TFC3
	(TF0, TF0, TF1)

	UL_TFC4
	(TF1, TF0, TF1)

	UL_TFC5
	(TF2, TF1, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	DCCH

	TFS
	TF0, bits
	1x0
	0x87
	0x148

	
	TF1, bits
	1x39
	1x87
	1x148

	
	TF2, bits
	1x61
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF0)

	DL_TFC3
	(TF0, TF0, TF1)

	DL_TFC4
	(TF1, TF0, TF1)

	DL_TFC5
	(TF2, TF1, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(note)
	Test data size

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC1,

UL_TFC3,

UL_TFC4
	RB5: 39 bits

RB6: 87 bits
	RB5: 39 bits

RB6: No data

	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC3, UL_TFC0, UL_TFC3
	UL_TFC0, UL_TFC2,

UL_TFC3, UL_TFC5,
	RB5: 61 bits

RB6: 87 bits
	RB5: 61 bits

RB6: 87 bits

	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure. 

14.2.7.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x61) and RB6/TF1 (1x87).

3.
At step 15 the UE shall return

-
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6.

-
for sub-test 2: an RLC SDU on each of RB5 and RB6 having the same content as sent by SS 

14.2.7a
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

Test to verify establishment and data transfer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.7a.

14.2.7a.1
Conformance requirement

See clause 14.2.4.1.
14.2.7a.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.1.7a.
14.2.7a.3
Method of test

Uplink TFS:

	
	TFI
	RB5
(RAB subflow #1)
	RB6
(RAB subflow #2)
	DCCH

	TFS
	TF0, bits
	0x61(alt. 1x0)
	0x87
	0x148

	
	TF1, bits
	1x39
	1x53
	1x148

	
	TF2, bits
	1x42
	1x63
	N/A

	
	TF3, bits
	1x55
	1x76
	

	
	TF4, bits
	1x58
	1x87
	

	
	TF5, bits
	1x61
	N/A
	


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7,DCCH)

	UL_TFC0
	(TF0, TF0, TF0)

	UL_TFC1
	(TF1, TF0, TF0)

	UL_TFC2
	(TF2, TF1, TF0)

	UL_TFC3
	(TF3, TF2, TF0)

	UL_TFC4
	(TF4, TF3, TF0)

	UL_TFC5
	(TF5, TF4, TF0)

	UL_TFC6
	(TF0, TF0, TF1)

	UL_TFC7
	(TF1, TF0, TF1)

	UL_TFC8
	(TF2, TF1, TF1)

	UL_TFC9
	(TF3, TF2, TF1)

	UL_TFC10
	(TF4, TF3, TF1)

	UL_TFC11
	(TF5, TF4, TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	DCCH

	TFS
	TF0, bits
	1x0
	0x87
	0x148

	
	TF1, bits
	1x39
	1x53
	1x148

	
	TF2, bits
	1x42
	1x63
	N/A

	
	TF3, bits
	1x55
	1x76
	

	
	TF4, bits
	1x58
	1x87
	

	
	TF5, bits
	1x61
	N/A
	


Downlink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH)

	DL_TFC0
	(TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF0)

	DL_TFC3
	(TF3, TF2, TF0)

	DL_TFC4
	(TF4, TF3, TF0)

	DL_TFC5
	(TF5, TF4, TF0)

	DL_TFC6
	(TF0, TF0, TF1)

	DL_TFC7
	(TF1, TF0, TF1)

	DL_TFC8
	(TF2, TF1, TF1)

	DL_TFC9
	(TF3, TF2, TF1)

	DL_TFC10
	(TF4, TF3, TF1)

	DL_TFC11
	(TF5, TF4, TF1)


Sub-tests:

	Sub-test
	Downlink TFCS 

under test
	Uplink TFCS 

Under test


	Implicitely tested
	Restricted UL TFCIs
	UL RLC SDU size

(note)
	Test data size

(note)

	1
	DL_TFC1
	UL_TFC1
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC1,

UL_TFC6,

UL_TFC7
	RB5: 39 bits

RB6: 87 bits


	RB5: 39 bits

RB6: No data



	2
	DL_TFC2 
	UL_TFC2
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC2,

UL_TFC6, UL_TFC8
	RB5: 42 bits

RB6: 53 bits


	RB5: 42 bits

RB6: 53 bits



	3
	DL_TFC3 
	UL_TFC3
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC3,

UL_TFC6, UL_TFC9
	RB5: 55 bits

RB6: 63 bits


	RB5: 55 bits

RB6: 63 bits



	4
	DL_TFC4 
	UL_TFC4
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC4,

UL_TFC6, UL_TFC10
	RB5: 58 bits

RB6: 76 bits


	RB5: 58 bits

RB6: 76 bits



	5
	DL_TFC5 
	UL_TFC5
	DL_TFC0, DL_TFC6, UL_TFC0, UL_TFC6
	UL_TFC0, UL_TFC5,

UL_TFC6, UL_TFC11
	RB5: 61 bits

RB6: 87 bits


	RB5: 61 bits

RB6: 87 bits



	NOTE:
See TS 34.109 [10] clause 5.3.2.6.2 for details regarding loopback of RLC SDUs.


See clause 14.1.1 for test procedure.

14.2.7a.4 
Test requirements

See 14.1.1 for definition of step 10 and step 15.

1.
At step 10 the UE shall send RADIO BEARER SETUP COMPLETE.

2.
At step 15 the UE transmitted transport format shall be

- 
for sub-test 1: RB5/TF1 (1x39).

-
for sub-test 2: RB5/TF2 (1x42) and RB6/TF1 (1x53)

-
for sub-test 3: RB5/TF3 (1x55) and RB6/TF2 (1x63)

-
for sub-test 4: RB5/TF4 (1x58) and RB6/TF3 (1x76)

-
for sub-test 5: RB5/TF5 (1x61) and RB6/TF4 (1x87)

3.
At step 15 the UE shall return

- 
for sub-test 1: an RLC SDU on RB5 having the same content as sent by SS; and no data shall be received on RB6.

- 
for sub-test 2: an RLC SDU on RB5 and RB6 having the same content as sent by SS.

- 
for sub-test 3: an RLC SDU on RB5 and RB6 having the same content as sent by SS.

- 
for sub-test 4: an RLC SDU on RB5 and RB6 having the same content as sent by SS.

-
for sub-test 5: an RLC SDU on RB5 and RB6 having the same content as sent by SS.
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