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This document contains 9 CRs to TS 34.123-2 v5.0.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

NOTE:
TS 34.123-2 R99, Rel-4 and Rel-5 are all merged into the Rel-5 specification. This means that ICS and applicability table for the three releases are included in TS 34.123-2 Rel-5 and therefore this is the only release being maintained.

CR related to maintenance of R99, Rel-4 and Rel-5:

	Spec
	CR
	Rev
	Rel.
	Subject
	Cat
	VersionCurrent
	Version-New
	Doc-2nd-Level
	Work

item
	Remarks

	34.123-2
	075
	-
	Rel-5
	Correction of applicability table for secondary PDP context activation test cases
	F
	5.0.0
	5.1.0
	T1-020562
	TEI
	R99, Rel-4, Rel-5

	34.123-2
	076
	-
	Rel-5
	Update of applicability of MAC and RLC test cases
	F
	5.0.0
	5.1.0
	T1-020569
	TEI
	R99, Rel-4, Rel-5

	34.123-2
	077
	-
	Rel-5
	Correction to GMM applicability.
	F
	5.0.0
	5.1.0
	T1-020570
	TEI
	R99, Rel-4, Rel-5

	34.123-2
	078
	-
	Rel-5
	Update of applicability tables due to changed and new test cases
	F
	5.0.0
	5.1.0
	T1-020571
	TEI
	R99, Rel-4, Rel-5

	34.123-2
	079
	-
	Rel-5
	Clarification to applicability statements for FDD Interoperability Radio Bearer test cases
	F
	5.0.0
	5.1.0
	T1-020572
	TEI
	R99, Rel-4, Rel-5

	34.123-2
	080
	-
	Rel-5
	Removal of test cases for unidirectional streaming CS RABs above 64 kbps
	F
	5.0.0
	5.1.0
	T1-020573
	TEI
	R99, Rel-4, Rel-5

	34.123-2
	081
	-
	Rel-5
	CR to RRC applicability of TS34.123-2 as T1S-020364rev1
	F
	5.0.0
	5.1.0
	T1-020574
	TEI
	R99, Rel-4, Rel-5

	34.123-2
	082
	-
	Rel-5
	Update of Table of Applicability of tests for RRC connection mobility procedure,

 8.3.3, 8.3.5, 8.3.6 and 8.3.7 for TDD (both modes)
	F
	5.0.0
	5.1.0
	T1-020580
	TEI, LCRTDD
	R99, Rel-4, Rel-5

	34.123-2
	083
	-
	Rel-5
	CR to section 4 Table 1: Addition of test of short message type 0 (CS/PS) R99 and REL-4
	F
	5.0.0
	5.1.0
	T1-020610
	TEI
	R99, Rel-4


