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1. Overall Description:

T2 acknowledges the work done by T3 to further develop the feature of storing different MMS-specific information on the USIM as required by both SA1 and T2. T2 also thanks T3 for providing the opportunity to understand and comment on the development made in T3 in this regard. Please find T2’s response below on the actions provided by T3 in the LSs (T3-020411 and T3-020352).

Response to action # 1 in T3-020411:

T2 understands T3’s suggestion to make it mandatory for the user agent to update the status byte of the MMS notification while performing corresponding actions on any notification stored on the USIM, so that status byte mirrors the fact. T2#18 has approved a CR (T2-020773, attached) for the TS 23.140 to mandate the user agent to update the status byte while storing/deleting any MMS notification on/from the USIM. Unfortunately, T2 could not conclude on a different suggestion made by T3 to mandate the use of different MMS parameters (connectivity information, user preferences and notifications) by the user agent, if those are present on the USIM. T2 intends to look into the issue during the future meetings.

Response to action # 2 in T3-020411:

T2 thinks that the work done by T3 for the separation of issuer and user configuration parameters (connectivity information) serves the requirement. T2 has already agreed a CR (T2-020735, attached) for the 23.140 to describe the corresponding MMS user agent behaviour.
Response to action # 3 in T3-020411:

T2 is also convinced about the work done by T3 on storing the interface to core network and bearer information of the MMS connectivity information on the USIM in a prioritised order. T2 thinks that present MMS user agent behaviour, described in the 23.140 version 5.3.0, already covers this prioritised order. And thus, concluded that it has no impact on the TS 23.140.
Response to T3-020352:

Please note that T2 has also approved all related changes to REL-4 of TS 23.140 (CR in T2-020799, attached).
2. Actions:

To T3 group.

ACTION: 
T2 asks T3 group to review above-mentioned responses of T2 and comment, if any.

3. Date of next T2 Meetings:
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