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6.1.4
Default parameters for 1 to 8 cell environments

Default settings for cell No.1 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	100


Contents of System Information Block type 11 for cell No.1 (FDD)

See sub-clause 6.1.0b for contents of System Information Block type 11 (FDD) for cell 1.

Contents of System Information Block type 12 in connected mode for cell No.1 (FDD) 

See sub-clause 6.1.0b for contents of System Information Block type 12 (FDD) for cell 1.

Default settings for cell No.1 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	0


Contents of System Information Block type 11 for cell No.1 (TDD)

See sub-clause 6.1.0b for contents of System Information Block type 11 (TDD) for cell 1.

Contents of System Information Block type 12 in connected mode for cell No.1 (TDD) 

See sub-clause 6.1.0b for contents of System Information Block type 12 (TDD) for cell 1.

Cell No.2

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.2 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0010B

	URA identity
	0000 0000 0000 0001B


Default settings for cell No.2 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	150


Contents of System Information Block type 11 for cell No.2 (FDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4 

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b 

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


Default settings for cell No.2 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	4


Contents of System Information Block type 11 for cell No.2 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.2 (TDD)” in clause 6.1.4 

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.1 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b 

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


Cell No.3

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.3 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0011B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.3 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	200


Contents of System Information Block type 11 for cell No.3 (FDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


Default settings for cell No.3 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	8


Contents of System Information Block type 11 for cell No.3 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.3 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.1 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


Cell No.4

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.4 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0100B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.4 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	250


Contents of System Information Block type 11 for cell No.4 (FDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.4 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.5 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.6 (FDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN uplink(Nu)
	Not present

Absence of this IE is equivalent to apply the default duplex distance defined for the operating frequency according to 25.101

	      - UARFCN downlink(Nd)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4


Default settings for cell No.4 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	12


Contents of System Information Block type 11 for cell No.4 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.4 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.5 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.6 (TDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN (Nt)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.1 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.2 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.3 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.7 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.8 (TDD)” in clause 6.1.4


Cell No.5

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.5 are identical to those of cell No.4 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0101B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.5 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	300


Contents of System Information Block type 11 for cell No.5 (FDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.5 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.4 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.6 (FDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN uplink(Nu)
	Not present

Absence of this IE is equivalent to apply the default duplex distance defined for the operating frequency according to 25.101

	      - UARFCN downlink(Nd)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4


Default settings for cell No.5 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	114


Contents of System Information Block type 11 for cell No.5 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.5 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.4 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.6 (TDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN (Nt)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.1 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.2 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.3 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.7 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.8 (TDD)” in clause 6.1.4


Cell No.6

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.6 are identical to those of cell No.4 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0110B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.6 (FDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	350


Contents of System Information Block type 11 for cell No.6 (FDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.6 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.4 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.5 (FDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN uplink(Nu)
	Not present

Absence of this IE is equivalent to apply the default duplex distance defined for the operating frequency according to 25.101

	      - UARFCN downlink(Nd)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.2 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.3 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4

	…..
	


Default settings for cell No.6 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	119


Contents of System Information Block type 11 for cell No.6 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	6

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.6 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	4

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.4 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	5

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.5 (TDD)” in clause 6.1.4

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	    - Inter-frequency cell id
	1

	    - Frequency info
	

	      - UARFCN (Nt)
	Reference to table 6.1.2 for Cell 1

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.1 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	2

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.2 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	3

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.3 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	7

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.7 (TDD)” in clause 6.1.4

	    - Inter-frequency cell id
	8

	    - Frequency info
	Not Present

Absence of this IE is equivalent to value of the previous "frequency info" in the list.

	    - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.8 (TDD)” in clause 6.1.4

	…..
	


Cell No.7

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.7 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0111B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.7 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	400


Contents of System Information Block type 11 for cell No.7 (FDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.7 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


Default settings for cell No.7 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	123


Contents of System Information Block type 11 for cell No.7 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.7 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.1 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=8 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


Cell No.8

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.8 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 1000B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.8 (FDD):

	Downlink input level
	Reference clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	450


Contents of System Information Block type 11 for cell No.8 (FDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.8 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary scrambling code shall be according to clause titled “Default settings for cell No.1 (FDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
	


Default settings for cell No.8 (TDD):

	Downlink input level
	Reference clause 6 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference clause 6 Parameter Set 

	Cell Channel Description
	

	         - Primary CCPCH info
	

	          - Cell parameters ID
	127


Contents of System Information Block type 11 for cell No.8 (TDD)

	- Intra-frequency measurement system information
	

	….
	

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	8

	    - Cell info
	Same content as specified for Intra-frequency cell id=1 (serving cell) in SIB11 for Cell 1 in sub-clause 6.1.0b with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.8 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	1

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 (neigbour cell) in SIB11 for Cell 1 in sub-clause 6.1.0b  with the exception that value for Primary CCPCH info shall be according to clause titled “Default settings for cell No.1 (TDD)” in clause 6.1.4

	    - Intra-frequency cell id
	2

	    - Cell info
	Same content as specified for Intra-frequency cell id=2 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	3

	    - Cell info
	Same content as specified for Intra-frequency cell id=3 in SIB11 for Cell 1 in sub-clause 6.1.0b

	    - Intra-frequency cell id
	7

	    - Cell info
	Same content as specified for Intra-frequency cell id=7 in SIB11 for Cell 1 in sub-clause 6.1.0b

	…..
	

	- Inter-frequency measurement system information
	

	…..
	

	    - New inter-frequency cells
	

	     - Inter frequency cell id
	4

	     - Frequency info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=4 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	5

	     - Frequency info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=5 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Inter frequency cell id
	6

	     - Frequency info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	     - Cell info
	Same content as specified for Inter-frequency cell id=6 in SIB11 for Cell 1 in sub-clasue 6.1.0b  

	…..
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