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	The SIM Application Toolkit specification of the Set Up Call command (TS 11.14, clause 6.4.13) states that if the first call set-up attempt is unsuccessful and the SIM requested redial, then the ME may automatically redial the call. This means that the redial mechanism in Set Up Call is optional for the ME. The SIM Application Toolkit conformance specification, however, includes mandatory test cases of that optional redial mechanism.
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3.3 

Table of Optional Features 

Support of SIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific GSM release, it is mandatory for the ME to support all functions of that release, as stated in the table, below.

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the SIM Application Toolkit functionality described in this document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in the table A.1 below.

Table A.1: Options

	Item
	Option
	Status
	support
	Mnemonic

	
	
	
	
	

	1
	Capability Configuration parameter
	O
	
	O_Cap_Conf

	2
	Sustained text
	O
	
	O_sust_text

	3
	UCS2 coding scheme for Entry
	O
	
	O_Ucs2_Entry

	4
	Extended Text String
	O
	
	O_Ext_Str

	5
	Help information
	O
	
	O_Help

	6
	Icons
	O
	
	O_Icons

	7
	Class A: Dual Slot 
	O
	
	O_Dual_Slot

	8
	Detachable reader
	O
	
	O_Detach_Rdr

	9
	Class B: RUN AT
	O
	
	O_Run_At

	10
	Class C: LAUNCH BROWSER
	O
	
	O_LB

	11
	Class D: Soft keys
	O
	
	O_Soft_key

	12
	Class E : B.I.P
	O
	
	O_BIP

	13
	Screen sizing parameters
	O
	
	O_Scr_Siz

	14
	Screen Resizing
	O
	
	O_Scr_Resiz

	15
	UCS2 coding scheme for Display
	O
	
	O_Ucs2_Disp

	16
	Mobile supporting GPRS
	O
	
	O_GPRS

	17
	Mobile supporting UDP
	O
	
	O_UDP

	18
	Mobile supporting TCP
	O
	
	O_TCP

	19
	Redial in Set Up Call
	O
	
	O_Redial


[…]

3.4
Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Release
	Test
sequence
(s)
	Rel 96 ME
	Rel 97 ME
	Rel 98 
ME
	Rel 99
ME
	Terminal

Profile
	Support

	1
	PROFILE DOWNLOAD 27.22.1
	R96
	1
	M
	M
	M
	M
	E.1/1
	

	2
	Contents of the TERMINAL PROFILE command 27.22.2
	R96
	
	M
	M
	M
	M
	E.1/1
	

	3
	Servicing of Proactive SIM Commands 27.22.3
	R96
	
	M
	M
	M
	M
	
	

	
	[...]
	
	
	
	
	
	
	
	

	16
	SET UP CALL    27.22.4.13
	
	
	
	
	
	
	
	

	
	Call confirmed by the user and connected 
	R96
	1.1
	M
	M
	M
	M
	E.1/29
	

	
	call rejected by the user
	R96
	1.2
	M
	M
	M
	M
	E.1/29
	

	
	Redial
	R96
	1.3
	C119 
	C119 
	C119
	C119
	E.1/29
	

	
	putting all other calls on hold, ME busy
	R96
	1.4
	M
	M
	M
	M
	E.1/29
	

	
	disconnecting all other calls, ME busy
	R96
	1.5
	M
	M
	M
	M
	E.1/29
	

	
	only if not currently busy on another call, ME busy
	R96
	1.6
	M
	M
	M
	M
	E.1/29
	

	
	putting all other calls on hold, call hold is not allowed
	R96
	1.7
	M
	M
	M
	M
	E.1/29
	

	
	Capability configuration
	R96
	1.8
	C101
	C101
	C101
	C101
	E.1/29
	

	
	long dialing number string
	R96
	1.9
	M
	M
	M
	M
	E.1/29
	

	
	long first alpha identifier
	R96
	1.10
	M
	M
	M
	M
	E.1/29
	

	
	Called party subaddress
	R96
	1.11
	M
	M
	M
	M
	E.1/29
	

	
	maximum duration for the redial mechanism
	R96
	1.12
	C119 
	C119
	C119
	C119
	E.1/29
	

	
	second alpha identifier
	R98
	2.1
	
	
	M
	M
	E.1/29 AND E.1/63
	

	
	UCS2 Display
	R97
	TBD
	
	
	
	
	E.1/29 AND E.1/15
	

	
	icons
	R98
	3.1,3.2, 3.3, 3.4
	
	
	C108
	C108
	E.1/29
	

	
	[...]
	
	
	
	
	
	
	
	

	
	27.22.7.11 : Channel status event
	R99

	1.1
	
	
	
	C113
	E.1/44 AND E.1/89
	


C101
IF A.1/1 THEN M ELSE N/A
-- O_Cap_Conf

C102, C103
void

C104
IF A.1/2 THEN M ELSE N/A
-- O_Sust_text

C105
IF A.1/3 THEN M ELSE N/A
-- O_Ucs2_Entry

C106
IF A.1/4 THEN M ELSE N/A
-- O_Ext_Str

C107
IF A.1/5 THEN M ELSE N/A
-- O_Help

C108 
IF A.1/6 THEN (O.1 OR O.2) ELSE N/A
-- O_Icons
C109
IF A.1/7 THEN M ELSE N/A
-- O_Dual_Slot
C110
IF A.1/9 THEN M ELSE N/A
-- O_Run_At
C111
IF A.1/10 THEN M ELSE N/A
-- O_LB
C112
IF A.1/11 THEN M ELSE N/A
O_Soft_key

C113
IF A.1/12 THEN M ELSE N/A
O_BIP

C114
IF C110 AND C108 THEN M ELSE N/A
-- O_Run_At AND O_Icons

C115
IF C111 AND C108 THEN M ELSE N/A
-- O_LB AND O_Icons

C116
IF C105 AND A.1/8 THEN M ELSE N/A
-- O_Dual_Slot AND O_Detach_Rdr

C117
IF C111 AND C105 THEN M ELSE N/A
-- O_LB AND O_Ucs2

C118
IF A.1/14 THEN M ELSE N/A
-- O_Ucs2_Disp
C119
IF A.1/19 THEN M ELSE N/A
-- O_Redial
O.1
IF (the ME supports icons as defined in record 1 of EF(IMG), tests x.1A M ELSE tests x.1B M (where x is the expected sequence number value)

O.2
IF the ME supports icons as defined in record 2 of EF(IMG), tests x.2A M ELSE x.2B M (where x is the expected sequence number value)
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