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8.3.1.10 
Cell Update: expiry of T307 after T305 expiry and being out of service area 

8.3.1.10.1

Definition

8.3.1.10.2
Conformance requirement

When the T307 expires, the UE shall:
1>
move to idle mode;
1>
release all dedicated resources;

1>
perform other actions when entering idle mode from connected mode as specified in TS 25.331 subclause 8.5.2;
1>
and the procedure ends.
Reference

3GPP TS 25.331 clause 8.3.1
8.3.1.10.3
Test purpose

1
To confirm that the UE moves to idle mode after the expiry of T307, indicating that it is out of service area when attempting to perform a periodic cell updating procedure.

8.3.1.10.4
Method of test

Initial Condition

System Simulator: 1 cell
UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Timer T305 is set to 5min.
Test Procedure

Table 8.3.1.10
	Parameter
	Unit
	Cell 1

	
	
	T0
	T1

	UTRA RF Channel Number
	
	Ch. 1

	CPICH Ec
(FDD)
	DBm/3.84MHz
	-60
	-80

	P-CCPCH RSCP (TDD)
	dBm
	-60
	-80


Table 8.3.1.10 illustrates the downlink power to be applied at various time instants of the test execution. Columns marked "T0" denote the initial conditions.
The UE is in CELL_FACH state at the start of the test. Before the expiry of periodic cell updating timer T305, the content of the SYSTEM INFORMATION BLOCK TYPE 3 and 4 is modified. After T305 expires, UE shall transmit CELL UPDATE message with IE "cell update cause" set to "periodical cell update". SS shall transmit CELL UPDATE CONFIRM message. Now the UE and SS are synchronized. Immediately after the cell update procedure is finalized, the SS starts a delay timer Tdelay (see below for limits on the timer value). When Tdelay expires the SS configures its downlink transmission power settings according to columns "T1" in table 8.3.1.10 so that S<0 and this results in a "out of service area" condition. The SS continues to listen to the uplink channel to detect possible attempts to perform a cell updating procedure. The UE shall not send any CELL UPDATE message on the uplink CCCH, instead it triggers timer T307 after expiry of T305. After the expiry of timer T305+T307+10% margin since completion of the cell update procedure, SS configures its downlink transmission power settings according to columns "T0" in table 8.3.1.10 so that S>0, the UE shall enter idle state. SS waits for 5s and then calls for generic procedure C.1 to check that UE is in idle mode state.
Note 1 : The value chosen for Tdelay should be midway between the following logical minimum and maximum values:
Minimum > T305 + T307 – T317

Maximum < T305
Note 2 : TS 25.331 (from June 2003) specifies that the UE should treat any value of T317 received from UTRAN as though it is equal to infinity. Nevertheless, the value of T317 used in Note 1 should be the value broadcast in SIB1 by the SS (or the implied default value if none is broadcast).
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	
	The UE is brought to CELL_FACH state.

	1a
	(
	MASTER INFORMATION BLOCK

SYSTEM INFORMATION BLOCK TYPE 3 and 4
	SS changes the contents of 

MASTER INFORMATION BLOCK and SYSTEM INFORMATION BLOCK (see specific message contents). 

	1b
	(
	SYSTEM INFORMATION CHANGE INDICATION
	

	1c
	(
	CELL UPDATE
	IE "Cell update cause" shall be set to "periodical cell update".

	1d
	(
	CELL UPDATE CONFIRM
	

	1e
	
	
	SS waits Tdelay  (see above)

	2a
	
	
	SS configures its downlink transmission power settings according to columns "T1" in table 8.3.1.10 so that the cell is no longer suitable for camping. The UE shall detect that it is out of service area and refrains from transmitting CELL UPDATE message due to periodic cell updating.

	2b
	
	
	SS waits a further (T305+T307 - Tdelay ) +10% for UE to enter idle mode.

	3
	
	
	The UE detects the expiry of timer T305 and it searches for other cells to camp on. After the expiry of timer T307, the UE shall enter idle mode. SS configures its downlink transmission power settings according to columns "T0" in table 8.3.1.10 so that the cell is suitable for camping. SS waits for 5s.

	4
	((
	CALL C.1
	If the test result of C.1 indicates that UE is in idle mode state, the test passes, otherwise it fails.


Specific Message Contents

MASTER INFORMATION BLOCK (Step 1a)
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	MIB Tag
	2


SYSTEM INFORMATION BLOCK TYPE 3 and 4 (Step 1a)
Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception.
	Information Element
	Value/remark

	Qrxlevmin
	-70


SYSTEM INFORMATION CHANGE INDICATION (Step 1b)

	Information Element
	Value/remark

	Message Type
	

	BCCH modification info
	

	    MIB Value tag
	2


CELL UPDATE (Step 1c)

The same message found in Annex A shall be transmitted by the UE on the uplink CCCH, with the exception of the following IEs:

	
	

	
	


	Information Element
	Value/remark

	U-RNTI
	

	   - SRNC Identity
	Check to see if set to '0000 0000 0001'

	   - S-RNTI
	Check to see if set to '0000 0000 0000 0000 0001'

	Cell Update Cause
	Check to see if set to 'periodical cell updating'


PAGING TYPE 1 (Step 4)

Use the same message type found in TS 34.108 clause 9, with the following exception.
	Information Element
	Value/remark

	Paging record list
	Only 1 entry

	Paging record
	

	CHOICE Used paging identity
	CN identity

	     - Paging cause
	Terminating Call with one of the supported services

	     - CN domain identity
	Supported Domain  (PS Domain or CS Domain)

	     - CHOICE UE Identity
	IMSI

	      - IMSI 
	Set to the same IMSI value stored in the TEST USIM card.


8.3.1.10.5
Test requirement

After step 3 the UE shall move to idle mode.
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