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This document contains the CRs to TS 34.121 v.5.1.1. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	Tdoc #
	Title
	CR#
	rev
	Cat
	Version in
	Version out
	Release

	T1-031356
	CR to 34.121: Correction to Inter-system Handover from UTRAN FDD to GSM
	298
	
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031357
	CR to 34.121: Correction to Power control in DL, initial convergence test case
	299
	
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031445
	Correction to RRM test case 8.3.2.1
	319
	
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031551
	Correction of clause 4.2 Frequency bands
	314
	1
	B
	5.1.1
	5.2.0
	Rel-5

	T1-031552
	Clause 4.4 Channel arrangement  for DS-CDMA Introduction in the 800 MHz Band
	315
	1
	B
	5.1.1
	5.2.0
	Rel-5

	T1-031553
	DS-CDMA Introduction in the 800 MHz Band
	316
	1
	B
	5.1.1
	5.2.0
	Rel-5

	T1-031556
	Correction and maintenance of Annex H and DS-CDMA Introduction in the 800 MHz Band
	317
	1
	B
	5.1.1
	5.2.0
	Rel-5

	T1-031561
	Introduction of reference to RRM test tolerances TR
	300
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031562
	Introduction of Test Tolerances to Cell Reselection tests 8.2.2.1 & 8.2.2.2
	301
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031563
	Introduction of Test Tolerances to Cell Re-selection in CELL_PCH tests 8.3.6.1 & 8.3.6.2
	302
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031564
	Introduction of Test Tolerances to Cell Re-selection in URA_PCH tests 8.3.7.1 & 8.3.7.2
	329
	
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031565
	Clarification of Downlink Physical Channel in table E.3.1 
	303
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031566
	FDD inter-frequency cell identification and measurement reporting test case
	309
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031567
	Changes to section 8.4.3, TFC selection requirements for codec mode switch
	310
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031568
	Test requirements for RRM CPICH RSCP Intra Frequency Measurement
	327
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031569
	Test requirements for RRM CPICH RSCP Inter Frequency Measurement
	328
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031570
	Test requirements for RRM CPICH_Ec/Io Intra Frequency Measurement
	324
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031571
	Test requirements for RRM CPICH_Ec/Io Inter Frequency Measurement
	325
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031604
	Correction of  clause 8.7.3C UE transmitted power


	318
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031605
	CR to 34.121: Correction to FDD/FDD Soft Handover test case
	304
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031606
	Correction to RRM test case 8.3.5.3
	308
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031611
	12.2 kbit/s RMC is insufficient for BLER testing
	321
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031612
	Update of initial conditions for RF test cases
	320
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031613
	Addition of two new test cases; 7.11 (Demodulation of paging channel (PCH)) and 7.12 (Detection of acquisition indicator (AI)).
	307
	2
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031624
	Performance requirement for HSDPA skeleton section added 
	311
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031625
	New test requirements for Demodulation of HS-DSCH (fixed reference channel) single link performance
	312
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031626
	New test requirements for reporting of HS-DSCH Channel Quality Indicator (CQI) AWGN propagation conditions
	313
	1
	F
	5.1.1
	5.2.0
	Rel-5

	T1-031627
	Correction to F.1.5 Requirements for support of RRM
	306
	1
	F
	5.2.0
	5.3.0
	Rel-5

	T1-031652
	Correction to W-CDMA modulated interferer definition
	331
	
	F
	5.5.1
	5.6.0
	Rel-5

	T1-031692
	Correction on Random Access test cases
	330
	1
	F
	5.5.1
	5.6.0
	Rel-5

	T1-031694
	Addition to Scope clause to clarify applicability of tests to Releases
	332
	
	F
	5.1.1
	5.2.0
	Rel-5


