Page 1



3GPP TSG- T1  Meeting #21 
Tdoc (
T1-031709

Budapest, 3rd – 7th November 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.123-2
	CR
	136
	(

rev
	-
	(

Current version:
	5.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR to TS 34.123-2 [REL-5] Modify the Applicability Statements for Package 1 SM test cases 11.3.1 PDP context deactivation initiated by the UE and 11.3.2 PDP context deactivation initiated by the UE.

	
	

	Source:
(

	Anite Telecoms

	
	

	Work item code:
(

	TEI
	
	Date: (

	07/11/03

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-5

	
	
	

	
	

	Reason for change:
(

	After a PDP context has been deactivated a non auto-attach UE might perform a PS Detach making the following SM entity test steps inappropriate from Core Network point of view.

	
	

	Summary of change:
(

	Test cases 11.3.1 and 11.3.2 are made applicable only to auto-attach UEs.

	
	

	Consequences if 
(

not approved:
	A non-auto attach UE might not behave in the expected manner.

	
	

	Clauses affected:
(

	4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	Affected:
	
	X
	 Test specifications
	34.123-1, 34.123-3

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Affects R99, Rel-4 and Rel-5 test cases.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request

4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

…….

	SESSION MANAGEMENT

	11.1.1.1
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	R99
	C12
	UE supporting PS domain services.

	11.1.1.2.1
	QoS offered by the network is a lower QoS / QoS accepted by UE
	R99
	C46
	UE supporting PS domain services and supporting user settings of minimum QoS.

	11.1.1.2.2
	QoS offered by the network is a lower QoS / QoS rejected by UE
	R99
	C46
	UE supporting PS domain services and supporting user settings of minimum QoS. 

	11.1.2
	PDP context activation requested by the network, successful and unsuccessful
	R99
	C49
	UE supporting PS bearer services and supporting network requested PDP context activation and configured in such a way that one or more PDP contexts can be active simultaneously.

	11.1.3.1
	Abnormal Cases / T3380 Expiry
	R99
	C12
	UE supporting PS domain services.

	11.1.3.2
	Abnormal Cases / Collision of UE initiated and network requested PDP context activation
	R99
	C17
	UE supporting PS domain services configured in such a way that one or more PDP contexts can be active simultaneously. 

	11.1.3.3
	Abnormal Cases / Network initiated PDP context activation request for an already activated PDP context (on the UE side)
	R99
	C12
	UE supporting PS domain services.

	11.1.4.1.1
	Successful secondary PDP context activation procedure initiated by the UE/QoS Offered by Network is the QoS Requested
	R99
	C62
	UE supporting PS domain services. 

PDP context activation and secondary PDP context activation.

	11.1.4.1.2.1
	Successful secondary PDP context activation procedure Initiated by the UE/QoS Offered by Network is a lower QoS/QoS accepted by UE
	R99
	C63
	UE supporting PS domain services, secondary PDP context activation procedure and supporting user settings of minimum QoS.

	11.1.4.1.2.2
	Successful secondary PDP context activation procedure Initiated by the UE/QoS Offered by Network is a lower QoS/QoS rejected by UE
	R99
	C63
	UE supporting PS domain services, secondary PDP context activation and supporting user settings of minimum QoS.

	11.1.4.1.2.3
	Successful secondary PDP context activation procedure Initiated by the UE/LLC SAPI rejected by UE
	R99
	C89
	UEs supporting FDD and GSM, PS bearer service and secondary PDP context activation.

	11.1.4.2
	Unsuccessful Secondary PDP Context Activation Procedure Initiated by the UE
	R99
	C62
	UE supporting PS domain services. 

PDP context activation and secondary PDP context activation.

	11.1.4.3.1
	Abnormal cases/T3380 Expiry


	R99
	C62
	UE supporting PS domain services. 

PDP context activation and secondary PDP context activation.

	11.2.1
	Network initiated PDP context modification
	R99
	C12
	UE supporting PS domain services.

	11.2.2.1
	UE initiated PDP context modification/UE initiated PDP context modification accepted by network
	R99
	C12
	UE supporting PS domain services.

	11.2.2.2
	UE initiated PDP context modification/UE initiated PDP context modification not accepted by network
	R99
	C12
	UE supporting PS domain services.

	11.2.3.1
	Abnormal Cases/T3381 Expiry
	R99
	C12
	UE supporting PS domain services.

	11.2.3.2
	Collision of UE and network initiated PDP context modification procedures
	R99
	C12
	UE supporting PS domain services.

	11.3.1
	PDP context deactivation initiated by the UE
	R99
	Cxxx
	UE supporting PS domain services.
UE supporting automatic PS attach procedure at switch on.

	11.3.2
	PDP context deactivation initiated by the network
	R99
	Cxxx
	UE supporting PS domain services. UE supporting automatic PS attach procedure at switch on.

	11.3.3.1
	Abnormal cases / T3390 Expiry
	R99
	C12
	UE supporting PS domain services.

	11.3.3.2
	Abnormal cases / Collision of UE and network initiated PDP context deactivation requests
	R99
	C12
	UE supporting PS domain services.

	11.4.1
	Error cases
	R99
	C12
	UE supporting PS domain services.


……

	C362
IF A.1/3 AND A.18h/3 THEN R ELSE N/A

	C363
IF A.1/3 AND A.18i/1 THEN R ELSE N/A

	C364
IF A.1/2 OR A.1/3 AND A.20/26 THEN R ELSE N/A

	Cxxx
IF A.3/2 AND A.20/38 THEN R ELSE N/A


Annex A (normative):
ICS proforma for 3rd Generation User Equipment

………..
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