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4.2.y
EFIST (ISIM Service Table)

This EF indicates which optional services are available. If a service is not indicated as available in the ISIM, the ME shall not select this service. The presence of this file is mandatory if optional services are provided in the ISIM.
	Identifier: '6Fzz'
	Structure: transparent
	Optional

	SFI: 'tt'
	

	File size: X bytes, X >( 1
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	3
	Services n(17 to n(24
	O
	1 byte

	4
	Services n(25 to n(32
	O
	1 byte

	etc.
	
	
	

	X
	Services n((8X‑7) to n((8X)
	O
	1 byte


	‑Services
	
	

	   Contents:
	Service n°y:
	RFU

	
	
	


The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of the 3GPP.

Coding:

1 bit is used to code each service:
bit = 1: service available;
bit = 0: service not available.

-
Service available means that the ISIM has the capability to support the service and that the service is available for the user of the USIM.
Service not available means that the service shall not be used by the ISIM user, even if the ISIM has the capability to support the service.
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etc.

4.3
ISIM file structure
This subclause contains a figure depicting the file structure of the ADFISIM. ADFISIM shall be selected using the AID and information in EFDIR.
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Figure 1: File identifiers and directory structures of ISIM
5.1.1.2
ISIM initialisation

The ISIM shall not indicate any language preference. It shall use the language indicated by any other application currently active on the UICC or by default, choose a language from EFPL at the MF level according the procedure defined in 3GPP TS 31.101[3].

If the terminal does not support the languages of EFPL, then the terminal shall use its own internal default selection.

The Terminal then runs the user verification procedure. If the procedure is not performed successfully, the ISIM initialisation stops.

Then the Terminal performs the administrative information request.

If all these procedures have been performed successfully then the ISIM session shall start. In all other cases the  ISIM session shall not start.

After the previous procedures have been completed successfully, the Terminal runs the following procedures:

-
IMPI request.

-
IMPU request.

-
SIP Domain request.

-
Cipher key and integrity key request.
-
ISIM Service Table request. If the ISIM Service Table is not present, the terminal shall assume that no optional services are available.
After the ISIM initialisation has been completed successfully, the Terminal is ready for an ISIM session and shall indicate this to the ISIM by sending a particular STATUS command.

5.2.x
ISIM Service Table request
Requirement:
ISIM Service Table available in the ISIM

Request:

The ME performs the reading procedure with EFIST. 

Annex A (informative):
EF changes via Data Download or CAT applications

This annex defines if changing the content of an EF by the network (e.g. by sending an SMS), or by a CAT Application [22], is advisable. Updating of certain EFs "over the air" could result in unpredictable behavior of the UE; these are marked "Caution" in the table below. Certain EFs are marked "No"; under no circumstances should "over the air" changes of these EFs be considered.

	File identification
	Description
	Change advised

	'6F08'
	Ciphering and Integrity Keys for IMS
	No

	'6F02'
	IMS private user identity
	Caution (note)

	'6F03'
	Home Network Domain Name
	Caution (note)

	'6F04'
	IMS public user identity
	Caution (note)

	'6FAD'
	Administrative Data
	Caution

	'6F06'
	Access Rule Reference
	Caution

	‘6Fxx’
	ISIM Service Table
	Caution

	NOTE:
If EFIMPI, EFIMPU or EFDOMAIN are changed, the UICC should issue a CAT REFRESH command [22].


Annex C (informative):
Suggested contents of the EFs at pre‑personalization
If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.

	File Identification
	Description
	Value

	'6F08'
	Ciphering and Integrity Keys for IMS
	'07FF…FF'

	'6F02'
	IMS private user identity
	‘8000FF…FF’

	'6F03'
	Home Network Domain Name
	‘8000FF…FF’

	'6F04'
	IMS public user identity
	‘8000FF…FF’

	'6FAD'
	Administrative Data
	Operator dependant

	'6F06'
	Access Rule Reference
	Card issuer/operator dependant

	‘6Fxx’
	ISIM Service Table
	Operator dependant

	
	
	


Annex D (informative):
List of SFI Values

This annex lists SFI values assigned in the present document.

D.1
List of SFI Values at the ISIM ADF Level

	File Identification
	SFI
	Description

	'6F08'
	'01'
	Ciphering and Integrity Keys for IMS

	'6F02'
	'02'
	IMS private user identity

	'6F03'
	'05'
	Home Network Domain Name

	'6F04'
	'04'
	IMS public user identity

	'6FAD'
	'03'
	Administrative Data

	'6F06'
	'06'
	Access Rule Reference

	‘6Fxx’
	‘tt’
	ISIM Service Table

	
	
	


All other SFI values are reserved for future use.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 1

