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This document contains the CRs to TS 34.108 v3.14.0 and v4.9.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	CR #
	Rev
	Rel
	Title
	cat
	Version in
	Version out
	Tdoc #

	286
	-
	Rel-99
	Corrections to default message contents of RRC Connection Setup message
	F
	3.14.0
	3.15.0
	T1-040079

	287
	-
	Rel-4
	Corrections to default message contents of RRC Connection Setup message
	A
	4.9.0
	4.10.0
	T1-040080

	288
	-
	Rel-99
	Correction to Default parameters for Cells 1 to 8 in MultiPLMN cell environments – R99
	F
	3.14.0
	3.15.0
	T1-040094

	289
	-
	Rel-4
	Correction to Default parameters for Cells 1 to 8 in MultiPLMN cell environments – Rel-4
	A
	4.9.0
	4.10.0
	T1-040095

	290
	-
	Rel-99
	Corrections to TDD HCR RABs
	F
	3.14.0
	3.15.0
	T1-040102

	291
	-
	Rel-4
	Corrections to TDD HCR RABs
	A
	4.9.0
	4.10.0
	T1-040103

	292
	-
	Rel-5
	New I/B UL:64 DL:768 kbps PS RAB misplaced
	F
	4.9.0
	5.0.0
	T1-040109

	293
	-
	Rel-99
	DL physical channel configuration in Default message contents for RF
	F
	3.14.0
	3.15.0
	T1-040147

	294
	-
	Rel-5
	Generic setup procedure and default message contents for HSDPA (as of T1-040069rev1)
	F
	4.10.0
	5.0.0
	T1-040271

	295
	-
	Rel-5
	Baseline radio bearer combination for HSDPA support
	B
	4.10.0
	5.0.0
	T1-040273

	296
	-
	Rel-4
	LCR Corrections to TDD RABs merge of T1-040104 , T1-040201 and T1-040203
	F
	4.9.0
	4.10.0
	T1-040299

	297
	-
	Rel-99
	Correction to handling of Entered Parameter IE in default contents for Initial Direct Transfer
	F
	3.14.0
	3.15.0
	T1-040307

	300
	-
	Rel-4
	The diverse operation in TDD mode updating according to the core specification
	F
	4.9.0
	4.10.0
	T1-040368

	301
	-
	Rel-99
	The diverse operation in TDD mode updating according to the core specification
	A
	3.d.0
	3.15.0
	T1-040369

	302
	-
	Rel-4
	correction of measurement control default message contents for TDD
	F
	4.9.0
	4.10.0
	T1-040370

	303
	-
	Rel-4
	correction of RADIO BEARER SETUP default message contents for 1.28 Mcps TDD
	F
	4.9.0
	4.10.0
	T1-040371

	304
	-
	Rel-4
	Correction of RADIO BEARER RELEASE default message contents for TDD: AM or UM (1.28 Mcps TDD)
	A
	4.9.0
	4.10.0
	T1-040372

	305
	-
	Rel-4
	Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)   (1.28 Mcps TDD)
	F
	4.9.0
	4.10.0
	T1-040373

	298
	-
	Rel-4
	Correction to handling of Entered Parameter IE in default contents for Initial Direct Transfer
	A
	4.9.0
	4.10.0
	T1-040411

	299
	-
	Rel-99
	New Radio Bearer Setup (FDD) message for RF (Revision of T1-040257)
	F
	3.e.0
	3.15.0
	T1-040416

	284
	-
	Rel-4
	New Radio Bearer Setup (FDD) message for RF (Revision of T1-040258)
	F
	4.9.0
	4.10.0
	T1-040417


