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9.4.2.2
Location updating / rejected / PLMN not allowed

…..

9.4.2.2.4
Method of test

9.4.2.2.4.1
Location updating / rejected / PLMN not allowed / test 1

Initial conditions

-
System Simulator:

-
one cell: C, belonging to PLMN1;

-
two cells: A and B, belonging to different location areas a and b and belonging to PLMN2. PLMN2 is different from HPLMN and from PLMN1;

-
IMSI attach/detach is allowed in cells A and B but not in cell C;

· the T3212 time-out value is 1/10 hour in cells A and B.

NB: i) Cell C will be mapped to Cell 1 as found in TS 34.108 clause 6.1.4.1.

       ii) Cell A and B will be mapped to Cell 4 and 5 respectively, as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE has a valid TMSI(= TMSI1) and CKSN(= CKSN1). It is "idle updated" on cell C;

-
the UE is in manual mode for PLMN selection.

…..
9.4.2.2.4.2
Location updating / rejected / PLMN not allowed / test 2

Initial conditions

-
System Simulator:

-
one cell C, belonging to PLMN1;

-
two cells A and B, belonging to different location areas a and b and belonging to PLMN2. PLMN2 is different from HPLMN;

-
IMSI attach/detach is allowed in cells A and B but not in cell C;

-
the T3212 time-out value is 1/10 hour in cells A and B.
NB: i) Cell C will be mapped to Cell 1 as found in TS 34.108 clause 6.1.4.1.

       ii) Cell A and B will be mapped to Cell 4 and 5 respectively, as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE has a valid TMSI. It is "idle updated" on cell C.

…..

9.4.2.3
Location updating / rejected / location area not allowed

…..

9.4.2.3.4
Method of test

Initial conditions

-
System Simulator:

-
three cells: A, B and C, belonging to different location areas a, b and c. Cell A and B belongs to PLMN1. Cell C belongs to PLMN2.
-
IMSI attach/detach is allowed in both cells;

-
the T3212 time-out value is 1/10 hour in both cells.
NB: i) Cell C will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE has a valid TMSI(= TMSI1) and CKSN(= CKSN1). It is "idle updated" on cell A.

-
the UE has a list of "equivalent PLMNs" containing PLMN1 and PLMN2.

…..

9.4.2.5
Location updating / rejected / No Suitable Cells In Location Area

…..
9.4.2.5.4
Method of test

Initial conditions

-
System Simulator:

-
two cells: A and B, belonging to different location areas a and b and belonging to PLMN1;
-
one cell: C, belonging to PLMN2;
-
one cell: D, belonging to PLMN3;
-
IMSI attach/detach is allowed in cells A, B, C and D;
NB: i) Cell C will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.2.

 
 ii) Cell D will be mapped to Cell 7 as found in TS 34.108 clause 6.1.4.2.
-
User Equipment:

-
the UE has a valid TMSI(= TMSI1) and CKSN(= CKSN1). It is "idle updated" on cell A.

-
the UE has a list of "equivalent PLMNs" containing PLMN1 and PLMN2.

…..
9.4.5.4.2
Location updating / periodic search for HPLMN or higher priority PLMN / UE in manual mode

…..

9.4.5.4.2.4
Method of test

Initial conditions

-
System Simulator:

-
two cells A and B, belonging to different location areas with location identification a and b. Cell A shall be a cell of the HPLMN and Cell B shall be a cell of the VPLMN with a Country Code the same as that of Cell A. Initially Cell A shall not be broadcasting. IMSI attach/detach is not allowed on either cell.
NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE is switched off. The HPLMN Search Period on the USIM shall be set to 6 minutes. The location area information on the USIM is "deleted".

…..
9.4.5.4.3
Location updating / periodic search for HPLMN or higher priority PLMN / UE waits at least two minutes and at most T minutes

…..

9.4.5.4.3.4
Method of test

Initial Conditions

-
System Simulator:

-
two cells A and B, belonging to different location areas with location identification a and b. Cell A shall be a cell of the HPLMN and Cell B shall be a cell of the VPLMN with a Country Code the same as that of Cell A. Initially Cell A shall not be broadcasting. IMSI attach/detach is not allowed on either cell.
NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE is switched off. The HPLMN Search Period on the USIM shall be set to 6 minutes. The location area information on the USIM is "deleted".

…..
9.4.6
Location updating / interworking of attach and periodic

…..

9.4.6.4
Method of test

Initial conditions

-
System Simulator:

-
two cells, a and b, of different PLMNs;

-
T3212 is set to 12 minutes on cell a;

-
T3212 is set to 6 minutes on cell b;

-
IMSI attach is allowed in both cells.
NB: i) Cell b will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE is deactivated. The PLMN of cell b is entered in the USIM's forbidden PLMN list.

…..

9.4.7 Location Updating / accept with replacement or deletion of Equivalent PLMN list

…..

9.4.7.4
Method of test

Initial conditions:

-
System Simulator:

-
two cells: A and B, with different PLMN Codes (PLMN 1 and PLMN 2 respectively). 
NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE is switched off. The HPLMN is PLMN 3 and no other information about PLMN priorities or forbidden PLMNs is stored in the USIM. The equivalent PLMN list in the mobile station is empty.

-
the UE is "Idle updated" on cell B.

…..

9.4.8
Location Updating after UE power off

…..

9.4.8.4
Method of test

Initial conditions

-
System Simulator:

-
three cells: A, B and C. Cell A belongs to PLMN1 which is HPLMN. Cell B belongs to PLMN2. Cell C belongs to PLMN3.
NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.2.

       ii) Cell C will be mapped to Cell 7 as found in TS 34.108 clause 6.1.4.2.
-
User Equipment:

-
the UE is switched off;

-
the UE is in automatic mode for PLMN selection,

-
the UE is equipped with a USIM containing default values except for those listed below.

	USIM field
	Priority
	PLMN

	EFLOCI
	
	PLMN 1

	EFHPLMNwAcT
	1st
	PLMN 1

	EFPLMNwAcT
	Empty

	EFOPLMNwAcT
	1st
	PLMN 3

	
	2nd
	PLMN 2


…..

9.4.9
Location Updating / Accept, Interaction between Equivalent PLMNs and Forbidden PLMNs.

…..

9.4.9.4
Method of test

Initial conditions

-
System Simulator:

-
two cells: A, and B. Cell A belongs to PLMN1. Cell B belongs to PLMN2.
NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.
-
User Equipment:

-
the UE is switched off;

-
the UE is in automatic PLMN selection mode.

-
the UE is equipped with a USIM containing default values except for those listed below.

	USIM field
	Priority
	PLMN

	EFLOCI
	
	PLMN 1

	EFHPLMNwAcT
	1st
	PLMN 3

	EFPLMNwAcT
	1st
	PLMN 2

	EFFPLMN
	PLMN 2


…..
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