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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.2.4 which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_3_2_4 

Test Group:
/RRC/RRC_URA_Update/

ATS Version:
iWD-TVB2003-03_D03wk48 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 3G UE 7600 

Verification Status:
PASS
4 Corrections required for test case 8.3.2.4

4.1 Introduction

This section describes the changes required to make test case 8.3.2.4 run correctly with a 3G UE. All modifications are marked with label “WA#RRC<number>” for  RRC related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was RRC_wk48.mp which is part of the iWD-TVB2003-03_D03wk48 release. This is the most recent ATS provided by MCC160 which contains GCF package 1 and 2 test cases.

The enclosed ATS [1] contains a number of additional changes (see list below) in common test steps which are required for other tests, but which are not applicable to test case 8.3.2.4:

WA#RRC4258, WA#RRC3141, WA#RRC4097, WA#RRC4096, and WA#RRC3142

4.2 tcv_MIB_ValueTagChanged (WA#RRC4258)

	Variable name
	tcv_MIB_ValueTagChanged

	Reason for change
	Currently tcv_MIB_ValueTagChanged is initialised to FALSE, which will cause the MIB value tag to 2 to be incremented first time System information is broadcast. But as per 34.108 value tag of 1 is default.

	Summary of change
	tcv_MIB_ValueTagChanged to be initialised to TRUE in testcase variable declarations

	Source of change
	Anite CR T1-031777

	Label
	WA#RRC4258


[image: image1.png]tev_MIB_ValueTagChanged BOOLEAN TRUE initial value = FALSE, setto TRUE after MIBVa|
lueTag changed, setto FALSE after MIB deliv
eredio 95
WARRRC4258




4.3 cr_QoS_InteractiveOrBackgroundMO_CellFACH_lv (WA#RRC3141)

	Constraint name
	cr_QoS_InteractiveOrBackgroundMO_CellFACH_lv

	Reason for change
	Wrong Comment values used in maxBitRateUplink, maxBitRateDnlink. Should be set to  32kbps

	Summary of change
	Changed comment to 32kbps

	Source of change
	New Change

	Label
	WA#RRC3141
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4.4 c_TrLogMappingPCH_FACH_CellDCH (WA#RRC4097)

	Constraint name
	c_TrLogMappingPCH_FACH_CellDCH

	Reason for change
	The BCCH_FACH must be configured for the second Cell.

	Summary of change
	Added the following in c_TrLogMappingPCH_FACH_CellDCH 

            trCH_LogCHMappingList {

          { logicalChannel_Mapping dl_LogicalChannelMapping : {

            macHeaderManipulation normalMacHeader,

            dl_TransportChannelType fach,

            logicalChannelIdentity tsc_BCCH6,

            logicalChannelType bCCH,

            rlc_SizeList configured : NULL,

            mac_LogicalChannelPriority 6

          },

          rB_Identity tsc_RB_BCCH_FACH

        },

	Source of change
	New Change

	Label
	WA#RRC4097
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4.5 ts_SS_CreateCellFACH (WA#RRC4096)

	Test step  name
	ts_SS_CreateCellFACH

	Reason for change
	The BCCH_FACH must be configured for the second Cell.

	Summary of change
	Added the following test step in ts_SS_CreateCellFACH Line 20


+ts_SS_RB_BCCH_FACH_Cfg(p_CellId)

	Source of change
	New Change

	Label
	WA#RRC4096


[image: image4.png]Test Step

[TestSten 10

ts_55_CreateCelIFACH (p_Cellld : INTEGER )

Test Step Group Ref: Basich_S5_Configuration_Steps/

Objective:

Defaults:
Comments:

To setup a baseline cell which consists ofthe following,

For a first cell_FACH cell

physical channels: p-SCH, 5-5CH, p-CPICH, p-CCPCH, 5-CCPCH and PRACH;

transport channesl: BOH, FACH, POH, RACH;
logical channels: BCCH, CCCH, PCCH, DCCH; and

signalling radio bearer RBO(CCCH), RE1 (UM DCCH), RB2(4M DCCH), RB3(AM DCCH for NAS high priorit), RBA(AM DCCH for NAS low priority) on FAC
H and RACH, RE-3(TM BCCH FACH) on FACH, RE20(aM DTCH) on FACH and RACH, RE-1 (T, BCCH) on BCH, RB-2 (TM, PCCH, PCH)

For cells otherthan the first cell

Same physical channels as for the first cell (--SCH, s-SCH, p-CPICH, p-COPCH, 5-CCPCH and PRACH),
Same transport channels as for the first cell (BCH, FACH, POH, RACH),

Logical channels: BECH, CCCH, PCCH, no DCCH

Signalling radio bearer REO(CCCH), RE-3(TM BCCH FACH) on FACH, RE-1 (TM, BCCH) on BCH, RE-2 (T, PCCH, PCH)

InitOtherwiseF ail
CRLC is configured with cellld-1 (isc_CellDedicated)

Behaviour Description

Canstraint Ref Comments.

)]

==
1

2 +5_85_BCH_SCH_CPICH_Cfa(p_Callid)

3 +ts_CountConfiguredCell

4 [tov_NumCfgCell=0 ]

5 +5_88_PCH_IFACH_CCCH_DCCH_BCCH_DTCH_Cfa (p_Celid)
[ +5_88_RACH_CCCH_DCCH_DTCH_Cfy (p_Celid)

7 +s_85_RB_BCCH_BCH_Cig(p_Celli)

8 +15_89_RB_PCCH_Cy(n_Celllt)

a +5_85_RBO_Ciy(p_Celll)

10 +15_85_RB1_ToRB4_Cfy

11 +5_85_RB_BCCH_FACH_Cfa(p_Cellld)

12 +s_85_RB0_AM_PS_Cfg (320)

13 +1s_SelCellCy (p_Cellld, cell_FACH_NoConn)

14 [tov_NumCfgCell <> 0]

15 +15_58_PCH_FACH_CCCH_Cfg (p_Celld)

16 +15_55_RACH_CCCH_Cfa (p_Cellid)

17 +s_85_RB_BCCH_BCH_Cig(p_Celll)

18 +15_89_RB_PCCH_Cfy(pn_Celllt)

19 +s_85_RB_BCCH_FACH_Cfa(p_Cellld)

20 +s_85_RBO_Ciy(p_Celll)

27 + ts_SefCellCfy (p_Cellld, cell_FACH_NoDedicated )

+15_85_CellCig(p_Cellld)

First cell o be created

RBA is an BCCH-FACH

Notfirst cell o be created

RBA is an BCCH-FACH

WAFRRC4098





4.6 ts_AT_OrgPS_Call (WA#RRC3142)

	Test step  name
	ts_AT_OrgPS_Call

	Reason for change
	There is a mismatch between the requested Minimum QoS through AT commands (local tree lt_PrepareAT_CmdCGEQMIN of test step ts_AT_OrgPS_Call) and accepted Minimum QoS in PDP context Activation Accept message (test step ts_ReceiveActivatePDP_Accept_FACH).

	Summary of change
	Added check for the cell configured state in Local Tree lt_PrepareAT_CmdCGEQMIN of test step ts_AT_OrgPS_Call. If the state matches with any of the FACH states set maxBitRateUplink and maxBitRateDnlink to  32 Kbps so that the requested Qos and accepted QoS will match.   
 


	Source of change
	Anite CR T1:031838

	Label
	WA#RRC3142
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E3""4E3"1,<CR>")
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4.7 tc_8_3_2_4 (WA#RRC4111)

	Test case  name
	tc_8_3_2_4

	Reason for change
	"t_Guard" timer is no longer enough to execute the test case.

	Summary of change
	Increased "t_Guard" timer from 300 s (default value) to 1000 s

	Source of change
	New Change

	Label
	WA#RRC4111
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4.8 tc_8_3_2_4 (WA#RRC4178)

	Test case  name
	tc_8_3_2_4

	Reason for change
	As the UE is requested to move to URA_PCH, the SS needs to be reconfigured to Cell_FACH

	Summary of change
	Added ts_SS_ReconfDCH_ToFACH

	Source of change
	New Change

	Label
	WA#RRC4178


4.9 tc_8_3_2_4 (WA#RRC4179)

	Test case  name
	tc_8_3_2_4

	Reason for change
	T305 needs to be updated to 5min

	Summary of change
	Added tsc_T305_Max:=330000

	Source of change
	New Change

	Label
	WA#RRC4179


4.10 tc_8_3_2_4 (WA#RRC4180)

	Test case  name
	tc_8_3_2_4

	Reason for change
	According to the prose, a periodic URA_Update should take place before attenuating the Cell power levels

	Summary of change
	Added Steps 1c & 1d before Attenuating the power levels

	Source of change
	New Change

	Label
	WA#RRC4180
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4.11 tc_8_3_2_4 (WA#RRC4187)

	Test case  name
	tc_8_3_2_4

	Reason for change
	The RLC Counter must be reset

	Summary of change
	Added + ts_CRLC_RelReconfSRB ( tsc_CellA  )

	Source of change
	New Change

	Label
	WA#RRC4187


4.12 tc_8_3_2_4 (WA#RRC4182)

	Test step  name
	tc_8_3_2_4

	Reason for change
	In order to perform procedure "Call C.1", the SS power levels need to be restored to the default levels.

	Summary of change
	Added ts_SetAttenuationLevel

	Source of change
	New Change

	Label
	WA#RRC4182
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5 Branches executed in test case 8.3.2.4

The test case implementation executed the PS branch with Integrity activated and Ciphering disabled.

6 Execution Log Files

6.1 Nokia 3G UE 7600

The Nokia 3G UE 7600 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_3_2_4_PS-Logs\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_3_2_4-pics-pixit.txt 
Text file containing all PICS/PIXIT parameters used for testing.

7 References

	[1]
	T1-031826
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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