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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case cases 8.4.1.33, which are part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_4_1_33 

Test Group:
RRC/RRCMeasurements

ATS Version:

System Simulator used:
Anite MultiRAT CT
UE used:
Nokia 7600

Verification Status:
PASS
4 Corrections required for test cases 8.4.1.33

4.1 Introduction

This section describes the changes required to make test cases 8.4.1.33 run correctly with a 3G UE. The ATS version used as basis was IR_U_wk20.mp, which is part of the iWD-TVB2003-03_D04wk20 release.

4.2 Change 1

	Local Tree and Test step
	Local tree lt_Step2_To4_WithOrWithoutCompMode of tc_8_4_1_33

	Reason for change
	The TGPSRFCN value should not be set to OMIT while doing SS side CPHY_RL_Modify_REQ after Measurement Control Message for UEs required Compress Mode



	Summary of change
	tcv_TGPSRFCN is passed as per parameter to the constraint c_DPCH_CompressedModeStatusInfoActive_TGPSIList for SS side RL modification.


Before: 
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After:
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Change 2

	Local Tree and Test step
	Constraint cs_MeasurementControlInterRATMeas_Event3aWithCompMode 

	Reason for change
	The second measurement control message contains the BCCH ARFCN value ”2” for GSM Cell_3 is wrong.

	Summary of change
	BCCH ARFCN  should be set to 39

	Source of change
	New change



Before:
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After:
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Branches executed in test case 8.4.1.33 

The test case implementation executed the combined CS/PS branch with integrity activated and ciphering disabled.

5 Execution Log Files

5.1 Nokia 3G UE 7600

The Nokia 7600 passed this test case on the Anite MultiRAT CT system. The documentation below is enclosed as evidence of the successful test case run [1]:

6 References

	[1]
	This archive comprises text format execution log file  and the TTCN MP file.
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