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This document contains the CRs to TS 34.108 v.5.1.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	Doc-2nd-Level
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New

	T1-041040
	34.108
	343
	-
	Rel 5
	Correction to generic test procedure in section 7.4.2.6a.
	F
	5.1.0
	5.2.0

	T1-041044
	34.108
	344
	-
	Rel-5
	Addition of default messages for Signalling (FDD)
	F
	5.1.0
	5.2.0

	T1-041140
	34.108
	345
	-
	Rel-5
	Minor change to terminology in SRB tables of clause 6.10
	F
	5.1.0
	5.2.0

	T1-041154
	34.108
	346
	-
	Rel-5
	Default Message Content for System Information Block type 5 (FDD) and type 6 (FDD)
	F
	5.1.0
	5.2.0

	T1-041171
	34.108
	347
	-
	Rel-5
	Corrections to DCCH Transport Channel Parameters for HSDPA RAB
	D
	5.1.0
	5.2.0

	T1-041223
	34.108
	348
	-
	Rel-5
	Corrections to clause 9
	F
	5.1.0
	5.2.0

	T1-041235
	34.108
	349
	-
	Rel-5
	Corrections to HCR TDD RAB combinations
	F
	5.1.0
	5.2.0

	T1-041252
	34.108
	350
	-
	Rel 5
	Adding missing sub-clause 6.10.2.4.1.62.1
	F
	5.1.0
	5.2.0

	T1-041253
	34.108
	351
	-
	Rel-5
	Modification of AICH power offset in SysInfo 5 and 6.
	F
	5.1.0
	5.2.0

	T1-041259
	34.108
	352
	-
	Rel-5
	Correction to Default Message Content for Radio Bearer Setup Message.
	F
	5.1.0
	5.2.0

	T1-041266
	34.108
	353
	-
	Rel-5
	Correction to Default Message Content for Radio Bearer Reconfiguration Message for Condition A6
	F
	5.1.0
	5.2.0

	T1-041298
	34.108
	354
	-
	Rel-5
	CR to 34.108: introduction of default RB SETUP message from cell_FACH state for HSDPA
	F
	5.1.0
	5.2.0

	T1-041317
	34.108
	355
	-
	Rel-5
	Corrections to Contents of RADIO BEARER SETUP message: BTFD RMC
	F
	5.1.0
	5.2.0

	T1-041327
	34.108
	340
	-
	Rel-5
	Resolution of downlink code conflict between OCNS DPCH and S-CCPCH
	F
	5.1.0
	5.2.0

	T1-041346
	34.108
	361
	-
	Rel-5
	Correction to test procedure for test cases using Cell_PCH or URA_PCH state
	F
	5.1.0
	5.2.0

	T1-041350
	34.108
	362
	-
	Rel-5
	Removal of DCCH dummy transmission for RF testing
	F
	5.1.0
	5.2.0

	T1-041354
	34.108
	341
	-
	Rel-5
	Correct title to test procedure for test cases using Cell_PCH or URA_PCH state
	F
	5.1.0
	5.2.0

	T1-041356
	34.108
	363
	-
	Rel-5
	Addition of intra frequency cell to cell environments
	F
	5.1.0
	5.2.0

	T1-041365
	34.108
	342
	-
	Rel-5
	Correct primary scrambling code usage in default message contents in section 9.2.1
	F
	5.1.0
	5.2.0

	T1-041374
	34.108
	356
	-
	Rel-5
	HSDPA downlink code allocation
	F
	5.1.0
	5.2.0

	T1-041376
	34.108
	357
	-
	Rel-5
	Correction to test procedure for test cases using CELL_FACH state
	F
	5.1.0
	5.2.0

	T1-041416
	34.108
	358
	-
	Rel-5
	Varying DPCH Power Offset according to data transmission rate
	F
	5.1.0
	5.2.0

	T1-041418
	34.108
	359
	-
	Rel-5
	Corrections to default message for RADIO BEARER SETUP message in section 9.2.1 (HSDPA RF)
	F
	5.1.0
	5.2.0

	T1-041422
	34.108
	360
	-
	Rel-5
	Test SIB schedule for two S-CCPCH or two PRACH in 34.108
	F
	5.1.0
	5.2.0

	T1-041433
	34.108
	364
	-
	Rel-5
	Correction to Default Message Content for Radio Bearer Setup Message re: RM Attribute values
	F
	5.1.0
	5.2.0


