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8.4
RRC Connection Control

8.4.1
RRC Re-establishment delay

8.4.1.1 
Test 1

8.4.1.1.1
Definition and applicability

The UE Re-establishment delay requirement (TUE-RE-ESTABLISH-REQ) is defined as the time between the moment when radio link failure is considered by the UE, to when the UE starts to send preambles on the PRACH.

TUE-RE-ESTABLISH-REQ is depending on whether the target cell is known by the UE or not. A cell is known if either or both of the following conditions are true:

-
the UE has had radio links connected to the cell in the previous (old) active set.

-
the cell has been measured by the UE during the last 5 seconds.

The phase reference is the primary CPICH.

The requirements of this test apply to the FDD UE.

8.4.1.1.2
Minimum requirement

The Re-establishment delay TRE-ESTABLISH to a known cell shall be less than 1.9 s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The Re-establishment delay in this case can be expressed as 


TRE-ESTABLISH= TRRC-RE-ESTABLISH+ TUE-RE-ESTABLISH-REQ-KNOWN. 

where

TRRC-RE-ESTABLISH=
160ms+(N313-1)*10ms+T313
TUE-RE-ESTABLISH_REQ-KNOWN=50ms+Tsearch + TSI + TRA,

N313=
20

T313=
0s

Tsearch=
100ms

TRA =
The additional delay caused by the random access procedure. 40 ms is assumed in this test case.

TSI
 is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell (ms). 1280 ms is assumed in this test case.

This gives a total of 1820ms, allow 1.9s in the test case.

8.4.1.1.3
Test purpose

To verify that the UE meets the minimum requirement.

8.4.1.1.4
Method of test

8.4.1.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
The test parameters are given in table 8.4.1.1, table 8.4.1.1.A, and table 8.4.1.2 below. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms. And DRX cycle length shall be 1280ms. In the measurement control information it is indicated to the UE that periodic reporting shall be used. The test consist of 2 successive time periods, with a time duration of T1 and T2 respectively. At the start of time period T2, the dedicated channel is removed.

Table 8.4.1.1 General test parameters for RRC re-establishment delay, Test 1

	Parameter
	Unit
	Value
	Comment

	DCH Parameters
	
	DL and UL Reference measurement channel 12.2 kbps
	As specified in clause C.3.1 and C.2.1

	Power Control
	
	On
	

	Active cell, Initial condition 
	
	Cell 1
	

	Active cell, Final condition
	
	Cell 2
	

	N313
	
	20
	

	N315
	
	1
	

	T313
	Seconds
	0
	

	Monitored cell list size
	
	24
	Monitored set shall only include intra frequency neighbours.

	Cell 2
	
	
	Included in the monitored set

	Reporting frequency
	Seconds
	4
	

	T1
	s
	10
	

	T2
	s
	6
	


Table 8.4.1.1.A Cell specific parameters for RRC re-establishment delay test, Test 1

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T0
	T0

	Cell Frequency
	ChNr
	1
	1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DCH_Ec/Ior
	dB
	-17
	-infinity

	OCNS_Ec/Ior
	dB
	-1.049
	-0.941
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	dB
	2.39
	-infinity
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	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-12
	-infinty

	Propagation Condition
	
	AWGN


Table 8.4.1.2 Cell specific parameters for RRC re-establishment delay test, Test 1

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	Cell Frequency
	ChNr
	1
	1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DCH_Ec/Ior
	dB
	-17
	-Infinity
	Not applicable

	OCNS_Ec/Ior
	dB
	-1.049
	-0.941
	-0.941
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	dB
	2,39
	-Infinity
	4,39
	0,02
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	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-15
	-Infinity
	-13

	Propagation Condition
	
	AWGN


8.4.1.1.4.2
Procedure

1)
The RF parameters are set up according to T0.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4 without Compressed mode parameters.

4)
 The RF parameters are setup according to T1.
5)
10 s after step4 has completed, the parameters are changed to that as described for T2.

6)
If the UE responds on cell 2 within 2.0 s from the beginning of time period T2 with a CELL_UPDATE command then the number of successful tests is increased by one.

7)
SS shall transmit a RRC CONNECTION RELEASE message to make the UE transit to idle mode.
8)
After 6 seconds from the beginning of time period T2, the RF parameters are set up according to T0.
9)
The SS shall wait for 30s to make the UE complete cell reselection to cell1.
10)
Repeat step 3-9  until the confidence level according to annex F.6.2 is achieved. 

NOTE:
The time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell. Since the maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell is 1280ms and the maximum RRC procedure delay for reception system information block is 100ms, 1380 ms is assumed in this test case. Therefore this gives a total of 1920ms(Minimum requirement + 100ms), allow 2s in the test case.
8.4.1.1.5
Test requirements

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.4.1.2
Test 2

8.4.1.2.1
Definition and applicability

The UE Re-establishment delay requirement (TUE-E-ESTABLISH-REQ) is defined as the time between the moment when radio link failure is considered by the UE, to when the UE starts to send preambles on the PRACH.

TUE-RE-ESTABLISH-REQ is depending on whether the target cell is known by the UE or not. A cell is known if either or both of the following conditions are true:

-
the UE has had radio links connected to the cell in the previous (old) active set.

-
the cell has been measured by the UE during the last 5 seconds.

The phase reference is the primary CPICH.

The requirements of this test apply to the FDD UE.

8.4.1.2.2
Minimum requirement

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The Re-establishment delay in this case can be expressed as 


TRE-ESTABLISH= TRRC-RE-ESTABLISH+ TUE-RE-ESTABLISH-REQ-UNKNOWN. 

where

TRRC-RE-ESTABLISH=
160ms+(N313-1)*10ms+T313
TUE-RE-ESTABLISH-REQ-UNKNOWN=50ms+Tsearch*NF + TSI + TRA,

N313=
20

T313=
0s

Tsearch=
800ms

NF 
 is the number of different frequencies in the monitored set. 3 frequencies are assumed in this test case.

TRA = 
The additional delay caused by the random access procedure. 40 ms is assumed in this test case.

TSI
 is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell (ms).1280 ms is assumed in this test case.

This gives a total of 4120ms, allow 4.2s in the test case.

8.4.1.2.3
Test purpose

To verify that the UE meets the minimum requirement.

8.4.1.2.4
Method of test

8.4.1.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
The test parameters are given in table 8.4.1.3 and table 8.4.1.4 below. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms. And DRX cycle length shall be 1280ms. In the measurement control information it is indicated to the UE that periodic reporting shall be used. The test consists of 2 successive time periods, with a time duration of T1 and T2 respectively. At the start of time period T2, the dedicated channel is removed.

Table 8.4.1.3 General test parameters for RRC re-establishment delay, Test 2

	Parameter
	Unit
	Value
	Comment

	DCH Parameters
	
	DL and UL Reference measurement channel 12.2 kbps
	As specified in clause C.3.1 and C.2.1

	Power Control
	
	On
	

	Active cell, initial condition
	
	Cell 1
	

	Active cell, final condition
	
	Cell 2
	

	N313
	
	20
	

	N315
	
	1
	

	T313
	Seconds
	0
	

	Monitored cell list size
	
	24
	Monitored set shall include 2 additional frequencies.

	Cell 2 
	
	
	Cell 2 is not included in the monitored set. 

Cell 2 is located on one of the 2 additional frequencies of the monitored set. 

	Reporting frequency
	Seconds
	4
	

	T1
	s
	10
	

	T2
	s
	6
	


Table 8.4.1.4 Cell specific parameters for RRC re-establishment delay test, Test 2

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	Cell Frequency
	ChNr
	1
	2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DCH_Ec/Ior
	dB
	-17
	-Infinity
	Not applicable

	OCNS_Ec/Ior
	dB
	-1.049
	-0.941
	-0.941
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	dB
	-3,35
	-Infinity
	-Infinity
	0,02
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	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-15
	-Infinity
	-Infinity
	-13

	Propagation Condition
	
	AWGN


8.4.1.2.4.2
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4 without Compressed mode parameters. 


4)
10 s after step3 has completed, the parameters are changed to that as described for T2.

5)
If the UE responds on cell 2 within 4.3 s from the beginning of time period T2 with a CELL_UPDATE command then the number of successful tests is increased by one.

6)
SS shall transmit a RRC CONNECTION RELEASE message to make the UE transit to idle mode.
7)
After 6 seconds the RF parameters are set up according to T1.

8)
The SS shall wait for 30s to make the UE complete cell reselection to cell1.
9)
Repeat step 3-8 until the confidence level according to annex F.6.2 is achieved. 

NOTE:
The time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell. Since the maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell is 1280ms and the maximum RRC procedure delay for reception system information block is 100ms, 1380 ms is assumed in this test case. Therefore this gives a total of 4220ms(Minimum requirement + 100ms), allow 4.3s in the test case.
8.4.1.2.5
Test requirements

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4. 

F.1.5
Requirements for support of RRM

Table F.1.5: Maximum Test System Uncertainty for Radio Resource Management Tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.2 Idle Mode Tasks
	
	

	8.2.2 Cell Re-Selection
	
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
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During T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T1:
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Channel 2 during T2:
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	Assumptions:

a) to e): Same as for the one-frequency test 8.2.2.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	
	
	 

	
	
	  

	8.2.3 UTRAN to GSM Cell Re-Selection
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	
[image: image31.wmf]oc

or

I

I

ˆ




±0.3 dB


[image: image32.wmf]RXLEV

I

oc



±0.3 dB

[image: image33.wmf]oc

I




±1.0 dB

RXLEV


±1.0 dB


[image: image34.wmf]or

c

I

E

CPICH

_



±0.1 dB


	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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or

I

I

ˆ

  based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.2.3.2 Scenario 2: Only UTRA level changed
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	Same as 8.2.3.1

	8.2.4 FDD/TDD cell re-selection
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	Same as 8.2.2.2

	8.3 UTRAN Connected Mode Mobility
	
	

	8.3.1 FDD/FDD Soft Handover
	During T1 and T2/T3/T4/T5/T6:
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Relative delay of paths received from cell 2 with respect to cell 1:    ±0.5 chips

During T1:

Already covered above

During T2/T3/T4/T5/T6:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2 FDD/FDD Hard Handover 
	
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
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Already covered above

During T2 / T3:

[image: image52.wmf]or

I

(2) relative to 
[image: image53.wmf]or

I

(1)
±0.3 dB
	

	
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
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Channel 2 during T1 and T2 / T3:
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Channel 2 during T1:
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Channel 2 during T2 / T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.3 FDD/TDD Handover
	TBD
	

	8.3.4 Inter-system Handover from UTRAN FDD to GSM
	TBD
	

	8.3.5 Cell Re-selection in CELL_FACH
	
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:


[image: image73.wmf]or

I

(1)


±0.7 dB


[image: image74.wmf]or

I

(3, 4) relative to 
[image: image75.wmf]or

I

(1)
±0.3 dB

Channel 2 during T1 and T2:


[image: image76.wmf]or

c

I

E

CPICH

_



±0.1 dB


[image: image77.wmf]oc

I

(2)


±1.0 dB

Channel 2 during T1:
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Channel 2 during T2:
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	Assumptions:

a) to e): Same as for the one-frequency test 8.3.5.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions is recorded in 3GPP TR 34 902 [24]. 

	8.3.5.3 Cell Re-selection to GSM
	TBD
	

	8.3.6 Cell Re-selection in CELL_PCH
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.3.7 Cell Re-selection in URA_PCH
	
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.4 RRC Connection Control
	
	

	8.4.1 RRC Re-establishment delay
	Settings.
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	0.1 dB uncertainty in CPICH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error  is the sum of the 
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 ratio error and the CPICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB



	8.4.2 Random Access
	Settings.
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Measurements: 

Power difference. ( 1dB

Maximum Power: same as 5.5.2
	0.1 dB uncertainty in AICH_Ec ratio
0.3 dB uncertainty in 
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Overall error  is the sum of the 
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 ratio error and the AICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB

Power difference:

Assume symmetric meas error (1.0 dB  comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error.

Maximum Power:

Assume asymmetric meas error -1.0 dB / 0.7 dB comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error, and +0.7 dB for upper limit


F.2.4
Requirements for support of RRM

Table F.2.4: Test Tolerances for Radio Resource Management Tests

	Clause
	Test Tolerance

	8.2 Idle Mode Tasks
	

	8.2.2 Cell Re-Selection
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
+0.70 dB for all Cell 1 Ec/Ior ratios

-0.80 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.70 dB for all Cell 2 Ec/Ior ratios

-0.80 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)

Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5, 6)

No change for Ioc(2)

	8.2.3 UTRAN to GSM Cell Re-Selection
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc/RXLEV

	8.2.3.2 Scenario 2: Only UTRA level changed
	0.3 dB for 
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0.3 dB for Ioc/RXLEV

	8.2.4 FDD/TDD cell re-selection
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc1/Ioc2

	8.3 UTRAN Connected Mode Mobility
	

	8.3.1 FDD/FDD Soft Handover
	During T1 and T2/T3/T4/T5/T6:
+0.70 dB for all Cell 1 Ec/Ior ratios

Relative delay: {–147.5 … +147.5} chips

During T1:

Already covered above

During T2/T3/T4/T5/T6:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2 FDD/FDD Hard Handover 
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
+0.70 dB for all Cell 1 Ec/Ior ratios

During T1:

Already covered above

During T2 / T3:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
+0.80 dB for all Cell 1 Ec/Ior ratios

Channel 2 during T1:

Not applicable

Channel 2 during T2 / T3:

+0.80 dB for all Cell 2 Ec/Ior ratios

	8.3.3 FDD/TDD Handover
	TBD

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	TBD

	8.3.5 Cell Re-selection in CELL_FACH
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)



	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
+0.60 dB for all Cell 1 Ec/Ior ratios

-0.70 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.60 dB for all Cell 2 Ec/Ior ratios

-0.70 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)

Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5, 6)

No change for Ioc(2)



	8.3.6 Cell Re-selection in CELL_PCH
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.3.7 Cell Re-selection in URA_PCH
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.4 RRC Connection Control
	

	8.4.1 RRC Re-establishment delay
	
0 dB for 
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0 dB for any_Ec/Ior
Zero TT is  applied, as level settings are not critical with respect to the outcome of the test.


	8.4.2 Random Access
	Settings:

0.3 dB for 
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0.1 dB for AICH_Ec/Ior

Measurements: 

Power difference: ( 1dB

Maximum Power: -1dB / +0.7dB


Table F.4.4: Derivation of Test Requirements (RRM tests)
	Test 
	Test Parameters in TS 25.133
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	8.2 Idle Mode Tasks
	
	
	

	8.2.2 Cell Re-Selection
	
	
	

	8.2.2.1 Scenario 1: Single carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB
Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)


	During T1 and T2:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ior(3, 4, 5, 6) + TT



	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) + TT

Ior(2) + TT 



	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) + TT

Ior(2) + TT



	8.2.2.2 Scenario 2: Multi carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 1 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 1 during T1:

Ior(1) = -73.39 dBm 

Ior(3, 4) = -77.39 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) + TT

Ior(3, 4) + TT

Ioc(1) + TT



	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) + TT

Ior(3, 4) + TT 

Ioc(1) + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 2 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)


	Channel 2 during T1:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	
	Channel 2 during T2:

Ior(2) = -73.39 dBm 

Ior(5, 6) = -77.39 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	8.2.3 UTRAN to GSM Cell Re-Selection
	TBD
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
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	Formulas:
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Ior/Ioc = ratio + TT

(Ioc/Rxlev)test requirement = (Ioc/Rxlev)minimum requirement + TT
Ior/Ioc = 0.3 dB
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Ior/Ioc = ratio - TT

(Ioc/Rxlev)test requirement = (Ioc/Rxlev)minimum requirement - TT
Ior/Ioc = -5.3 dB
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	8.2.3.2 Scenario 2: Only UTRA level changed
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Ior/Ioc = ratio + TT

(Ioc/Rxlev)test requirement = (Ioc/Rxlev)minimum requirement + TT
Ior/Ioc = 20.3 dB
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(Ioc/Rxlev)test requirement = (Ioc/Rxlev)minimum requirement + TT
Ior/Ioc = 20.3 dB
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	8.2.4 FDD/TDD cell re-selection
	TBD
	
	

	8.3 UTRAN Connected Mode Mobility
	TBD
	
	

	8.3.1 FDD/FDD Soft Handover
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2/T3/T4/T5/T6:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T1 and T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips


	During T1 and T2/T3/T4/T5/T6:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
{-148+TT … 148-TT} chips

	
	During T1:

Already covered above

	During T1:

Covered above


	During T1:

Already covered above



	
	During T2/T3/T4/T5/T6:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2/T3/T4/T5/T6:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	8.3.2 FDD/FDD Hard Handover
	
	
	

	8.3.2.1 Handover to intra-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T1 / T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T1 and T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	During T1:

Already covered above

	During T1:

Covered above


	During T1:

Already covered above



	
	During T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	8.3.2.2 Handover to inter-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2 / T3:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 1 during T1 and T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 2 during T1:

Not applicable

	Channel 2 during T1:

Not applicable


	Channel 2 during T1:

Not applicable



	
	Channel 2 during T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T2 / T3:
+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 2 during T2 / T3:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT


	8.3.3 FDD/TDD Handover
	TBD
	
	

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	TBD
	
	

	8.3.5 Cell Re-selection in CELL_FACH
	
	
	

	8.3.5.1 One frequency present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB
Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)
	During T1 and T2:

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ior(3, 4, 5, 6) + TT



	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) + TT

Ior(2) + TT 



	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) + TT

Ior(2) + TT



	8.3.5.2 Two frequencies present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

	Channel 1 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB


	Channel 1 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 1 during T1:

Ior(1) = -71.85 dBm 

Ior(3, 4) = -76.85 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) + TT

Ior(3, 4) + TT

Ioc(1) + TT



	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) + TT

Ior(3, 4) + TT 

Ioc(1) + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

	Channel 2 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

	Channel 2 during T1 and T2:
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT

Ec/Ior ratio + TT
Ec/Ior ratio + TT
Ec/Ior ratio + TT


	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)


	Channel 2 during T1:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	
	Channel 2 during T2:

Ior(2) = -71.85 dBm 

Ior(5, 6) = -76.85 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	8.3.6 Cell Re-selection in CELL_PCH
	
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

 
	Same as 8.2.2.1

 
	Same as 8.2.2.1
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 = - 70 dBm

Ior/Ioc = 10.27 dB

Note: Parameters are valid for cell 1 at time T2 and cell 2 at time T1
	0.1 dB for 
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0.3 dB for Ior/Ioc


	Formulas:

[image: image118.wmf]or
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 = ratio + TT

Ior/Ioc = ratio + TT

Ioc unchanged

Ior/Ioc = 10.57 dB
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	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

 
	Same as 8.2.2.2

 
	Same as 8.2.2.2
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 = - 70 dBm

Ior/Ioc = 2.2 dB

Note: Parameters are valid for cell 1 at time T2 and cell 2 at time T1
	0.1 dB for 
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0.3 dB for Ior/Ioc


	Formulas:

[image: image123.wmf]or
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Ior/Ioc = ratio + TT

Ioc unchanged

Ioc ratio unchanged

Ior/Ioc = 2.5 dB
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	8.3.7 Cell Re-selection in URA_PCH
	
	
	

	8.3.7.1 One frequency present in the neighbour list
	 Same as 8.2.2.1


	Same as 8.2.2.1

 
	Same as 8.2.2.1

 

	
	
	
	

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2


	Same as 8.2.2.2

 
	Same as 8.2.2.2

 

	
	
	
	

	8.4 RRC Connection Control
	
	
	

	8.4.1 RRC Re-establishment delay

	
	
	

	8.4.1.1 Test 1
	Cell 1, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DCH_Ec/Ior = -17 dB

Ior/Ioc = 2.39 dB

Cell 1, T2:

Ior/Ioc = -infinity

Cell 2, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 4.39 dB

Cell 2, T2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 0.02 dB


	0.1 dB for 
[image: image125.wmf]or
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0.3 dB for Ior/Ioc


	Level settings in either direction are not critical with respect to the outcome of the test.


	8.4.1.2 Test 2
	Cell 1, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DCH_Ec/Ior = -17 dB

Ior/Ioc = -3.35 dB

Cell 1, T2:

Ior/Ioc = -infinity

Cell 2, T1:

Ior/Ioc = -infinity

Cell 2, T2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 0.02 dB
	0.1 dB for 
[image: image126.wmf]or
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0.3 dB for Ior/Ioc
	Level settings in either direction are not critical with respect to the outcome of the test.



	8.4.2 Random Access
	 RACH  power   difference nominal  3dB ± 2dB UE setting uncertainty
	Measurement TT:Power  difference ± 1dBMaximum Power-1dB / +0.7dB
	Test parameter settings unchanged.Power measurement:Upper limit   +TT  Lower limit    -TT  
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