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This document contains the CRs to TS 34.121 v.5.4.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	Doc-2nd-Level
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New

	T1-041017
	34.121
	395
	-
	Rel-5
	Addition of a new case to Adjacent Channel Selectivity test
	F
	5.4.0
	5.5.0

	T1-041034
	34.121
	396
	-
	Rel-5
	Removal of [] for test case 8.3.5.3 'Cell Reselection to GSM'
	D
	5.4.0
	5.5.0

	T1-041058
	34.121
	397
	-
	Rel-5
	Addition of the integrity protection in messages
	F
	5.4.0
	5.5.0

	T1-041076
	34.121
	398
	-
	Rel-5
	Correction to Cell Re-selection in CELL_PCH and URA_PCH test cases
	F
	5.4.0
	5.5.0

	T1-041093
	34.121
	399
	-
	Rel-5
	Addition of test tolerances to TC 8.4.3
	F
	5.4.0
	5.5.0

	T1-041098
	34.121
	400
	-
	Rel-5
	Revision of Test Tolerances to Event triggered reporting in AWGN propagation conditions, test 8.6.1.1
	F
	5.4.0
	5.5.0

	T1-041176
	34.121
	401
	-
	Rel-5
	Correction of RRM test case 8.7.3A (GSM carrier RSSI)
	F
	5.4.0
	5.5.0

	T1-041176
	34.121
	424
	-
	Rel-5
	Correction of RRM test case 8.7.3A (GSM carrier RSSI)
	F
	5.4.0
	5.5.0

	T1-041201
	34.121
	402
	-
	Rel-5
	Completion of Annex F.6.3 Statistical Testing of HSDPA Receiver Performance
	F
	5.4.0
	5.5.0

	T1-041203
	34.121
	403
	-
	Rel-5
	Correction to the Measurement Control message in 8.7.6 UE Rx-Tx time difference
	F
	5.4.0
	5.5.0

	T1-041204
	34.121
	404
	-
	Rel-5
	Correction to the pathloss indicator in measurement control messages
	F
	5.4.0
	5.5.0

	T1-041307
	34.121
	405
	-
	Rel-5
	Correction to test uncertainty definition of Inner Loop Power Control in the Uplink test case
	F
	5.4.0
	5.5.0

	T1-041308
	34.121
	406
	-
	Rel-5
	Addition of the integrity protection in 5.7 Power setting in uplink compressed mode
	F
	5.4.0
	5.5.0

	T1-041311
	34.121
	407
	-
	Rel-5
	Corrections to Demodulation of DCH in Inter-Cell Soft Handover
	B
	5.4.0
	5.5.0

	T1-041314
	34.121
	408
	-
	Rel-5
	Correction to 7.7.3: Combining of reliable TPC commands from radio links of different radio link sets
	F
	5.4.0
	5.5.0

	T1-041316
	34.121
	409
	-
	Rel-5
	Addition of TPC error rate accuracy to TC 7.7.3
	F
	5.4.0
	5.5.0

	T1-041318r4
	34.121
	432
	-
	Rel-5
	Clarification of OCNS power control
	F
	5.4.0
	5.5.0

	T1-041319
	34.121
	410
	-
	Rel-5
	Test system uncertainties update for test case 8.3.5.3
	F
	5.4.0
	5.5.0

	T1-041322
	34.121
	425
	-
	Rel-5
	Corrections to Annex F.2.4 and F.4.4
	F
	5.4.0
	5.5.0

	T1-041325
	34.121
	411
	-
	Rel-5
	Corrections to UTRA Carrier RSSI test case
	F
	5.4.0
	5.5.0

	T1-041326
	34.121
	412
	-
	Rel-5
	Resolution of downlink code conflict between OCNS DPCH and S-CCPCH
	F
	5.4.0
	5.5.0

	T1-041328
	34.121
	413
	-
	Rel-5
	Addition of the information element for monitor cells in Annex I
	F
	5.4.0
	5.5.0

	T1-041329
	34.121
	426
	-
	Rel-5
	Introduction of Test Tolerances to Event triggered reporting of multiple neighbours in AWGN propagation condition, test 8.6.1.2
	F
	5.4.0
	5.5.0

	T1-041333
	34.121
	414
	-
	Rel-5
	Correction to 5.5.2: Transmit ON/OFF Time mask test case
	F
	5.4.0
	5.5.0

	T1-041341
	34.121
	415
	-
	Rel-5
	Cell configuration mapping
	F
	5.4.0
	5.5.0

	T1-041344
	34.121
	416
	-
	Rel-5
	Test tolerances in 8.4.1 RRC Re-establishment delay
	F
	5.4.0
	5.5.0

	T1-041345
	34.121
	417
	-
	Rel-5
	Completion of Transmitter Intermodulation test 5.12
	F
	5.4.0
	5.5.0

	T1-041347r2
	34.121
	431
	-
	Rel-5
	Correction to test procedure for test cases using Cell_PCH or URA_PCH state
	F
	5.4.0
	5.5.0

	T1-041348
	34.121
	418
	-
	Rel-5
	Correction of reference to generic setup procedure in TS 34.108 for Cell_FACH
	F
	5.4.0
	5.5.0

	T1-041349
	34.121
	419
	-
	Rel-5
	Correction to TC 7.8.3, Power control in the downlink, wind up effects
	F
	5.4.0
	5.5.0

	T1-041353
	34.121
	420
	-
	Rel-5
	Revision of Receiver Spurious Emissions Test 6.8
	F
	5.4.0
	5.5.0

	T1-041358
	34.121
	421
	-
	Rel-5
	Correction to BTFD test case 7.10 and DL dummy DCCH
	F
	5.4.0
	5.5.0

	T1-041360
	34.121
	422
	-
	Rel-5
	Correction to measurement control message in 8.6.1.2
	F
	5.4.0
	5.5.0

	T1-041361
	34.121
	427
	-
	Rel-5
	Correction to 8.6.1.1
	F
	5.4.0
	5.5.0

	T1-041362
	34.121
	423
	-
	Rel-5
	Correction to test case 8.2.3 'UTRAN to GSM Cell Re-Selection'
	F
	5.4.0
	5.5.0

	T1-041372
	34.121
	429
	-
	Rel-5
	Proposed addition of HSDPA downlink code allocation to 34.121 Annex
	F
	5.4.0
	5.5.0

	T1-041375
	34.121
	430
	-
	Rel-5
	Maximum Input Level for HSDPA
	F
	5.4.0
	5.5.0


