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Recommended test case applicability
The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	LAYER 2

	7.3.2.1.1
	IP Header Compression and PID assignment / UE in RLC AM / Transmission of uncompressed Header
	R99
	C12
	UE supporting PS

	7.3.2.1.2
	IP Header Compression and PID assignment / UE in RLC AM / Transmission of compressed Header
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507

	7.3.2.2.1
	IP Header Compression and PID assignment / UE in RLC UM / Transmission of uncompressed Header
	R99
	C12
	UE supporting PS

	7.3.2.2.2
	IP Header Compression and PID assignment / UE in RLC UM / Transmission of compressed Header
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507

	7.3.2.2.3
	IP Header Compression and PID assignment /  UE in RLC UM / Extension of used compression methods
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507

	7.3.2.2.4
	IP Header Compression and PID assignment /  UE in RLC UM / Compression type used for different entities
	R99
	C214
	UE supporting PS, IP Header Compression protocol IETF RFC 2507 and establishment of more than one PDCP entities supporting two radio bearer RLC AM and RLC UM as defined in this test case

	7.3.2.2.5
	IP Header Compression and PID assignment /  UE in RLC UM / Reception of not defined PID values
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507

	7.3.3.1
	PDCP sequence numbering when lossless SRNS Relocation / Data transmission if lossless SRNS Relocation is supported
	R99
	C215
	UE supporting PS, IP Header Compression protocol IETF RFC 2507 and lossless SRNS relocation

	7.3.3.2
	PDCP sequence numbering when lossless SRNS Relocation / Synchronisation of PDCP sequence numbers
	R99
	C215
	UE supporting PS, IP Header Compression protocol IETF RFC 2507 and lossless SRNS relocation

	7.3.3.5
	UTRAN MOBILITY INFORMATION: Lossless SRNS relocation in CELL_FACH (without pending of ciphering)
	R99
	C371
	UE supporting PS and lossless SRNS relocation

	7.3.3.6
	Cell Update: Lossless SRNS relocation in CELL_FACH (without pending of ciphering
	R99
	C371
	UE supporting PS and lossless SRNS relocation

	7.3.3.7
	URA Update: Lossless SRNS relocation in CELL_FACH (without pending of ciphering)
	R99
	C371
	UE supporting PS and lossless SRNS relocation

	7.3.3.8
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C371
	UE supporting PS and lossless SRNS relocation

	7.3.3.9
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C371
	UE supporting PS and lossless SRNS relocation

	7.3.3.10
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C371
	UE supporting PS and lossless SRNS relocation

	7.3.3.11
	Transport Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C371
	UE supporting PS and lossless SRNS relocation

	7.3.5.3.2
	UDP/IPv6 or ESP/IPv6 or IPv6 Unacknowledged - Normal U-mode Transmission (without ack)
	Rel-4
	C379
	UE supporting PS and IP Header Compression protocol IETF RFC 3095

	7.4.2.1
	General BMC message reception / UE in Idle mode
	R99
	C216
	UE supporting PS, BMC and CBS

	C01
IF A.1/1 THEN R ELSE N/A



	C379    IF A.3/2 AND A.19a/5 THEN R ELSE N/A


Annex A (normative):
ICS proforma for 3rd Generation User Equipment

Notwithstanding the provisions of the copyright clause related to the text of the present document, 3GPP grants that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

A.1
Guidance for completing the ICS proforma
…

A.4
ICS proforma tables
…

A.4.2.1.2
Bearer Services

Table A.3: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Comments

	1
	Circuit Switched
	22.105, 5.1

22.002
	R99
	

	2
	Packet Switched
	22.105, 5.1

22.060
	R99
	

	3
	UE supports UE operation mode A: PS and CS simultaneously
	
	R99
	


…

A.4.3.4
Layer 2/3 Baseline Implementation Capabilities (access stratum)

Table A.19a: PDCP Parameters

	Item
	PDCP Parameters
	Ref.
	Release
	Comments

	1
	Support of RFC 2507
	25.323, 5.1.2
	R99
	IP header compression protocol RFC 2507 is supported

	2
	Support of Lossless SRNS relocation
	25.323, 5.4
	R99
	Lossless SRNS Relocation is supported

	3
	More than one PDCP entity
	25.323, 5.1
	R99
	Establishment of more than one PDCP entities is supported

	4
	Support of UM RB and AM RB
	34.123-1, 7.3.2.2.4
	R99
	Support of two radio bearer RLC AM and RLC UM as defined in test case 7.3.2.2.4

	5
	Support of RFC 3096
	25.323, 5.1,

RFC IETF 3095
	Rel-4
	IP header compression protocol RFC 3095 is supported
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