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1. Overall Description

T3 would like to inform T and SCP on the T3 discussion related to the TERMINAL PROFILE download procedure.

In Rel-6 of TS 102 223, SCP decided to modify the procedure for terminal profile download to the UICC. This modification is highlighted in the section below for reference.

"5.1
Procedure

The profile download instruction is sent by the terminal to the UICC as part of the UICC initialization procedure and as soon as possible when CAT functionality is modified in the terminal. This procedure is specified in TS 102 221 [Error! Reference source not found.] for a 3G platform and in TS 151 011 [Error! Reference source not found.] for a 2G platform. The profile sent by the terminal shall state the facilities relevant to CAT that are supported by the terminal.

This procedure is important, as it allows the UICC to determine what the terminal is capable of, and the UICC can then limit its instruction range accordingly. If no command is sent by the terminal, the UICC shall assume that the terminal does not support CAT."

At T3-32 this modification of feature and the impact of it on T3 specifications was discussed. The issue was brought up that currently, even though not explicitly forbidden in TS 102 223, MEs send the TERMINAL PROFILE only during the initialisation procedure of the card. Applications currently in the field may rely on this. That means that for example applications triggered by the TERMINAL PROFILE download event may not work in a Rel-6 terminal that issues TERMINAL PROFILE at different points of time (see above) and not related to the REFRESH command and/or the UICC initialisation procedure. As there is a variety of applications and MEs deployed in the field, a solution is felt necessary by T3 to allow for backwards compatibility with existing applications and cards.

A related CR (see T3-040461 attached) was proposed adding this feature to Rel-6 of TS 31.102. This CR introduces a mechanism to allow the ME to check on the TERMINAL PROFILE capabilities of the USIM based toolkit applications. Another proposal was for T3 not to adopt this SCP modification of feature in the corresponding T3 specifications and to restrict the profile download capabilities in TS 31.111  (see attached T3-040598). As no conclusion could be reached at T3-32 we would like to inform SCP and T that T3 is going to discuss this issue again at the next T3 meeting with the possibility to raise a Rel-6 CR on several T3 specifications. T3 appreciates any advice on this topic.

2. Actions 

SCP are asked to investigate whether or not this feature should be supported in their specifications, and inform T3.

GSMA SCaG are asked to consider carefully the implications of having multiple profile exchanges other than at the initialisation phase.

3. Date of Next TSG-T3 Meetings:
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