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Delivery Request

This section addresses cases where a message that is passed by the MMS Relay/Server to a VASP for processing.  For example, this may include cases where the message originated from the MMS User-Agent.

The involved abstract messages are outlined in Table 50 from type and direction points of view.

Table 50: Abstract messages for demanding a service from a VASP

	Abstract messages
	Type
	Direction

	MM7_deliver.REQ
	Request
	MMS Relay/Server -> VASP 

	MM7_deliver.RES
	Response
	VASP -> MMS Relay/Server


8.7.2.1
Normal Operation

The MMS Relay/Server will deliver messages to the VASP by supplying the MM as the payload of the MM7_deliver.REQ.  The message originates, for example, from a MMS User Agent, an external application, or from outside the MMSE.  This delivery may include an identification of the request that may be used by the VASP to correlate a response to the message.  The VASP should reply with a MM7_deliver.RES message indicating that the message has been successfully received and will be processed.

The following figure illustrates the data flow of a use case where a MMS User Agent requesting a service from a VAS that requires a response.
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Figure 9: Use of MM7_deliver and subsequent response

Support for MM7_deliver.REQ and MM7_deliver.RES is mandatory for a MMS Relay/Server that supports MM7

8.7.2.2
Abnormal Operation

If the VASP cannot identify the requested content then it should indicate the failure in the MM7_deliver.RES status fields.

If the delivered content does not fulfil the conditions the VASP expected e.g. service not booked by the user, the VASP should indicate this failure in the MM7_deliver.RES status field. 
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