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This document contains the CRs to TS 34.108 v.5.2.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	Doc-2nd-Level
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New

	T1-041532
	365
	-
	Rel-5
	CR to 34.108 Rel-5:Correction to default value of Qrxlevmin
	F
	5.2.0
	5.3.0

	T1-041573
	366
	-
	Rel-5
	CR to 34.108 Rel-5: Corrections of the values in 6.11.5.4 for  LCR TDD  
	F
	5.2.0
	5.3.0

	T1-041584
	367
	-
	Rel-5
	Alignment of Prose to TTCN for SCH power level
	F
	5.2.0
	5.3.0

	T1-041651
	368
	-
	Rel-5
	Addition of new HSDPA RAB configurations with UL 64 kbps
	F
	5.2.0
	5.3.0

	T1-041654
	369
	-
	Rel-5
	Correction to initial conditions and references in clause 7.3
	F
	5.2.0
	5.3.0

	T1-041685
	370
	-
	Rel-5
	Introduction of reference radio bearer combination for PS streaming and downlink rate up to 128 kbps
	F
	5.2.0
	5.3.0

	T1-041686
	371
	-
	Rel-5
	Correction of section 6.1 (Simulated network environment)
	F
	5.2.0
	5.3.0

	T1-041699
	372
	-
	Rel-5
	Correction to generic Call Setup procedure for mobile terminating circuit switched calls
	F
	5.2.0
	5.3.0

	T1-041754
	373
	-
	Rel-5
	CR to 34.108 Rel-5; Corrections to the default RADIO BEARER SETUP message for HSDPA
	F
	5.2.0
	5.3.0

	T1-041801
	374
	-
	Rel-5
	Physical layer multiplexing configuration in case of AMR and two PS RABs
	F
	5.2.0
	5.3.0

	T1-041802
	375
	-
	Rel-5
	Addition of new HSDPA RAB configurations
	F
	5.2.0
	5.3.0

	T1-041850
	376
	-
	Rel-5
	Introduction of information for tests for Performance requirements for A-GPS.
	B
	5.2.0
	5.3.0

	T1-041874
	377
	-
	Rel-5
	Introduction of UMTS-850 MHz band V
	F
	5.2.0
	5.3.0

	T1-041933
	378
	-
	Rel-5
	CR to TS34.108 Rel-5; Adding a new test condition for RADIO BEARER RELEASE Procedure (Revision of T1-041716).
	F
	5.2.0
	5.3.0

	T1-041942
	379
	-
	Rel-5
	Update of Reference Radio Bearer for Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB for DL SF=256
	F
	5.2.0
	5.3.0

	T1-041943
	380
	-
	Rel-5
	CR to 34.108: Correction to the maximum bit rate for HS-PDSCH
	F
	5.2.0
	5.3.0

	T1-041965
	381
	-
	Rel-5
	Alignment of Prose to TTCN for RRC Connection Release (Cell DCH state) and RRC Connection Setup Message (Cell FACH State).
	F
	5.2.0
	5.3.0


