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2 Corrections required for RRC_wk49 test suite

2.1 Change 1

	 Test step
	lt_LoopUE_CapabilityToMakeDLRRCSQN_15,  tc_8_1_7_1c

	Reason for change
	TTCN CR T1s040734 change for this local tree is missing.

	Summary of change
	Following Changes are required:

1: Constraint in line Line 31 used should be cas_UE_CapabilityInfoCnfAM_WithCnf.

2: A new line 32 should be added to handle RLC AM Data Cnf.

	Source of change
	New change



After:
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2.2 Change 2

	 Test step
	tc_8_1_6_1

	Reason for change
	The test purpose mentioned in TTCN test case header does not confirm with test purpose described for TC 8.1.6.1 in 3GPP TS 34.123-1 V5.9.0

	Summary of change
	Test purpose in the TC 8.1.6.1 is updated as per 34.123-1 V5.9.0

	Source of change
	New change



Before:
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3 Corrections required for NAS_wk49 test suite

3.1 Change 1

	 Test step
	tc_12_6_1_3_3  Local tree lt_AuthAndCiphFailure_Step_7

	Reason for change
	34.123-1 Section 12.6.1.3.3.4 for expected sequence Step#8 specifies 

      “SS verifies that the UE does not attempt to access the network for 30s. 

       R99 and REL-4: Optional step”

In TTCN implementation 100s is used in place of 30s

	Summary of change
	At line#37 ts_VerifyNoNAS (30) used in place of ts_VerifyNoNAS (1000) 

	Source of change
	New change


Before:
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After:
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4 Corrections required for IR_U_wk49 test suite

4.1 Change 1

	 Test step
	ts_SendDefSysInfo_PLMN

	Reason for change
	The test step ts_SendDefSysInfo_PLMN is defined in both IR_U and RRC.  

This test step is updated in RRC ATS but not in IR_U ATS.  

	Summary of change
	Copied the ts_SendDefSysInfo_PLMN updated test step from RRC ATS to IR_U ATS, which is required for 6_2_1_7 and 6_2_1_8 test cases.

	Source of change
	New change
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