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4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of this specification.

The columns in Table 1 have the following meaning:

Clause

The clause column indicates the clause number in 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

Clause
Title
Applicability
Comments

IDLE MODE



6.1.1.1
PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
C01
UEs supporting FDD

MOBILITY MANAGEMENT



9.1
TMSI reallocation
C98
UEs supporting CS domain services

9.2.1
Authentication accepted
C98 
UEs supporting CS domain services

9.2.2
Authentication rejected
C98 
UEs supporting CS domain services

9.2.3
Authentication rejected by the UE (MAC code failure)
C98
UEs supporting CS domain services

9.2.4
Authentication rejected by the UE (SQN failure)
C98
UEs supporting CS domain services

9.3.1
General Identification
C98 
UEs supporting CS domain services

9.3.2
Handling of IMSI shorter than the maximum length
C98 
UEs supporting CS domain services

9.4.1
Location updating / accepted
C98 
UEs supporting CS domain services

9.4.2.1
Location updating / rejected / IMSI invalid
C98 
UEs supporting CS domain services

9.4.2.2
Location updating / rejected / PLMN not allowed
C98 
UEs supporting CS domain services

9.4.2.3
Location updating / rejected / location area not allowed
C98 
UEs supporting CS domain services

9.4.2.4.1
Location updating / rejected / roaming not allowed in this location area / Procedure 1
C98 
UEs supporting CS domain services

9.4.2.4.2
Location updating / rejected / roaming not allowed in this location area / Procedure 2
C98 
UEs supporting CS domain services

9.4.2.4.3
Location updating / rejected / roaming not allowed in this location area / Procedure 3
C98 
UEs supporting CS domain services

9.4.2.4.4
Location updating / rejected / roaming not allowed in this location area / Procedure 4
C98 
UEs supporting CS domain services

9.4.2.4.5
Location updating / rejected / roaming not allowed in this location area / Procedure 5
C99 
UEs supporting CS domain services
UEs supporting USIM removal

9.4.3.1
Location updating / abnormal cases / random access fails
C98 
UEs supporting CS domain services

9.4.3.2
Location updating / abnormal cases / attempt counter less or equal to 4, LAI different
C98 
UEs supporting CS domain services

 

9.4.3.3
Location updating / abnormal cases / attempt counter equal to 4
C98 
UEs supporting CS domain services

9.4.3.4
Location updating / abnormal cases / attempt counter less or equal to 4, stored LAI equal to broadcast LAI
C98 
UEs supporting CS domain services

9.4.4
Location updating / release / expiry of T3240
C98 
UEs supporting CS domain services

9.4.5.1
Location updating / periodic spread
C98 
UEs supporting CS domain services

9.4.5.2
Location updating / periodic normal / test 1
C98 
UEs supporting CS domain services

9.4.5.3
Location updating / periodic normal / test 2
C98 
UEs supporting CS domain services

9.4.5.4.1
Location updating / periodic HPLMN search / UE waits time T
C98 
UEs supporting CS domain services

9.4.5.4.2
Location updating / periodic HPLMN search / UE in manual mode
C98 
UEs supporting CS domain services

9.4.5.4.3
Location updating / periodic HPLMN search / UE waits at least two minutes and at most T minutes
C98 
UEs supporting CS domain services

9.4.6
Location updating / interworking of attach and periodic
C98 
UEs supporting CS domain services

9.5.2
MM connection / establishment with security mode
C98 
UEs supporting CS domain services

9.5.3
MM connection / establishment without security mode
C98 
UEs supporting CS domain services

9.5.4
MM connection / establishment rejected
C98 
UEs supporting CS domain services

9.5.5
MM connection / establishment rejected cause 4
C98 
UEs supporting CS domain services

9.5.6
MM connection / expiry T3230
C98 
UEs supporting CS domain services

9.5.7.1
MM connection / abortion by the network / cause #6
C98 
UEs supporting CS domain services

9.5.7.2
MM connection / abortion by the network / cause not equal to #6
C100
UEs supporting CS domain services
UEs supporting at least one non-call related SS

9.5.8.1
MM connection / follow-on request pending / test 1
C98 
UEs supporting CS domain services

9.5.8.2
MM connection / follow-on request pending / test 2
C98 
UEs supporting CS domain services

 

9.5.8.3
MM connection / follow-on request pending / test 3
C98 
UEs supporting CS domain services

CALL CONTROL



10.1.2.1.1
Outgoing call / U0 null state / MM connection requested
C10
UEs supporting at least one mobile originated circuit switched basic service

C01
IF A.1/1 OR A.1/3 OR A.1/4 OR A.1/6 THEN R ELSE N/A



C95
IF (A.1/4 OR A.1/6) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

C96
IF A.2/2 THEN R ELSE N/A

C97
IF (A.1/4 OR A.1/6) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21 OR A.4/22 OR A.4/23 OR A.4/24 OR A.4/25 OR A.4/26 OR A.4/27 OR A.4/28) THEN R ELSE N/A

C98
IF A.3/1 OR A.3/3 THEN R ELSE N/A.

C99
IF (A.3/1 OR A.3/3) AND A.20/36 THEN R ELSE N/A.

C100
IF (A.3/1 OR A.3/3) AND A.7/30 THEN R ELSE N/A.

Note 1. 
See [40] TR 25.926 for definition of UE radio access reference combinations in uplink and downlink (UL xx kbps/DL xx kbps classes). See Annex B for mapping between reference radio bearer combinations and UE radio access reference combinations in uplink and downlink.

A.4.2.1.2
Bearer Services

Table A.3: Definition of Bearer Services

Item
Definition of Bearer Services
Ref.
Comments

1
Circuit Switched
22.105, 5.1

22.002


2
Packet Switched
22.105, 5.1

22.060


3
PS and CS simultaneously



A.4.2.1.3
Supplementary Services

Table A.7: Supplementary Services

Item
Supplementary services
Ref.
Comments

1
Call Deflection 
22.072; 22.004, 4


2
Calling Line Identification Presentation
22.081, 1; 22.004, 4


3
Calling Line Identification Restriction
22.081, 2; 22.004, 4


4
Connected Line Identification Presentation
22.081, 3; 22.004, 4


5
Connected Line Identification Restriction
22.081, 4; 22.004, 4


6
Call Forwarding Unconditional
22.082, 1; 22.004, 4


7
Call Forwarding on Mobile Subscriber Busy
22.082, 2; 22.004, 4


8
Call Forwarding on No Reply
22.082, 3; 22.004, 4


9
Call Forwarding on Mobile Subscriber Not Reachable
22.082, 4; 22.004, 4


10
Call Waiting
22.083, 1; 22.004, 4


11
Call Hold
22.083, 2

22.004, 4


12
Multi Party Service
22.084; 22.004, 4


13
Closed User Group
22.085; 22.004, 4


14
User-to-user signalling 
22.087; 22.004, 4


15
Advice of Charge (Information)
22.086, 1; 22.004, 4


16
Advice of Charge (Charging)
22.086, 2; 22.004, 4


17
Barring of All Outgoing Calls
22.088, 1; 22.004, 4


18
Barring of Outgoing International Calls
22.088, 1; 22.004, 4


19
Barring of Outgoing International Calls except those directed to the Home PLMN Country
22.088, 1; 22.004, 4


20
Barring of All Incoming Calls
22.088, 2; 22.004, 4


21
Barring of Incoming Calls when Roaming Outside the Home PLMN Country
22.088, 2; 22.004, 4


22
Explicit call transfer
22.091; 22.004, 4


23
Call Completion to Busy Subscriber
22.093; 22.004, 4


24
Call Completion to Busy Subscriber Request 
22.093; 22.004, 4


25
Follow Me
22.094


26
Calling name presentation (CNAP)
22.096; 22.004, 4


27
Multiple Subscriber Profile (MSP)
22.097;

22.004, A


28
Multicall
22.135;

22.004, 4


29
enhanced Multi-Level Precedence and Pre-emption
22.067;

22.004, 4


30
At least one non-call related Supplementary Service supported



Note: Test cases for these features will not be include in R99 of TS 34.123-1.

A.4.4
Additional information

Table A.20: Additional information

Item
Additional information
Ref.
Comments

1
At least one bearer service
22.002, 3


2
At least one supplementary service
22.004, 4


3
Inter-system measurement for GSM
25.331, 8.4


4
At least one MO circuit switched basic service
24.008, 5.3.4.2.1


5
At lease one MT circuit switched basic service
24.008, 5.3.4.2.2


6
Immediate connect supported for all circuit switched basic services.
24.008, 5.2.1.6


7
Activation of one or more PDP contexts simultaneously
[TBD]


8
Sending of correct acknowledgement of memory full condition
[TBD]


9
Status report capability
[TBD]


10
Display of short messages
[TBD]


11
Storing of received Class 1 short messages
[TBD]


12
Storing of received Class 2 short messages in the SIM
[TBD]


13
Replacing of short messages
[TBD]


14
Reply procedures
23.040, Annex 4


15
Sending of multiple short messages on the same RR connection when there is no call in progress
[TBD]


16
Sending of concatenated multiple short messages when there is a call in progress
[TBD]


17
Only circuit switched basic service supported by the mobile is emergency call
22.003, 6, A.1.2


18
Multi-code transmission
[TBD]


19
Poll_PU based polling mode of AM RLC
[TBD]


20
Timer based polling mode of AM RLC
[TBD]


21
Discard mode of AM RLC
[TBD]


22
At least one MO circuit switched basic service
[TBD]


23
At least one MO circuit switched basic service for which immediate connect is not used
[TBD]


24
Network initiated MO call (CCBS)
24.008, 5.2.3

24.093, 4.1


25
DTMF protocol control procedure
24.008, 5.5.7


26
Secondary PDP context activation procedure
24.008, 6.1.3.2


27
Support of UMTS encryption algorithm UEA1
33.102, 6.6


28
Support of UMTS integrity algorithm UIA1
33.102, 6.5


29
Support Automatic calling repeat call attempt
22.001, Annex E


30
Support auto-calling more B-party numbers than the number of B-party numbers that can be stored in the list of blacklisted numbers
22.001, Annex E


31
Support of SMS Cell Broadcast, i.e. the UE is capable of receiving and displaying broadcast messages.
23.041, 8
25.324, 11


32
Support of Follow On Proceed


24.008, 4.4.4.6



33
Support detach on power down 



34
Support detach on USIM removal




35
Support switch on/off



36
Support USIM removal without power down
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