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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of this specification.

The columns in Table 1 have the following meaning:

Clause

The clause column indicates the clause number in 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

Clause
Title
Applicability
Comments

IDLE MODE



6.1.1.1
PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
C01
UEs supporting FDD

RADIO RESOURCE CONTROL

8.1.1.1
RRC / Paging for Connection in idle mode
C01
UEs supporting FDD.











8.3.6.1
Inter system handover to UTRAN/From GSM/Speech/Success
C95
UEs supporting FDD and GSM and supporting speech

8.3.6.2
Inter system handover to UTRAN/From GSM/Data/Same data rate/Success
C97
UEs supporting FDD and GSM

8.3.6.3
Inter system handover to UTRAN/From GSM/Data/Data rate upgrading/Success
C97
UEs supporting FDD and GSM

8.3.6.4
Inter system handover to UTRAN/From GSM/Speech/Establishment/Success
C95
UEs supporting FDD and GSM and supporting speech

8.3.6.5
Inter system handover to UTRAN/From GSM/Speech/Blind HO/Success
C95
UEs supporting FDD and GSM and supporting speech

8.3.6.6
Inter system handover to UTRAN/From GSM/Speech/Failure
C95
UEs supporting FDD and GSM and supporting speech






8.3.7.1
Inter system handover from UTRAN/To GSM/Speech/Success
C95
UEs supporting FDD and GSM and supporting speech

8.3.7.2
Inter system handover from UTRAN/To GSM/Data/Same data rate/Success
C97
UEs supporting FDD and GSM

8.3.7.3
Inter system handover from UTRAN/To GSM/Data/Data rate down grading/Success
C97
UEs supporting FDD and GSM

8.3.7.4
Inter system handover from UTRAN/To GSM/Speech/Establishment/Success
C95
UEs supporting FDD and GSM and supporting speech

8.3.7.5
Inter system handover from UTRAN/To GSM/Speech/Failure
C95
UEs supporting FDD and GSM and supporting speech

8.3.8
RRC / Inter system cell reselection to UTRAN
[FFS]
Inclusion of this test case is FFS

GENERAL TESTS 



13.2.1.1
Emergency call / with USIM / accept case
C96
UEs supporting emergency speech call

13.2.2.1
Emergency call / without USIM / accept case
C96
UEs supporting emergency speech call

13.2.2.2
Emergency call / without USIM / reject case
C96
UEs supporting emergency speech call

USER EQUIPMENT FEATURES



17.1.2
Constraining the access to a single number
C93
All UEs supporting autocalling

17.1.3
Constraining the access to a single number
C93
All UEs supporting autocalling

17.1.4
Behaviour of the MS when its list of blacklisted numbers is full
C94
UEs that are capable of autocalling more than M B-party numbers.

C01
IF A.1/1 OR A.1/3 OR A.1/4 OR A.1/6 THEN R ELSE N/A



C89  
IF (A.3/1 OR A.3/2) AND A.6/2 AND A.17/6 AND A.18/1 AND A.18b/1 THEN R ELSE N/A

C90 
IF A.3/2 AND (A.6/3 OR A.6/4) AND A.17/2 AND A.18/1 AND A.18b/1 THEN R ELSE N/A

C91 
IF A.3/2 AND (A.6/3 OR A.6/4) AND A.17/6 AND A.18/5 AND A.18b/1 THEN R ELSE N/A

C92 
IF A.2/1 AND A.3/3 AND A.6/1 AND (A.6/3 OR A.6/4) AND A.17/2 AND A.18/2 AND A.18b/1 THEN R ELSE N/A

C93
IF A.20/29 THEN R ELSE N/A

C94
IF A.20/29 AND A.20/30 THEN R ELSE N/A

C95
IF (A.1/4 OR A.1/6) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

C96
IF A.2/2 THEN R ELSE N/A

C97
IF (A.1/4 OR A.1/6) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21 OR A.4/22 OR A.4/23 OR A.4/24 OR A.4/25 OR A.4/26 OR A.4/27 OR A.4/28) THEN R ELSE N/A

Note 1. 
See [40] TR 25.926 for definition of UE radio access reference combinations in uplink and downlink (UL xx kbps/DL xx kbps classes). See Annex B for mapping between reference radio bearer combinations and UE radio access reference combinations in uplink and downlink.

A.4.4
Additional information

Table A.20: Additional information

Item
Additional information
Ref.
Comments

1
At least one bearer service
22.002, 3


2
At least one supplementary service
22.004, 4


3
Inter-system measurement for GSM
25.331, 8.4


4
At least one MO circuit switched basic service
24.008, 5.3.4.2.1


5
At lease one MT circuit switched basic service
24.008, 5.3.4.2.2


6
Immediate connect supported for all circuit switched basic services.
24.008, 5.2.1.6


7
Activation of one or more PDP contexts simultaneously
[TBD]


8
Sending of correct acknowledgement of memory full condition
[TBD]


9
Status report capability
[TBD]


10
Display of short messages
[TBD]


11
Storing of received Class 1 short messages
[TBD]


12
Storing of received Class 2 short messages in the SIM
[TBD]


13
Replacing of short messages
[TBD]


14
Reply procedures
23.040, Annex 4


15
Sending of multiple short messages on the same RR connection when there is no call in progress
[TBD]


16
Sending of concatenated multiple short messages when there is a call in progress
[TBD]


17
Only circuit switched basic service supported by the mobile is emergency call
22.003, 6, A.1.2


18
Multi-code transmission
[TBD]


19
Poll_PU based polling mode of AM RLC
[TBD]


20
Timer based polling mode of AM RLC
[TBD]


21
Discard mode of AM RLC
[TBD]


22
At least one MO circuit switched basic service
[TBD]


23
At least one MO circuit switched basic service for which immediate connect is not used
[TBD]


24
Network initiated MO call (CCBS)
24.008, 5.2.3

24.093, 4.1


25
DTMF protocol control procedure
24.008, 5.5.7


26
Secondary PDP context activation procedure
24.008, 6.1.3.2


27
Support of UMTS encryption algorithm UEA1
33.102, 6.6


28
Support of UMTS integrity algorithm UIA1
33.102, 6.5


29
Support Automatic calling repeat call attempt
22.001, Annex E


30
Support auto-calling more B-party numbers than the number of B-party numbers that can be stored in the list of blacklisted numbers
22.001, Annex E


31
Support of SMS Cell Broadcast, i.e. the UE is capable of receiving and displaying broadcast messages.
23.041, 8
25.324, 11


32
Support of Follow On Proceed


24.008, 4.4.4.6



33
Support detach on power down 



34
Support detach on USIM removal




35
Support switch on/off
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