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To prevent misunderstandings in the applicable releases in some test cases, tables in A.4.3 have been corrected.
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· Table A.16

          Numbering is corrected.

          Release 4 is deleted if needed. 
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Table A.16: TDD RF Baseline Implementation Capabilities

Item
TDD RF Baseline Implementation Capabilities
Ref.
Release
Comments

1
Chip rate 3,84 Mcps
25.102, 5.1
R99


1a
Chip rate 1,28 Mcps
25.102, 5.1
Rel-4


2
Frequency band: 1 900-1 920 MHz
25.102, 5.2
R99 
Applicable for 3.84 Mcps and 1.28 Mcps

3
Frequency band: 2 010-2 025 MHz
25.102, 5.2
R99 
Applicable for 3.84 Mcps and 1.28 Mcps

4
Frequency band: 1 850-1 910 MHz
25.102, 5.2
R99 
Applicable for 3.84 Mcps and 1.28 Mcps

5
Frequency band: 1 930-1 990 MHz
25.102, 5.2
R99 
Applicable for 3.84 Mcps and 1.28 Mcps

6
Frequency band: 1 910-1 930 MHz
25.102, 5.2
R99
Applicable for 3.84 Mcps and 1.28 Mcps

7
Frequency band: Other spectrum
25.102, 5.2
R99
Applicable for 3.84 Mcps and 1.28 Mcps

8
Carrier raster: 200 kHz
25.102, 5.4
R99
Applicable for 3.84 Mcps and 1.28 Mcps

9
UE Power Class 2 (+24 dBm)
25.102, 6.2.1
R99
Applicable for 3.84 Mcps and 1.28 Mcps

10
UE Power Class 3 (+21 dBm)
25.102, 6.2.1
R99
Applicable for 3.84 Mcps and 1.28 Mcps

11
Output RF spectrum emissions
25.102, 6.6
R99
Applicable for 3.84 Mcps and 1.28 Mcps

A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities

Item
FDD Layer 1 UE Radio Access Capabilities
Ref.
Release
Comments

1
Support of turbo decoding
25.306, 4.5.1
R99


2
Support of turbo encoding
25.306, 4.5.2
R99


3
Support for SF 512 (downlink)
25.306, 4.5.3
R99


4
Support of PDSCH
25.306, 4.5.3
R99


5
Simultaneous reception of SCCPCH and DPCH
25.306, 4.5.3
R99


6
Simultaneous reception of SCCPCH, DPCH and PDSCH
25.306, 4.5.3
R99


7
Support of PCPCH
25.306, 4.5.4
R99


Table A.18b: TDD Layer 1 UE Radio Access Capabilities

Item
TDD Layer 1 UE Radio Access Capabilities
Ref.
Release
Comments

1
Support of turbo decoding
25.306, 4.5.1
R99
Applicable for 3.84 Mcps and 1.28 Mcps

2
Support of turbo encoding
25.306, 4.5.2
R99
Applicable for 3.84 Mcps and 1.28 Mcps

3
Max.number of physical channels and TS per frame
25.306, 4.5.5, 4.5.6
R99
Applicable for 3.84 Mcps only

4
Max.number of physical channels and TS per subframe 
25.306, 4.5.5, 4.5.6
Rel-4
Applicable for 1.28 Mcps only

4
Minimum SF
25.306, 4.5.5, 4.5.6
R99
Applicable for 3.84 Mcps and 1.28 Mcps

5
Support of PDSCH (Downlink)
25.306, 4.5.5
R99
Applicable for 3.84 Mcps and 1.28 Mcps

6
Max.number of physical channels per TS
25.306, 4.5.5

4.5.6
R99
Applicable for 3.84 Mcps and 1.28 Mcps

7
Support of 8PSK 
25.306, 4.5.5, 4.5.6
Rel-4
Applicable for 1.28 Mcps only

8
Support of PUSCH
25.306, 4.5.5

4.5.6
R99
Applicable for 3.84 Mcps and 1.28 Mcps
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