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8.3.3
FDD/TDD Handover

Void

8.3.4
Inter-system Handover from UTRAN FDD to GSM

8.3.4.1
Definition and applicability

The UTRAN to GSM cell handover delay is defined as the time from the end of the last TTI containing an RRC message implying hard handover to the transmission on the channel of the new RAT.
The requirements and this test apply to the combined FDD and GSM UE.

8.3.4.2
Minimum requirement

The hard handover delay shall be less than 40 ms. The rate of correct handovers observed during repeated tests shall be at least 90% with a confidence level of [FFS]%.

The hard handover delay as listed in Table 8.3.4.1 equals the RRC procedure delay plus the interruption time listed in Table 8.3.4.2. The UE shall process the RRC procedures for the RRC HANDOVER FROM UTRAN COMMAND within 50 ms.

Table 8.3.4.1: FDD/GSM handover - handover delay

	UE synchronisation status
	handover delay [ms]

	The UE has synchronised to the GSM cell before the HANDOVER FROM UTRAN COMMAND is received
	90

	The UE has not synchronised to the GSM cell before the HANDOVER FROM UTRAN COMMAND is received
	190


Table 8.3.4.2: FDD/GSM handover - interruption time

	Synchronisation status
	Interruption time [ms]

	The UE has synchronised to the GSM cell before the HANDOVER FROM UTRAN COMMAND is received
	40

	The UE has not synchronised to the GSM cell before the HANDOVER FROM UTRAN COMMAND is received
	140


The normative reference for this requirement is TS 25.133 [2] clauses 5.4.2 and A.5.4.

8.3.4.3
Test purpose

To verify that the UE meets the minimum requirement.

8.3.4.4
Method of test

8.3.4.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

[Editor’s Note: Annex G.2 must be specified also for GSM; for instance as a reference to TS 51.010-1 clause A1.2]

The test parameters are given in Table 8.3.4.3,  8.3.4.4 and 8.3.4.5 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3C shall be used.. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a HANDOVER FROM UTRAN COMMAND well in advance to T3 with activation time at T3. In GSM Handover command contained in that message, IE starting time shall not be included.
Table 8.3.4.3: General test parameters for Correct reporting of GSM neighbours in AWGN propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 [1] section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- GSM carrier RSSI measurement

- GSM Initial BSIC identification


- GSM BSIC re-confirmation
	
	DL Compressed mode reference pattern 2 in Set 2 

Pattern 2 

Pattern 2 


	As specified in TS 25.101 [1] section A.5, table A.22

As specified in section TS 25.133 [2] 8.1.2.5.2.1 table 8.7.

As specified in section TS 25.133 [2] 8.1.2.5.2.2 table 8.8.

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	GSM Carrier RSSI
	

	BSIC verification required
	
	Required
	

	Threshold other system
	dBm
	-80
	Absolute GSM carrier RSSI threshold for event 3B and 3C.

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	24 FDD neighbours on Channel 1

6 GSM neighbours including ARFCN 1
	Measurement control information is sent before the compressed mode patterns starts.

	N Identify abort
	
	65
	Taken from TS 25.133 [2] 8.1.2.5.2.1 table 8.7.

	T Reconfirm abort
	
	5.0
	Taken from TS 25.133 [2] 8.1.2.5.2.2 table 8.8.

	T1
	s
	20
	

	T2
	s
	5
	

	T3
	s
	5
	


Table 8.3.4.4: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 1)

	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1, T2, T3

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	 AWGN 

	Note 1: The DPCH level is controlled by the power control loop 

Note 2 : The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .


Table 8.3.4.5: Cell Specific Parameters for Handover UTRAN to GSM cell case (cell 2)

	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2, T3

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-85
	-75


8.3.4.4.2
Procedure

1)
The RF parameters for cell 1 are set up according to T1.

2)
The UE is switched on

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4

4)
The RF parameters for cell 2 are set up according to T1 and the SS configures a traffic channel

5)
SS shall transmit a MEASUREMENT CONTROL message to cell 1

6)
After 20 seconds, the SS shall switch the power settings from T1 to T2

7)
UE shall transmit a MEASUREMENT REPORT message triggered by event 2C

8)
SS shall transmit a HANDOVER FROM UTRAN COMMAND message with activation time at T3 and indicating the traffic channel of the target GSM cell to the UE through DCCH of the serving UTRAN cell. 

9)
After 5 seconds, the SS shall switch the power settings from T2 to T3

10)
UE shall transmit a burst on the traffic channel of cell 2 implying that it has switched to the GSM cell. The UE sends a HANDOVER ACCESS message. If the UE transmits access bursts on the new DCCH of the target cell less than 40 ms from the beginning of time period T3, then the number of successful tests is increased by one.

[Editor’s note: TS 34.108, 7.3.4 shall specify the messages HANDOVER ACCESS, PHYSICAL INFORMATION, SABM, UA and HANDOVER COMPLETE]

11) After 5 seconds, the
UE is switched off. Any timing information of cell 2 is deleted in the UE.

12)
Repeat step 1-11 [TBD] times

Specific Message Contents
All messages indicated belowabove shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message (step 5):

	Information Element/Group name
	Value/Remark

	Message Type (10.2.17)
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	Not Present

	Measurement Information elements
	

	-Measurement Identity
	1

	-Measurement Command (10.3.7.46)
	Modify

	-Measurement Reporting Mode (10.3.7.49)
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	-Additional measurements list (10.3.7.1)
	Not Present

	-CHOICE Measurement type
	Inter-RAT measurement

	 -Inter-RAT measurement (10.3.7.27)
	

	  -Inter-RAT measurement objects list (10.3.7.23)
	Not Present

	  -Inter-RAT measurement quantity (10.3.7.29)
	

	   -Measurement quantity for UTRAN quality estimate (10.3.7.38)
	

	    -Filter coefficient
	0

	    -CHOICE mode
	FDD

	    -Measurement quantity
	CPICH Ec/N0

	   -CHOICE system
	GSM

	    -Measurement quantity
	GSM Carrier RSSI

	    -Filter coefficient
	0

	    -BSIC verification required
	Required

	  -Inter-RAT reporting quantity (10.3.7.32)
	Not Present

	  -Reporting cell status (10.3.7.61)
	

	   -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT

	   -Maximum number of reported cells
	2

	  -CHOICE report criteria
	Inter-RAT measurement reporting criteria

	   -Inter-RAT measurement reporting criteria (10.3.7.30)
	

	    -Parameters required for each event
	1

	    -Inter-RAT event identity (10.3.7.24)
	Event 3C

	    -Threshold own system
	Not Present

	    -W
	Not Present

	    -Threshold other system
	-80 dBm

	    -Hysteresis
	0 dB

	    -Time to trigger
	0 ms

	    -Reporting cell status (10.3.7.61)
	

	     -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT

	     -Maximum number of reported cells
	2

	Physical channel information elements
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present


HANDOVER FROM UTRAN COMMAND message (step 8):

	Information Element
	Value/remark

	Message Type
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	Not Present

	-Activation time
	At T3

	RB information elements
	

	-RAB information list
	1

	 -RAB Info
	Not present

	Other information elements
	

	-CHOICE System type
	GSM

	 -Frequency Band
	GSM/DCS 1800 Band

	 -GSM message
	

	  -Single GSM message
	[TBD]

	  -GSM message List
	GSM HANDOVER COMMAND formatted as BIT STRING(1..512). The contents of the HANDOVER COMMAND see next table.


HANDOVER COMMAND

	Same as the HANDOVER COMMAND for M = 2 in clause 26.6.5.1 of TS 51.010, except that the CHANNEL MODE IE is included with value = speech full rate or half rate version 3


MEASUREMENT REPORT message for Inter-RAT test cases

This message is common for all inter RATfrequency test cases in clause 8.7 and is described in Annex I.
8.3.4.5
Test requirements

For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of [FFS]% of the cases.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.




8.3.5
Cell Re-selection in CELL_FACH

8.3.5.1
One frequency present in neighbour list
Void

8.3.5.2
Two frequencies present in the neighbour list
Void
8.3.5.3
Cell Reselection to GSM
8.3.6
Cell Re-selection in CELL_PCH

8.3.6.1
One frequency present in the neighbour list
Void

8.3.6.2
Two frequencies present in the neighbour list
Void

8.3.7
Cell Re-selection in URA_PCH

8.3.7.1
One frequency present in the neighbour list

Void

8.3.7.2
Two frequencies present in the neighbour list

Void

8.4
RRC Connection Control

8.4.1
RRC Re-establishment delay

Void

8.4.2
Random Access

8.4.2.1
Correct behaviour when receiving an ACK
8.4.2.1.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 [5] and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.1.2
Minimum Requirements

The UE shall have capability to calculate initial power according to the open loop algorithm and apply this power level at the first preamble and increase the power on additional preambles. The absolute power applied to the first preamble shall have an accuracy as specified in table 6.3 of TS 25.101 [1]. The relative power applied to additional preambles shall have an accuracy as specified in clause 6.5.2.1 of 25.101 [1].
The absolute power applied to the first preamble shall be -30 dBm with an accuracy as specified in clause 6.4.1.1 of TS 25.101 [1]. The accuracy is ± 9dB in the case of normal condition or ±12dB in the case of extreme condition.

There are two relative powers, one is the power difference for preamble ramping and another is the power difference between last preamble part and message part. From the test parameter in the table 8.4.2.1.2, the test requirement of the power difference for all preamble ramping is 3dB (Power offset P0). The accuracy is ±2 dB as specified in clause 6.5.2.1 of 25.101 [1]. The test requirement of the power difference between 10th preamble PRACH and message part is [3 dB] (note). The accuracy is [±2 dB] as specified in clause 6.5.2.1 of 25.101 [1].
NOTE:
In order to calculate the power difference between 10th preamble PRACH and message part by using Power offset P p-m in the table 8.4.2.1.2, the gain factors of PRACH message part are needed. The gain factor d is set to15. The [temporary] gain factor c is set to [15].

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.1.
8.4.2.1.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements and that the PRACH power settings are within specified limits.
8.4.2.1.4
Method of test

8.4.2.1.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1 in the case of the PRACH power measurement. And in the case of the function test of the random access procedure, connect the SS to the UE antenna connector as shown in figure A.8. A spectrum analyzer is set to 0 span mode. 

2)
A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that an ACK on the AICH shall be transmitted after 10 preambles have been received by the SS

See TS 34.108 [3] for details regarding generic call setup procedure.
Table 8.4.2.1.1: RF Parameters for Random Access test

	Parameter
	Unit
	Cell 1

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	Number of other transmitted Acquisition Indicators
	-
	0

	AICH_Ec/Ior
	dB
	-10

	PICH_Ec/Ior
	dB
	-15

	OCNS_Ec/Ior when an AI is not transmitted
	dB
	-0,941

	OCNS_Ec/Ior when an AI is transmitted
	dB
	-1,516
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	dBm/3.84 MHz
	-70 

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	AWGN 


The test parameters "System Information Block (SIB) type 5 (ASC #0)" defined in clause 6.1 of TS 34.108 [3], shall be used in all random access tests (see note). Crucial parameters for the test requirements are repeated in tables 8.4.2.1.2 and A.8.4.3.1.3 and these overrule the parameters defined in SIB type 5.
NOTE:
A parameter of AC-to-ASC mapping(AC0-9) in SIB5 of clause 6.1 of TS 34.108 [3] shall be set to 0 in the case of all random access tests. The EFACC of Type A, which is specified in clause 8.3.2.15 of TS 34.108 [3], shall be selected.

Table 8.4.2.1.2: UE parameters for Random Access test

	Parameter
	Unit
	Value

	Access Service Class (ASC#0)
 
‑ Persistence value 
	

0..1
	 

1

	Maximum number of preamble ramping cycles (Mmax). 
	
	2

	Maximum number of preambles in one preamble ramping cycle 
(Preamble Retrans Max)
	
	12

	The backoff time TB01
 NB01min=NB01max
	ms
#TTI

	N/A
10


	Power step when no acquisition indicator is received 
(Power offset P0)
	dB
	3

	Power offset between the last transmitted preamble and the control part of the message (Power offset P p-m)
	dB
	0

	Maximum allowed UL TX power
	dBm
	0


Table 8.4.2.1.3: SS parameters for Random Access test

	Parameter
	Unit
	Value

	Primary CPICH DL TX power 
	dBm
	-8

	UL interference
	dBm
	-102

	SIR in open loop power control (Constant value)
	dB
	0

	AICH Power Offset
	dB
	0


8.4.2.1.4.2
Procedure 

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.

2) Measure the first PRACH preamble output power, the each power difference for preamble ramping and the power difference between 10th preamble PRACH and message part of the UE according to annex B.
3)
Measure the number of the preamble part and the message part by using a spectrum analyzer.

8.4.2.1.5
Test requirements

The absolute power and the relative power shall meet the requirements in the minimum requirements in clause 8.4.2.1.2.

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.2
Correct behaviour when receiving an NACK
8.4.2.2.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.2.2
Minimum Requirements

The UE shall stop transmitting preambles upon a NACK on the AICH has been received and then repeat the ramping procedure when the back off timer TB01 expires.
The UE shall transmit 10 preambles in the first ramping cycle and no transmission shall be done by the UE within 100 ms after the NACK has been transmitted by the SS. Then the UE shall start the second preamble ramping cycle.
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.2.
8.4.2.2.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements.
8.4.2.2.4
Method of test

8.4.2.2.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.
1)
Connect the SS to the UE antenna connector as shown in figure A.8. A spectrum analyzer is set to 0 span mode. 

2) A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that an NACK on the AICH shall be transmitted after 10 preambles have been received by the SS.

See TS 34.108 [3] for details regarding generic call setup procedure.
8.4.2.2.4.2
Procedure

1) Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.
2) Measure the number of the preamble part and the time delay between 10th preamble in the first ramping cycle and first preamble in the second ramping cycle by using a spectrum analyzer.

8.4.2.2.5
Test requirements

The UE shall stop transmitting preambles upon a NACK on the AICH has been received and then repeat the ramping procedure when the back off timer TB01 expires.
The UE shall transmit 10 preambles in the first ramping cycle and no transmission shall be done by the UE within 100 ms after the NACK has been transmitted by the SS. Then the UE shall start the second preamble ramping cycle.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.3
Correct behaviour at Time-out

8.4.2.3.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.3.2
Minimum Requirements

The UE shall stop transmit preambles when reaching the maximum number of preambles allowed in a cycle. The UE shall then repeat the ramping procedure until the maximum number of preamble ramping cycles are reached. No ACK/NACK shall be sent by SS during this test.
The UE shall transmit 2 preambles cycles, consisting of 12 preambles in each preamble cycle.
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.3.
8.4.2.3.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements.
8.4.2.3.4
Method of test

8.4.2.3.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.
1) Connect the SS to the UE antenna connector as shown in figure A.8. A spectrum analyzer is set to 0 span mode. 
2) A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that SS shall transmit no AICH.
See TS 34.108 [3] for details regarding generic call setup procedure.
8.4.2.3.4.2
Procedure

1) Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.
2) Measure the number of the preamble part by using a spectrum analyzer.

8.4.2.3.5
Test requirements

The UE shall stop transmit preambles when reaching the maximum number of preambles allowed in a cycle. The UE shall then repeat the ramping procedure until the maximum number of preamble ramping cycles are reached. No ACK/NACK shall be sent by SS during this test.
The UE shall transmit 2 preambles cycles, consisting of 12 preambles in each preamble cycle.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.4
Correct behaviour when reaching maximum transmit power
8.4.2.4.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.4.2
Minimum Requirements

The UE shall not exceed the maximum allowed UL TX power configured by the SS. No ACK/NACK shall be sent by SS during this test.
The absolute power of any preambles belonging to the first or second preamble cycle shall not exceed 0 dBm +/-[ ] dB (or +/- [ ] dB in extreme conditions).
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.4.
8.4.2.4.3
Test purpose

The purpose of this test is to verify that the PRACH power settings are within specified limits.
8.4.2.4.4
Method of test

8.4.2.4.4.1
Initial condition
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.
1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that SS shall transmit no AICH.
See TS 34.108 [3] for details regarding generic call setup procedure.
8.4.2.4.4.2
Procedure

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.
2)
Measure the all PRACH preamble output power of the UE according to annex B.
8.4.2.4.5
Test requirements

The UE shall not exceed the maximum allowed UL TX power configured by the SS. No ACK/NACK shall be sent by SS during this test.
The absolute power of any preambles belonging to the first or second preamble cycle shall not exceed 0 dBm +/-[] dB (or +/- [] dB in extreme conditions).

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.3
Transport format combination selection in UE
8.4.3.1
Interactive or Background, PS, UL: 64 kbps
8.5
Timing and Signalling Characteristics

8.5.1
UE Transmit Timing

8.5.1.1
Definition and applicability

The UE transmit timing is defined as the timing of the uplink DPCCH/DPDCH frame relative to the first significant path of the corresponding downlink DPCCH/DPDCH frame. The reference point is the antenna connector of the UE. 

The requirements and this test apply to all types of UTRA of the FDD UE.

8.5.1.2
Minimum requirements

The UE transmission timing error shall be less than or equal to (1.5 chips. The reference point for the UE initial transmit timing control requirement shall be the time when the first significant path of the corresponding downlink DPCCH/DPDCH frame is received plus T0 chips. T0 is defined in TS25.211 [19].

The UE shall be capable of changing the transmission timing according the received downlink DPCCH/DPDCH frame. The maximum amount of the timing change in one adjustment shall be ¼ chip.
The minimum adjustment rate shall be 233ns per second. The maximum adjustment rate shall be ¼ chip per 200ms. In particular, within any given 200 ms period, the UE transmit timing shall not change in excess of (¼ chip from the timing at the beginning of this 200ms period.
The normative reference for this requirement is TS 25.133 [2] clause 7.1.2.

8.5.1.3
Test purpose

The purpose of this test is to verify that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the limits specified in 8.5.1.2.
8.5.1.4
Method of test

8.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
For this test, two cells on the same frequency are used.
1)
Connect the test system to the UE antenna connector as shown in figure A.1.
2)
A call is set up with Cell 1 according to the Generic call setup procedure. The test parameters are set up according to table 8.5.1.1. 
Table 8.5.1.1: Test parameters for UE Transmit Timing requirements

	Parameter
	Unit
	Level

	DPCH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-17

	CPICH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-10

	PCCPH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-12

	SCH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-12

	PICH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-15

	OCNS_Ec/ Ior, Cell 1 and Cell 2
	dB
	-1.05

	Îor, Cell 1
	dBm/3.84 MHz
	-96

	Îor,  Cell 2
	dBm/3.84 MHz
	-99

	Information data rate
	kbps
	12.2

	Relative delay of path received from cell 2 with respect to cell 1
	(s
	+/-2

	Propagation condition
	AWGN


8.5.1.4.2
Procedure

a)
After a connection is set up with cell 1, the test system shall verify that the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

b)
Test system introduces cell 2 into the test system at delay +2 (s from cell 1.

c)
Test system verifies that cell 2 is added to the active set.

d)
Test system shall verify that the UE transmit timing offset is still within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

e)
Test system switches Tx timing of cell 2 to a delay of -2 (s with respect to cell 1.

f)
Test system verifies cell 2 remains in the active set.

g)
Test system shall verify that the UE transmit timing offset is still within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

h)
Test system stops sending cell 1 signals.

i)
Test system verifies that the UE does not start to adjust its Tx timing to cell 2 before it receives an active set update message notifying the UE that cell 1 is deleted from the active set.

j)
Test system verifies that UE transmit timing adjustment starts with an adjustment step size and an adjustment rate according to the requirements in section 8.5.1.2 until the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

k)
Test system shall verify that the UE transmit timing offset stays within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

l)
Test system starts sending cell 1 signal again with its original timing.

m)
Test system verifies that cell 1 is added to the active set.

n)
Test system verifies that the UE transmit timing is still within T0 ( 1.5chips with respect to the first significant path of the downlink DPCCH/DPDCH of cell 2.
o)
Test system stops sending cell 2 signals.

p)
Test system verifies that the UE does not start to adjust its Tx timing to cell 1 before it receives an active set update message notifying the UE that cell 2 shall be deleted from the active set.

q)
Test system verifies that UE transmit timing adjustment starts with an adjustment step size and an adjustment rate according to the requirements in section 8.5.1.2 until the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

r)
Test system shall verify that the UE transmit timing offset stays within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

8.5.1.5
Test requirements

1)
In step a), d) and g), UE transmit timing offset shall be within T0 (1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.
2)
In step j), the adjustment step size and adjustment rate shall meet the requirements specified in 8.5.1.2 until the UE transmit timing offset is within T0 (1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

3)
In step k) and n), UE transmit timing offset shall be within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.
4)
In step q), the adjustment step size and adjustment rate shall meet the requirements specified in 8.5.1.2 until the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.
5)
In step r), UE transmit timing offset shall be within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.
NOTE 1: 
The above Test Requirement differs from the Test Requirement of TS 25.133 [2] clause A7.1.2, from which the requirements for the test system are subtracted to give the above Test Requirement.
NOTE 2: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.6
UE Measurements Procedures

8.6.1
FDD intra frequency measurements


8.6.1.1
Event triggered reporting in AWGN propagation conditions

Void

8.6.1.2
Event triggered reporting of multiple neighbours in AWGN propagation condition

Void

8.6.1.3
Event triggered reporting of two detectable neighbours in AWGN propagation condition

Void

8.6.1.4
Correct reporting of neighbours in fading propagation condition

Void

8.6.2
FDD inter frequency measurements

8.6.2.1
Correct reporting of neighbours in AWGN propagation condition

Void

8.6.2.2
Correct reporting of neighbours in Fading propagation condition

Void

8.6.3
TDD measurements

8.6.3.1
Correct reporting of TDD neighbours in AWGN propagation condition
Void
8.6.4 GSM measurements

8.6.4.1
Correct reporting of GSM neighbours in AWGN propagation condition
8.7
Measurements Performance Requirements

Unless explicitly stated:

-
Reported measurements shall be within defined range in 90 % of the cases.

-
Measurement channel is 12.2 kbps as defined in Annex C, sub-clause C.3.1. This measurement channel is used both in active cell and cells to be measured.

-
Physical channels used as defined in Annex E.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.

8.7.1
CPICH RSCP

8.7.1.1
Intra frequency measurements accuracy

8.7.1.1.1
Absolute accuracy requirement

8.7.1.1.1.1
Definition and applicability

The absolute accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the actual CPICH RSCP power from same cell.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.1.1 are valid under the following conditions:

-
CPICH_RSCP1 ( -114 dBm.

-
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Table 8.7.1.1.1.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	(6 
	(9
	-94...-70

	
	dBm
	(8 
	(11
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.1 and A.9.1.1.2.

8.7.1.1.1.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP absolute measurement accuracy is within the specified limits in clause 8.7.1.1.1.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.1.1.4
Method of test

8.7.1.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency absolute accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

Table 8.7.1.1.1.2: CPICH RSCP Intra frequency test parameters 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-75.54
	-59.98
	-97.52

	Îor/Ioc
	dB
	4
	0
	9
	0
	0
	-6.53

	CPICH RSCP, Note 1
	dBm
	-81.5
	-85.5
	-60.98
	-69.88
	-107.5
	-114.0

	Io, Note 1
	dBm/3.84 MHz
	-69
	-50
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1) A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.1.1.2.

8.7.1.1.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_RSCP value in MEASUREMENT REPORT messages. CPICH RSCP power of Cell 1 reported by UE is compared to actual CPICH RSCP power for each MEASUREMENT REPORT message.

4)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated.

5)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Intra-frequency measurement

  -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode
-Additional measurements list
	1
Modify

Not Present

0

FDD

CPICH RSCP
No report

TRUE

TRUE

FDD

TRUE

TRUE

TRUE

No report

FALSE

TRUE

FDD

TRUE 

TRUE

TRUE

Not Present

Report all active set cells + cells within monitored set on used frequency

2
Not Present

Periodical reporting criteria
Infinity

250 ms
AM RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.1.1.1.5
Test requirements

The CPICH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.1.1.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.1.1.2
Relative accuracy requirement

8.7.1.1.2.1
Definition and applicability

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on the same frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.2.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.1.1.2.1: CPICH_RSCP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	(3
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.2 and A.9.1.1.2.

8.7.1.1.2.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP relative measurement accuracy is within the specified limits in clause 8.7.1.1.2.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.1.2.4
Method of test

8.7.1.1.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.1.1.2.

8.7.1.1.2.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. CPICH RSCP power value measured from Cell 1 is compared to CPICH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

4)
The result of step 3) is compared to actual power level difference of CPICH RSCP of Cell 1 and Cell 2.

5)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated.

6)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

7)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents 

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement in clause 8.7.1.1.1.4.2 is used. 

MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.1.1.2.5
Test requirements

The CPICH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.1.2.2.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.1.2
Inter frequency measurement accuracy


8.7.1.2.1
Relative accuracy requirement

8.7.1.2.1.1
Definition and applicability

The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on a different frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.2.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.2.1.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.1.2.1.1: CPICH_RSCP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	(6
	(6
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.2.1 and A.9.1.1.2.

8.7.1.2.1.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP relative measurement accuracy is within the specified limits in clause 8.7.1.2.1.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.2.1.4
Method of test

8.7.1.2.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 [14 slots is FFS]. CPICH RSCP inter frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.2.1.2.

Table 8.7.1.2.1.2: CPICH RSCP Inter frequency tests parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-60.00
	-60.00
	-84.00
	-94.46

	Îor/Ioc
	dB
	9.54
	9.54
	0
	-9.54

	CPICH RSCP, Note 1
	dBm
	-60.46
	-60.46
	-94.0
	-114.0

	Io, Note 1
	dBm/3.84 MHz
	-50.00
	-50.00
	-81.0
	-94.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.2.1.2.

8.7.1.2.1.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check CPICH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. CPICH RSCP power value measured from Cell 1 is compared to CPICH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

6)
The result of step 5) is compared to actual power level difference of CPICH RSCP of Cell 1 and Cell 2.

7)
SS shall count number of  MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.2.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated. 

8)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 1):

	Information Element
	Value/Remark

	Message Type
	

	UE Information Elements

-RRC transaction identifier

-Integrity check info

-Integrity protection mode info

-Ciphering mode info

-Activation time

-New U-RNTI

-New C-RNTI

-RRC State Indicator

-UTRAN DRX cycle length coefficient
	0

Not Present
Not Present
Not Present
240 CFN

Not Present 

Not Present 

CELL_DCH

Not Present

	CN Information Elements
-CN Information info
	Not Present 

	UTRAN mobility information elements

-URA identity
	Not Present

	RB information elements

-Downlink counter synchronisation info
	Not Present

	PhyCH information elements

-Frequency info
	Not Present

	Uplink radio resources

-Maximum allowed UL TX power
	Not Present

	Downlink radio resources

-CHOICE mode

 -Downlink PDSCH information

-Downlink information common for all radio links

 -Downlink DPCH info common for all RL

 -CHOICE mode

  -DPCH compressed mode info

   -Transmission gap pattern sequence

    -TGPSI

    -TGPS Status Flag

    -TGCFN

    -Transmission gap pattern sequence configuration parameters

     -TGMP

     -TGPRC

     -TGSN

     -TGL1

     -TGL2

     -TGD

     -TGPL1

     -TGPL2

     -RPP

     -ITP

     -CHOICE UL/DL mode

      -Downlink compressed mode method

      -Uplink compressed mode method

     -Downlink frame type

     -DeltaSIR1

     -DeltaSIRafter1

     -DeltaSIR2

     -DeltaSIRafter2

     -N Identify abort

     -T Reconfirm abort

  -TX Diversity Mode

  -SSDT information

 -Default DPCH Offset Value

-Downlink information per radio link list

 -Downlink information for each radio link

  -Choice mode

   -Primary CPICH info

    -Primary scrambling code

   -PDSCH with SHO DCH Info

   -PDSCH code mapping

  -Downlink DPCH info for each RL

   -CHOICE mode

    -Primary CPICH usage for channel estimation

    -DPCH frame offset

    -Secondary CPICH info

    -DL channelisation code

     -Secondary scrambling code

     -Spreading factor

     -Code number

     -Scrambling code change 

    -TPC combination index

    -SSDT Cell Identity

    -Closed loop timing adjustment mode

  -SCCPCH Information for FACH
	FDD

Not Present

Not Present 

FDD

1

Active

Not Present 

FDD measurement

Not present 

4

7

Not Present 

0

3

Not Present

Mode 0

Mode 0

UL and DL
SF/2

SF/2

B

3.0

3.0

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present

FDD

100

Not Present 

Not Present

FDD
Primary CPICH may be used

0

Not Present

Not Present

64

63

No code change

0

Not Present 

Not Present

Not Present 


MEASUREMENT CONTROL message for Inter frequency measurement (step 3): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

    -Remove all inter-frequency cells

    -Remove some inter-frequency cells

     -Removed inter-frequency cells

      -Inter-frequency cell id

    -No inter-frequency cells removed

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode

 -Periodical Reporting / Event Trigger Reporting Mode

-Additional measurements list
	1

Modify

Not Present 

Not Present 

Not Present
Not Present 

Not Present
Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE
TRUE
No report

TRUE 
TRUE 
FDD

TRUE 
TRUE 
TRUE 
Report all active set cells + cells within monitored set on used frequency

2
Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

Acknowledged mode RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info

 -TGPS reconfiguration CFN

 -Transmission gap pattern sequence

  -TGPSI

  -TGPS Status Flag

  -TGCFN
	240

1

Active

Not present


MEASUREMENT REPORT message for Inter frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.1.2.1.5
Test requirements

The CPICH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.2.1.2.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2
CPICH Ec/Io

8.7.2.1
Intra frequency measurements accuracy

8.7.2.1.1
Absolute accuracy requirement

8.7.2.1.1.1
Definition and applicability

The absolute accuracy of CPICH Ec/Io is defined as the CPICH Ec/Io measured from one cell compared to the actual CPICH_Ec/Io power ratio from same cell.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.1.1 are valid under the following conditions:

-
CPICH_RSCP1 ( -114 dBm.

-
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Table 8.7.2.1.1.1: CPICH_Ec/Io Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	(1,5 for ‑14 ( CPICH Ec/Io
(2 for ‑16 ( CPICH Ec/Io < -14
(3 for ‑20 ( CPICH Ec/Io < -16
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.2.1.1.

8.7.2.1.1.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io absolute measurement accuracy is within the specified limits in clause 8.7.2.1.1.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.1.1.4
Method of test

8.7.2.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH Ec/Io intra frequency absolute accuracy requirements are tested by using the test parameters in table 8.7.2.1.1.2.

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	.2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-56.98
	-89.07
	-94.98

	Îor/Ioc
	dB
	3.0
	3.0
	-2.9
	-2.9
	-9.0
	-9.0

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-86
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1) A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.2.1.1.2.

8.7.2.1.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_Ec/No value in MEASUREMENT REPORT messages. According to Table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1, which is compared to the actual CPICH Ec/Io power ratio from the same cell for each MEASUREMENT REPORT message.

4)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated.

5)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Table 8.7.2.1.1.3: CPICH Ec/Io measurement report mapping

	Reported value
	Measured quantity value
	Unit

	CPICH_Ec/No _00
	CPICH Ec/Io < ‑24 
	dB

	CPICH_Ec/No _01
	-24 ( CPICH Ec/Io < ‑23.5
	dB

	CPICH_Ec/No _02
	-23.5 ( CPICH Ec/Io < ‑23
	dB

	…
	…
	…

	CPICH_Ec/No _47
	-1 ( CPICH Ec/Io < -0.5
	dB

	CPICH_Ec/No _48
	-0.5 ( CPICH Ec/Io < 0
	dB

	CPICH_Ec/No _49
	0 ( CPICH Ec/Io
	dB


Specific Message Contents
All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Intra-frequency measurement

  -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode
-Additional measurements list
	1
Modify

Not Present

0

FDD

CPICH RSCP
No report

TRUE

TRUE

FDD

TRUE

TRUE

TRUE

No report

FALSE

FALSE

FDD

FALSE

FALSE

FALSE

Not Present

Report all active set cells + cells within monitored set on used frequency

2

Not Present

Periodical reporting criteria
Infinity

250 ms
AM RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.2.1.1.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.1.1.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in subclause 8.7.2.1.1.2 as shown in table 8.7.2.1.1.4.

Table 8.7.2.1.1.4: CPICH_Ec/Io Intra frequency absolute accuracy 
	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	-2.7…1.5  for ‑14 ( CPICH Ec/Io
–3.2…2 for ‑16 ( CPICH Ec/Io < -14
–4.2…3 for ‑20 ( CPICH Ec/Io < -16
	-4.2…3
	-94...-87

	
	
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-87...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2.1.2
Relative accuracy requirement

8.7.2.1.2.1
Definition and applicability

The relative accuracy of CPICH Ec/Io is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on the same frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.2.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.2.1.2.1: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	(1,5 for ‑14 ( CPICH Ec/Io
(2 for ‑16 ( CPICH Ec/Io < -14
(3 for ‑20 ( CPICH Ec/Io < -16
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.1.2 and A.9.1.2.2.

8.7.2.1.2.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io relative measurement accuracy is within the specified limits in clause 8.7.2.1.2.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.1.2.4
Method of test

8.7.2.1.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are in the same frequency. CPICH Ec/Io intra frequency relative accuracy requirements are tested by using test parameters in table 8.7.2.1.1.2.

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.2.1.1.2. 

8.7.2.1.2.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_Ec/No value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. According to Table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1 and Cell 2. CPICH_Ec/Io power ratio value measured from Cell 1 is compared to CPICH_Ec/Io power ratio value measured from Cell 2 for each MEASUREMENT REPORT message.

4)
The result of step 3) is compared to actual power level difference of CPICH_Ec/Io of Cell 1 and Cell 2.

5)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated.

6)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

7)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents 

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement in clause 8.7.2.1.1.4.2 is used. 
MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.2.1.2.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.1.2.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.2.2
Inter frequency measurement accuracy

8.7.2.2.1
Absolute accuracy requirement

[TBD]

8.7.2.2.2
Relative accuracy requirement

8.7.2.2.2.1
Definition and applicability

The relative accuracy of CPICH Ec/Io in the inter frequency case is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on a different frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.2.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.2.2.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.2.2.2.1: CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	(1.5 for ‑14 ( CPICH Ec/Io
(2 for ‑16 ( CPICH Ec/Io < -14
(3 for ‑20 ( CPICH Ec/Io < -16
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.2.2 and A.9.1.2.2.

8.7.2.2.2.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io relative measurement accuracy is within the specified limits in clause 8.7.2.2.2.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.2.2.4
Method of test

8.7.2.2.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 [14 slots is FFS]. CPICH Ec/Io inter frequency relative accuracy requirements are tested by using test parameters in Table 8.7.2.2.2.2.

Table 8.7.2.2.2.2: CPICH Ec/Io Inter frequency tests parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-87.27
	-87.27
	-94.46
	-94.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-50
	-86
	-86
	-94
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to Table 8.7.2.2.2.2.

8.7.2.2.2.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check CPICH_Ec/No value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. According to Table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1 and Cell 2. CPICH_Ec/Io power ratio measured from Cell 1 is compared to CPICH_Ec/Io power value measured from Cell 2 for each MEASUREMENT REPORT message.

6)
The result of step 5) is compared to actual power level difference of CPICH_Ec/Io of Cell 1 and Cell 2.

7)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.2.2.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.2.2.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated.

8)
After 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 1):

	Information Element
	Value/Remark

	Message Type
	

	UE Information Elements

-RRC transaction identifier

-Integrity check info

-Integrity protection mode info

-Ciphering mode info

-Activation time

-New U-RNTI

-New C-RNTI

-RRC State Indicator

-UTRAN DRX cycle length coefficient
	0

Not Present
Not Present
Not Present
240 CFN

Not Present 

Not Present 

CELL_DCH

Not Present

	CN Information Elements
-CN Information info
	Not Present 

	UTRAN mobility information elements

-URA identity
	Not Present

	RB information elements

-Downlink counter synchronisation info
	Not Present

	PhyCH information elements

-Frequency info
	Not Present

	Uplink radio resources

-Maximum allowed UL TX power
	Not Present

	Downlink radio resources

-CHOICE mode

 -Downlink PDSCH information

-Downlink information common for all radio links

 -Downlink DPCH info common for all RL

 -CHOICE mode

  -DPCH compressed mode info

   -Transmission gap pattern sequence

    -TGPSI

    -TGPS Status Flag

    -TGCFN

    -Transmission gap pattern sequence configuration parameters

     -TGMP

     -TGPRC

     -TGSN

     -TGL1

     -TGL2

     -TGD

     -TGPL1

     -TGPL2

     -RPP

     -ITP

     -CHOICE UL/DL mode

      -Downlink compressed mode method

      -Uplink compressed mode method

     -Downlink frame type

     -DeltaSIR1

     -DeltaSIRafter1

     -DeltaSIR2

     -DeltaSIRafter2

     -N Identify abort

     -T Reconfirm abort

  -TX Diversity Mode

  -SSDT information

 -Default DPCH Offset Value

-Downlink information per radio link list

 -Downlink information for each radio link

  -Choice mode

   -Primary CPICH info

    -Primary scrambling code

   -PDSCH with SHO DCH Info

   -PDSCH code mapping

  -Downlink DPCH info for each RL

   -CHOICE mode

    -Primary CPICH usage for channel estimation

    -DPCH frame offset

    -Secondary CPICH info

    -DL channelisation code

     -Secondary scrambling code

     -Spreading factor

     -Code number

     -Scrambling code change 

    -TPC combination index

    -SSDT Cell Identity

    -Closed loop timing adjustment mode

  -SCCPCH Information for FACH
	FDD

Not Present

Not Present 

FDD

1

Active

Not Present 

FDD measurement

Not present 

4

7

Not Present 

0

3

Not Present

Mode 0

Mode 0

UL and DL
SF/2

SF/2

B

3.0

3.0

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present

FDD

100

Not Present 

Not Present

FDD
Primary CPICH may be used

0

Not Present

Not Present

64

63

No code change

0

Not Present 

Not Present

Not Present 


MEASUREMENT CONTROL message for Inter frequency measurement (step 3): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

    -Remove all inter-frequency cells

    -Remove some inter-frequency cells

     -Removed inter-frequency cells

      -Inter-frequency cell id

    -No inter-frequency cells removed

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode

 -Periodical Reporting / Event Trigger Reporting Mode

-Additional measurements list
	1

Modify

Not Present 

Not Present 

Not Present
Not Present 

Not Present
Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE
TRUE
No report

TRUE 
TRUE 
FDD

TRUE 
TRUE 
TRUE 
Report all active set cells + cells within monitored set on used frequency

2
Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

Acknowledged mode RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info

 -TGPS reconfiguration CFN

 -Transmission gap pattern sequence

  -TGPSI

  -TGPS Status Flag

  -TGCFN
	240

1

Active

Not present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.2.2.2.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.2.2.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in clause 8.7.2.2.2.2 as shown in table 8.7.2.2.2.3.

Table 8.7.2.2.2.3: CPICH_Ec/Io Inter frequency relative accuracy
	
	
	Accuracy [dB]
	Conditions

	Parameter
	Unit
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	-2.7…1.5  for ‑14 ( CPICH Ec/Io
–3.2…2 for ‑16 ( CPICH Ec/Io < -14
–4.2…3 for ‑20 ( CPICH Ec/Io < -16
	-4.2…3
	-94...-87

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-87...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.3
UTRA Carrier RSSI

NOTE:
This measurement is for Inter-frequency handover evaluation.

8.7.3.1
Absolute measurement accuracy requirement

8.7.3.1.1
Definition and applicability

The absolute accuracy of UTRA Carrier RSSI is defined as the UTRA Carrier RSSI measured from one frequency compared to the actual UTRA Carrier RSSI power of that same frequency. 

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.3.1.2
Minimum Requirements

Table 8.7.3.1.1: UTRA Carrier RSSI Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 4
	( 7
	-94...-70

	
	dBm
	( 6 
	( 9
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.1.

8.7.3.1.3
Test purpose

The purpose of this test is to verify that the UTRA Carrier RSSI measurement is within the specified limits. This measurement is for inter-frequency handover evaluation.

8.7.3.1.4
Method of test

8.7.3.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, Set 1 of table C.5.2 [14 slots is FFS]. UTRA Carrier RSSI absolute accuracy requirements are tested by using test parameters in table 8.7.3.1.2.
Table 8.7.3.1.2: UTRA Carrier RSSI Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-70.27
	-70.27
	-94.46
	-94.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-50
	-69
	-69
	-94
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.3.1.2.

8.7.3.1.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check UTRA carrier RSSI value of Channel 2 in MEASUREMENT REPORT messages. UTRA carrier RSSI power of Channel 2 reported by UE is compared to actual UTRA Carrier RSSI value of Channel 2  for each MEASUREMENT REPORT message.

6)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 5) above is repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 5) above is repeated. 

7)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

8)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 1):

	Information Element
	Value/Remark

	Message Type
	

	UE Information Elements

-RRC transaction identifier

-Integrity check info

-Integrity protection mode info

-Ciphering mode info

-Activation time

-New U-RNTI

-New C-RNTI

-RRC State Indicator

-UTRAN DRX cycle length coefficient
	0

Not Present
Not Present
Not Present
240 CFN

Not Present 

Not Present 

CELL_DCH

Not Present

	CN Information Elements
-CN Information info
	Not Present 

	UTRAN mobility information elements

-URA identity
	Not Present

	RB information elements

-Downlink counter synchronisation info
	Not Present

	PhyCH information elements

-Frequency info
	Not Present

	Uplink radio resources

-Maximum allowed UL TX power
	Not Present

	Downlink radio resources

-CHOICE mode

 -Downlink PDSCH information

-Downlink information common for all radio links

 -Downlink DPCH info common for all RL

 -CHOICE mode

  -DPCH compressed mode info

   -Transmission gap pattern sequence

    -TGPSI

    -TGPS Status Flag

    -TGCFN

    -Transmission gap pattern sequence configuration parameters

     -TGMP

     -TGPRC

     -TGSN

     -TGL1

     -TGL2

     -TGD

     -TGPL1

     -TGPL2

     -RPP

     -ITP

     -CHOICE UL/DL mode

      -Downlink compressed mode method

      -Uplink compressed mode method

     -Downlink frame type

     -DeltaSIR1

     -DeltaSIRafter1

     -DeltaSIR2

     -DeltaSIRafter2

     -N Identify abort

     -T Reconfirm abort

  -TX Diversity Mode

  -SSDT information

 -Default DPCH Offset Value

-Downlink information per radio link list

 -Downlink information for each radio link

  -Choice mode

   -Primary CPICH info

    -Primary scrambling code

   -PDSCH with SHO DCH Info

   -PDSCH code mapping

  -Downlink DPCH info for each RL

   -CHOICE mode

    -Primary CPICH usage for channel estimation

    -DPCH frame offset

    -Secondary CPICH info

    -DL channelisation code

     -Secondary scrambling code

     -Spreading factor

     -Code number

     -Scrambling code change 

    -TPC combination index

    -SSDT Cell Identity

    -Closed loop timing adjustment mode

  -SCCPCH Information for FACH
	FDD

Not Present

Not Present 

FDD

1

Active

Not Present 

FDD measurement

Not present 

4

7

Not Present 

0

3

Not Present

Mode 0

Mode 0

UL and DL
SF/2

SF/2

B

3.0

3.0

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present

FDD

100

Not Present 

Not Present

FDD
Primary CPICH may be used

0

Not Present

Not Present

64

63

No code change

0

Not Present 

Not Present

Not Present 


MEASUREMENT CONTROL message for Inter frequency measurement (step 3): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

    -Remove all inter-frequency cells

    -Remove some inter-frequency cells

     -Removed inter-frequency cells

      -Inter-frequency cell id

    -No inter-frequency cells removed

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode

 -Periodical Reporting / Event Trigger Reporting Mode

-Additional measurements list
	1

Modify

Not Present 

Not Present 

Not Present
Not Present 

Not Present
Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE
TRUE
Type 1

TRUE 
TRUE 
FDD

TRUE 
TRUE 
TRUE 
Report all active set cells + cells within monitored set on used frequency

2
Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

Acknowledged mode RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info

 -TGPS reconfiguration CFN

 -Transmission gap pattern sequence

  -TGPSI

  -TGPS Status Flag

  -TGCFN
	240

1

Active

Not present


MEASUREMENT REPORT message for Inter frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.3.1.5
Test requirements

The UTRA Carrier RSSI absolute measurement accuracy shall meet the requirements in clause 8.7.3.1.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in subclause 8.7.3.1.2 as shown in table 8.7.3.1.3.

Table 8.7.3.1.3: UTRA Carrier RSSI absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	-4…5.2
	-7…8.2
	-94…-87

	
	dBm
	( 4
	( 7
	-87...-70

	
	dBm
	( 6 
	( 9
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

 NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.3.2
Relative measurement accuracy requirement

8.7.3.2.1
Definition and applicability

The relative accuracy requirement is defined as the UTRA Carrier RSSI measured from one frequency compared to the UTRA Carrier RSSI measured from another frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.3.2.2
Minimum Requirements

The accuracy requirements in table 8.7.3.2.1 are valid under the following condition:


| Channel 1_Io|dBm/3.84 MHz ‑Channel 2_Io|dBm/3.84 MHz | < 20 dB.

Table 8.7.3.2.1: UTRA Carrier RSSI Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 7
	( 11
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.2.

8.7.3.2.3
Test purpose

The purpose of this test is to verify that the UTRA Carrier RSSI measurement is within the specified limits. This measurement is for inter-frequency handover evaluation.

8.7.3.2.4
Method of test

8.7.3.2.4.1

Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, Set 1 of table C.5.2 [14 slots is FFS]. UTRA Carrier RSSI relative accuracy requirements are tested by using test parameters in table 8.7.3.1.2.

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.3.1.2.

8.7.3.2.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check UTRA carrier RSSI value of Channel 1 and Channel 2 in MEASUREMENT REPORT messages. UTRA carrier RSSI power value measured from Channel 1 is compared to UTRA carrier RSSI power value measured from Channel 2 for each MEASUREMENT REPORT message.

6)
The result of step 5) is compared to actual power level difference of UTRA Carrier RSSI of Channel 1 and Channel 2.

7)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated.

8)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents 

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message and MEASUREMENT CONTROL message for Inter frequency measurement in clause 8.7.3.1.4.2 is used.

MEASUREMENT REPORT message for inter – frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.3.2.5
Test requirements

The UTRA Carrier RSSI relative measurement accuracy shall meet the requirements in clause 8.7.3.2.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in clause 8.7.3.2.2 as shown in table 8.7.3.2.2.

Table 8.7.3.2.2: UTRA Carrier RSSI relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	-4…5.2
	-7…8.2
	-94…-87

	
	dBm
	( 4
	( 7
	-87...-70

	
	dBm
	( 6 
	( 9
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.3A
GSM Carrier RSSI

8.7.3B
Transport channel BLER

8.7.3C
UE transmitted power
8.7.4
SFN-CFN observed time difference

8.7.4.1
Intra frequency measurement requirement

8.7.4.1.1
Definition and applicability

The intra frequency SFN-CFN observed time difference is defined as the SFN-CFN observed time difference from the active cell to a neighbour cell that is in the same frequency. This measurement is specified in clause 5.1.8 of TS 25.215 [22].
The reference point for the SFN-CFN observed time difference shall be the antenna connector of the UE.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.4.1.2
Minimum requirements

The accuracy requirement in Table 8.7.4.1.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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 is low enough to ensure successful SFN decoding.

Table 8.7.4.1.1

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm]

	SFN-CFN observed time difference
	chip
	( 1 
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.7.1 and A.9.1.4.2.

8.7.4.1.3
Test Purpose

The purpose of this test is to verify that the SFN-CFN observed time difference measurement accuracy is within the specified limits in the clause 8.7.4.1.2. This measurement is for handover timing purposes to identify active cell and neighbour cell time difference.

8.7.4.1.4
Method of test

8.7.4.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

In this case all cells are in the same frequency. Table 8.7.4.1.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.4.1.2: SFN-CFN observed time difference Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	dBm
	-50
	-72
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1) A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.4.1.2.

8.7.4.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT message.

3)
SS shall check "OFF" and "Tm" values in MEASUREMENT REPORT message and calculate SFN-CFN observed time difference value according to the definition in clause 5.1.8 of TS 25.215 [22].  This value shall be compared to the actual SFN-CFN observed time difference value for each MEASUREMENT REPORT message.

4)
SS shall count the number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.4.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.4.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated.
5)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.
6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.
Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message for intra frequency measurement
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Intra-frequency measurement

  -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode
-Additional measurements list
	1
Modify

Not Present

0

FDD

CPICH RSCP
No report

TRUE

TRUE

FDD

TRUE

TRUE

TRUE

No report

TRUE

TRUE

FDD

TRUE 

TRUE

TRUE

Not Present

Report all active set cells + cells within monitored set on used frequency

2
Not Present

Periodical reporting criteria
Infinity

250 ms
AM RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.
8.7.4.1.5
Test requirements

The SFN-CFN observed time difference measurement accuracy shall meet the requirements in clause 8.7.4.1.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.4.2
Inter frequency measurement requirement

8.7.4.2.1
Definition and applicability

The inter frequency SFN-CFN observed time difference is defined as the SFN-CFN time difference from the active cell to a neighbour cell that is in a different frequency. This measurement is specified in clause 5.1.8 of TS 25.215 [22].
The reference point for the SFN-CFN observed time difference shall be the antenna connector of the UE.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.4.2.2
Minimum requirements

The accuracy requirement in table 8.7.4.2.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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Table 8.7.4.2.1

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm]

	SFN-CFN observed time difference
	chip
	( 1
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.7.2 and A.9.1.4.2.

8.7.4.2.3
Test purpose

The purpose of this test is to verify that the SFN-CFN observed time difference measurement accuracy is within the specified limits in the clause 8.7.4.2.2. This measurement is for handover timing purposes to identify active cell and neighbour cell time difference.

8.7.4.2.4
Method of test

8.7.4.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.
In this test case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2. Table 8.7.4.2.2 defines the limits of signal strengths and code powers, where the requirement is applicable.

Table 8.7.4.2.2: SFN-CFN observed time difference Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.1
	10.1
	10.1

	Ioc
	dBm/ 3.84 MHz
	Io –10.6 dB = Ioc, Note 1
	Io –10.6 dB = Ioc, Note 1
	Io –10.6 dB = Ioc, Note 1

	Io
	dBm
	-50
	-72
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted in each carrier frequency according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.4.2.2.

8.7.4.2.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check "OFF" and "Tm" values in MEASUREMENT REPORT message and calculate SFN-CFN observed time difference value according to the definition in clause 5.1.8 of TS 25.215 [22].  This value shall be compared to the actual SFN-CFN observed time difference value for each MEASUREMENT REPORT message.
6)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.4.2.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.4.2.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 4) and 5) above are repeated.

7)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

8)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for inter frequency measurement

	Information Element
	Value/Remark

	Message Type
	

	UE Information Elements

-RRC transaction identifier

-Integrity check info

-Integrity protection mode info

-Ciphering mode info

-Activation time

-New U-RNTI

-New C-RNTI

-RRC State Indicator

-UTRAN DRX cycle length coefficient
	0

Not Present
Not Present
Not Present
240 CFN

Not Present 

Not Present 

CELL_DCH

Not Present

	CN Information Elements
-CN Information info
	Not Present 

	UTRAN mobility information elements

-URA identity
	Not Present

	RB information elements

-Downlink counter synchronisation info
	Not Present

	PhyCH information elements

-Frequency info
	Not Present

	Uplink radio resources

-Maximum allowed UL TX power
	Not Present

	Downlink radio resources

-CHOICE mode

 -Downlink PDSCH information

-Downlink information common for all radio links

 -Downlink DPCH info common for all RL

 -CHOICE mode

  -DPCH compressed mode info

   -Transmission gap pattern sequence

    -TGPSI

    -TGPS Status Flag

    -TGCFN

    -Transmission gap pattern sequence configuration parameters

     -TGMP

     -TGPRC

     -TGSN

     -TGL1

     -TGL2

     -TGD

     -TGPL1

     -TGPL2

     -RPP

     -ITP

     -CHOICE UL/DL mode

      -Downlink compressed mode method

      -Uplink compressed mode method

     -Downlink frame type

     -DeltaSIR1

     -DeltaSIRafter1

     -DeltaSIR2

     -DeltaSIRafter2

     -N Identify abort

     -T Reconfirm abort

  -TX Diversity Mode

  -SSDT information

 -Default DPCH Offset Value

-Downlink information per radio link list

 -Downlink information for each radio link

  -Choice mode

   -Primary CPICH info

    -Primary scrambling code

   -PDSCH with SHO DCH Info

   -PDSCH code mapping

  -Downlink DPCH info for each RL

   -CHOICE mode

    -Primary CPICH usage for channel estimation

    -DPCH frame offset

    -Secondary CPICH info

    -DL channelisation code

     -Secondary scrambling code

     -Spreading factor

     -Code number

     -Scrambling code change 

    -TPC combination index

    -SSDT Cell Identity

    -Closed loop timing adjustment mode

  -SCCPCH Information for FACH
	FDD

Not Present

Not Present 

FDD

1

Active

Not Present

FDD measurement

Not present 

4

7

Not Present 

0

3

Not Present

Mode 0

Mode 0

UL and DL
SF/2

SF/2

B

3.0

3.0

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present

FDD

100

Not Present 

Not Present

FDD
Primary CPICH may be used

0

Not Present

Not Present

64

63

No code change

0

Not Present 

Not Present

Not Present 


MEASUREMENT CONTROL message for Inter frequency measurement

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

    -Remove all inter-frequency cells

    -Remove some inter-frequency cells

     -Removed inter-frequency cells

      -Inter-frequency cell id

    -No inter-frequency cells removed

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode

 -Periodical Reporting / Event Trigger Reporting Mode

-Additional measurements list
	1

Modify

Not Present 

Not Present 

Not Present
Not Present 

Not Present
Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE
TRUE
No report

TRUE 
TRUE 
FDD

TRUE 
TRUE 
TRUE 
Report all active set cells + cells within monitored set on used frequency

2
Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

Acknowledged mode RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info

 -TGPS reconfiguration CFN

 -Transmission gap pattern sequence

  -TGPSI

  -TGPS Status Flag

  -TGCFN
	240

1

Active

Not present


MEASUREMENT REPORT message for Inter frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.4.2.5
Test requirements

The SFN-CFN observed time difference measurement accuracy shall meet the requirements in clause 8.7.4.2.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.5
SFN-SFN observed time difference

8.7.5.1
SFN-SFN observed time difference type 1

8.7.5.1.1
Definition and applicability

This measurement is specified in clause 5.1.9 of TS 25.215 [22]. The reference point for the SFN-SFN observed time difference type 1 shall be the antenna connector of the UE. 
The requirements and this test apply to all types of UTRA for the FDD UE.
8.7.5.1.2

Minimum requirements

The accuracy requirement in table 8.7.5.1.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm.
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 is low enough to ensure successful SFN decoding.

Table 8.7.5.1.1

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm]

	SFN-SFN observed time difference type1
	chip
	( 1
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.1.1 and A.9.1.5.1.2.
8.7.5.1.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of SFN-SFN observed time difference type 1 is within the limit specified in clause 8.7.5.1.2. This measurement is for identifying time difference between two cells.

8.7.5.1.4
Method of test

8.7.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

1)
Connect SS to the UE antenna connector as shown in figure A.1
2)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The  RF parameters for Test 1 are set up according to Table 8.7.5.1.2.
In this case all cells are in the same frequency. Table 8.7.5.1.2  defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.5.1.2: SFN-SFN observed time difference type 1 Intra frequency test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	dBm
	-50
	-72
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.5.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT message.

3)
SS shall check “SFN-SFN observed time difference type 1” value in MEASUREMENT REPORT message.  The reported value shall be compared to actual SFN-SFN observed time difference type 1 value for each MEASUREMENT REPORT message.

4)
SS shall count the number of MEASUREMENT REPORT messages transmitted by UE. After 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.5.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated. After further 1000 MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.5.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated.
5)
After further 1000 MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.
6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3] and in Annex A of 34.123-1 [21], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Intra-frequency measurement

  -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode
-Additional measurements list
	1
Modify

Not Present

0

FDD

CPICH RSCP
Type 1

TRUE

TRUE

FDD

TRUE

TRUE

TRUE

Type 1

TRUE

TRUE

FDD

TRUE

TRUE

TRUE

Not Present

Report all active set cells + cells within monitored set on used frequency

2

Not Present

Periodical reporting criteria
Infinity

250 ms
AM RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.5.1.5
Test requirements

The SFN-SFN observed time difference type 1  accuracy shall meet the requirements in clause 8.7.5.1.2.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.5.2
SFN-SFN observed time difference type 2
8.7.6
UE Rx-Tx time difference

8.7.6.1
UE Rx-Tx time difference type 1

8.7.6.1.1
Definition and applicability

The UE Rx-Tx time difference is defined as the time difference between the UE uplink DPCCH/DPDCH frame transmission and the first detected path (in time) of the downlink DPCH frame from the measured radio link. The reference point of the UE Rx-Tx time difference shall be the antenna connector of the UE. This measurement is specified in clause 5.1.10 of TS 25.215.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.6.1.2
Minimum requirements
Table 8.7.6.1.1

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84Mz]

	UE RX-TX time difference
	chip
	( 1.5  
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.9.1.1 and A.9.1.6.1.2.
8.7.6.1.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of Rx-Tx time difference is within the limit specified in clause 8.7.6.1.2. This measurement is used for call setup purposes to compensate propagation delay of DL and UL. 

8.7.6.1.4
Method of test

8.7.6.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
1)
Connect SS to the UE antenna connector as shown in figure A.1
2)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The  RF parameters are set up according to Table 8.7.6.1.2 for Test 1.

Table 8.7.6.1.2: UE Rx-Tx time difference type 1 intra frequency test parameters
	Parameter 
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –10.9 dB = Ioc, Note 1
	Io –10.9 dB = Ioc, Note 1
	Io –10.9 dB = Ioc, Note 1

	Io
	dBm/3.84 MHz
	-94 
	-72
	 -50

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.


8.7.6.1.4.2
Procedure

1) SS shall transmit MEASUREMENT CONTROL message.

2) UE shall transmit periodically MEASUREMENT REPORT message.

3) SS shall check “UE Rx-Tx time difference type 1” value in MEASUREMENT REPORT message.  The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message.  The comparison should be repeated 1000 times. 

4) The RF parameters are set up according table 8.7.6.1.2 for Test 2.  While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored.  SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.  

5) Step 3) above shall be repeated.

6)  The RF parameters are set up according table 8.7.6.1.2 for Test 3.  While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored.  SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.  

7) Step 3) above shall be repeated.

8) SS shall transmit RRC CONNECTION RELEASE message.

Specific Message Contents
All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3] and Annex A of 34.123-1 [21] with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command
-CHOICE Measurement type

 -UE Internal measurement quantity 

  -CHOICE mode

   -Measurement quantity

  -Filter coefficient 

 -UE Internal reporting quantity 

  -UE Transmitted power

  -CHOICE mode

   -UE Rx-Tx time difference

 -CHOICE report criteria 

  -Amount of reporting

  -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode

	1
Setup

UE Internal measurement

FDD

UE Rx-Tx time difference

0  

FALSE

FDD

TRUE

Periodical reporting criteria

Infinity

250

AM RLC

Periodical reporting



	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.
8.7.6.1.5
Test requirements

The UE Rx-Tx time difference accuracy shall meet the requirements in clause 8.7.6.1.2.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.7
Observed time difference to GSM cell

Void

8.7.8
P-CCPCH RSCP
Void
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