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<Start of modified section>

Table 1: Applicability of tests

Clause
Title
Release
Applicability
Comments

SESSION MANAGEMENT

11.1.1.1
Attach initiated by context activation/QoS Offered by Network is the QoS Requested
R99
C12
UE supporting PS domain services.

11.1.1.2.1
QoS offered by the network is a lower QoS / QoS accepted by UE
R99
C46
UE supporting PS domain services and supporting user settings of minimum QoS.

11.1.1.2.2
QoS offered by the network is a lower QoS / QoS rejected by UE
R99
C46
UE supporting PS domain services and supporting user settings of minimum QoS. 

11.1.2
PDP context activation requested by the network, successful and unsuccessful
R99
C49
UE supporting PS bearer services and supporting network requested PDP context activation and configured in such a way that one or more PDP contexts can be active simultaneously.

11.1.3.1
Abnormal Cases / T3380 Expiry
R99
C12
UE supporting PS domain services.

11.1.3.2
Abnormal Cases / Collision of UE initiated and network requested PDP context activation
R99
C17
UE supporting PS domain services configured in such a way that one or more PDP contexts can be active simultaneously. 

11.1.3.3
Abnormal Cases / Network initiated PDP context activation request for an already activated PDP context (on the UE side)
R99
C12
UE supporting PS domain services.

11.1.4.1.1
Successful secondary PDP context activation procedure initiated by the UE/QoS Offered by Network is the QoS Requested
R99
C12
UE supporting PS domain services.

11.1.4.1.2.1
Successful secondary PDP context activation procedure Initiated by the UE/QoS Offered by Network is a lower QoS/QoS accepted by UE
R99
C46
UE supporting PS domain services and supporting user settings of minimum QoS .

11.1.4.1.2.2
Successful secondary PDP context activation procedure Initiated by the UE/QoS Offered by Network is a lower QoS/QoS rejected by UE
R99
C46
UE supporting PS domain services and supporting user settings of minimum QoS .

11.1.4.1.2.3
Successful secondary PDP context activation procedure Initiated by the UE/LLC SAPI rejected by UE
R99
C12
UE supporting PS domain services.

11.1.4.2
Unsuccessful Secondary PDP Context Activation Procedure Initiated by the UE
R99
C12
UE supporting PS domain services.

11.1.4.3.1
Abnormal cases/T3380 Expiry


R99
C12
UE supporting PS domain services.

11.2.1
Network initiated PDP context modification
R99
C12
UE supporting PS domain services.

11.2.2.1
UE initiated PDP context modification/UE initiated PDP context modification accepted by network
R99
C12
UE supporting PS domain services.

11.2.2.2
UE initiated PDP context modification/UE initiated PDP context modification not accepted by network
R99
C12
UE supporting PS domain services.

11.2.3.1
Abnormal Cases/T3381 Expiry
R99
C12
UE supporting PS domain services.

11.2.3.2
Collision of UE and network initiated PDP context modification procedures
R99
C12
UE supporting PS domain services.

11.3.1
PDP context deactivation initiated by the UE
R99
C12
UE supporting PS domain services.

11.3.2
PDP context deactivation initiated by the network
R99
C12
UE supporting PS domain services.

11.3.3.1
Abnormal cases / T3390 Expiry
R99
C12
UE supporting PS domain services.

11.3.3.2
Abnormal cases / Collision of UE and network initiated PDP context deactivation requests
R99
C12
UE supporting PS domain services.

11.4.1
Error cases
R99
C12
UE supporting PS domain services.

C01
IF A.1/1 THEN R ELSE N/A

C02
IF A.1/2 THEN R ELSE N/A

C03
IF A.1/3 THEN R ELSE N/A

C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

C05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

C06
IF A.1/1 AND A.3/2 THEN R ELSE N/A

C07
IF A.1/1 AND A.20/27 THEN R ELSE N/A

C08
IF A.1/1 AND A.20/28 THEN R ELSE N/A

C09
IF A.1/1 AND NOT A.20/3 THEN R ELSE N/A

C10
IF A.20/4 THEN R ELSE N/A

C11
IF A.20/5 THEN R ELSE N/A

C12
IF A.3/2 THEN R ELSE N/A

C13
IF A.2/1 OR A.2/2 OR A.10/2 THEN R ELSE N/A

C14
IF A.20/4 OR A.20/5 THEN R ELSE N/A

C15
IF A.10/2 THEN R ELSE N/A

C16
IF A.20/1 THEN R ELSE N/A

C17
IF A.3/3 AND A.20/7 THEN R ELSE N/A

C18
IF A.2/3  THEN R ELSE N/A

C19
(void)

C20
IF A.2/4 THEN R ELSE N/A

C21
IF A.20/8 AND A.3/1  THEN R ELSE N/A

C22
IF A.20/9 AND A.3/1 THEN R ELSE N/A

C23
IF A.3/1 THEN R ELSE N/A

C24
IF A.20/11 AND A.3/1 THEN R ELSE N/A

C25
IF A.20/12 AND A.3/1 THEN R ELSE N/A

C26
IF A.2/5 THEN R ELSE N/A

C27
IF A.2/6 THEN R ELSE N/A

C28
IF A.20/8 AND A.3/2  THEN R ELSE N/A

C29
IF A.20/9 AND A.3/2 THEN R ELSE N/A

C30
IF A.3/2 THEN R ELSE N/A

C31
IF A.20/11 AND A.3/2 THEN R ELSE N/A

C32
IF A.20/12 AND A.3/2 THEN R ELSE N/A

C33
IF A.20/13 AND A.3/1 THEN R ELSE N/A

C34
IF A.20/14 AND A.2/4 AND A.3/1 THEN R ELSE N/A

C35
IF A.20/15 AND A.3/1 THEN R ELSE N/A

C36
IF A.20/16 AND A.3/1 THEN R ELSE N/A

C37
IF A.20/13 AND A.3/2 THEN R ELSE N/A

C38
IF A.20/14 AND A.2/6 THEN R ELSE N/A

C39
IF A.20/15 AND A.3/2 THEN R ELSE N/A

C40
IF A.20/16 AND A.3/2 THEN R ELSE N/A

C41
IF (NOT A.20/17) AND (NOT A.20/6) AND A.20/5 THEN R ELSE N/A

C42 
IF A.1/1 AND A.3/2 AND A.20/27 THEN R ELSE N/A

C43  
IF A.1/1 AND (A.18a/9 or A.18a/10) THEN R ELSE N/A

C44  
IF A.1/1 AND A.3/2 AND (A.18a/9 or A.18a/10) THEN R ELSE N/A

C45  
IF A.1/1 AND A.3/2 AND A.20/3 THEN R ELSE N/A

C46  
IF A.3/2 AND A.20/41 THEN R ELSE N/A

C47  
IF A.1/1 AND (A.18a/9 or A.18a/10) AND A.3/2 AND A.20/3 THEN R ELSE N/A

C48  
void

C49  
IF A.3/2 AND A.20/7 AND A.20/10 THEN R ELSE N/A

C50  
IF A.20/37 AND A.1/4 AND (A.1/2 OR A.1/3) THEN R ELSE N/A

C51  
void

C52 
IF (A.1/2 OR A.1/3) AND A.3/2 THEN R ELSE N/A

C53 
IF (A.1/2 OR A.1/3) AND A.20/27 THEN R ELSE N/A

C54 
IF (A.1/2 OR A.1/3) AND A.3/2 AND A.20/27 THEN R ELSE N/A

C55 
void

C56 
IF (A.1/2 OR A.1/3) AND A.1/4 THEN R ELSE N/A

C57 
void

C58 
void

C59 
void

C60 
void

C61 
void

C62 
void

C63 
void

C64 
void

C65 
void

C66 
void

C67 
void

C68 
void

C69 
void

C70 
void

C71 
void

C72 
void

C73 
void

C74 
void

C75 
void

C76 
void

C77 
void

C78 
void

C79 
void

C80 
void

C81 
void

C82 
void

C83 
void

C84 
void

C85 
void

C86 
void

C87 
void

C88
IF A.3/3 THEN R ELSE N/A.

C89  
void

C90 
void

C91 
void

C92 
void

C93
IF A.20/29 THEN R ELSE N/A

C94
IF A.20/29 AND A.20/30 THEN R ELSE N/A

C95
IF (A.1/1 AND A.1/4) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

C96
IF A.2/2 THEN R ELSE N/A

C97
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

C98
IF A.3/1 OR A.3/3 THEN R ELSE N/A.

C99
IF (A.3/1 OR A.3/3) AND A.20/36 THEN R ELSE N/A.

C100
IF (A.3/1 OR A.3/3) AND A.7/30 THEN R ELSE N/A.

C101 
IF A.2/3 AND A.2/4  THEN R ELSE N/A

C102 
IF A.2/5 AND A.2/6  THEN R ELSE N/A

C103
IF A.3/3 AND (NOT A.20/38 ) THEN R ELSE N/A

C104 
IF A.20/37 AND A.1/1 THEN R ELSE N/A

C105
IF A.20/37 AND (A.1/1 AND A.1/4) THEN R ELSE N/A

C106
IF A.1/1 AND A.2/1 AND A.2/2 THEN R ELSE N/A

C107
IF A.1/1 AND A.18c/1 THEN R ELSE N/A

C108
IF A.1/1 AND A.18c/2 THEN R ELSE N/A

C109
IF A.1/1 AND A.18c/3 THEN R ELSE N/A

C110
IF A.1/1 AND A.18c/4 THEN R ELSE N/A

C111
IF A.1/1 AND A.18c/5 THEN R ELSE N/A

C112
IF A.1/1 AND A.18c/6 THEN R ELSE N/A

C113
IF A.1/1 AND A.18c/7 THEN R ELSE N/A

C114
IF A.1/1 AND A.18c/8 THEN R ELSE N/A

C115
IF A.1/1 AND A.18c/9 THEN R ELSE N/A

C116
IF A.1/1 AND A.18c/10 THEN R ELSE N/A

C117
IF A.1/1 AND A.18c/11 THEN R ELSE N/A

C118
IF A.1/1 AND A.18c/12 THEN R ELSE N/A

C119
IF A.1/1 AND A.18c/13.1 THEN R ELSE N/A

C120
IF A.1/1 AND A.18c/13.2 THEN R ELSE N/A

C121
IF A.1/1 AND A.18c/14.1 THEN R ELSE N/A

C122
IF A.1/1 AND A.18c/14.2 THEN R ELSE N/A

C123
IF A.1/1 AND A.18c/15 THEN R ELSE N/A

C124
IF A.1/1 AND A.18c/16 THEN R ELSE N/A

C125
IF A.1/1 AND A.18c/17 THEN R ELSE N/A

C126
IF A.1/1 AND A.18c/18 THEN R ELSE N/A

C127
IF A.1/1 AND A.18c/19 THEN R ELSE N/A

C128
IF A.1/1 AND A.18c/20 THEN R ELSE N/A

C129
IF A.1/1 AND A.18c/21 THEN R ELSE N/A

C130
IF A.1/1 AND A.18c/22 THEN R ELSE N/A

C131
IF A.1/1 AND A.18c/23.1 THEN R ELSE N/A

C132
IF A.1/1 AND A.18c/23.2 THEN R ELSE N/A

C133
IF A.1/1 AND A.18c/23.3 THEN R ELSE N/A

C134
IF A.1/1 AND A.18c/23.4 THEN R ELSE N/A

C135
IF A.1/1 AND A.18c/24.1 THEN R ELSE N/A

C136
IF A.1/1 AND A.18c/25.1 THEN R ELSE N/A

C137
IF A.1/1 AND A.18c/25.2 THEN R ELSE N/A

C138
IF A.1/1 AND A.18c/25.3 THEN R ELSE N/A

C139
IF A.1/1 AND A.18c/25.4 THEN R ELSE N/A

C140
IF A.1/1 AND A.18c/26 THEN R ELSE N/A

C141
IF A.1/1 AND A.18c/27 THEN R ELSE N/A

C142
IF A.1/1 AND A.18c/28 THEN R ELSE N/A

C143
IF A.1/1 AND A.18c/29 THEN R ELSE N/A

C144
IF A.1/1 AND A.18c/30 THEN R ELSE N/A

C145
IF A.1/1 AND A.18c/31.1 THEN R ELSE N/A

C146
IF A.1/1 AND A.18c/31.2 THEN R ELSE N/A

C147
IF A.1/1 AND A.18c/32.1 THEN R ELSE N/A

C148
IF A.1/1 AND A.18c/32.2 THEN R ELSE N/A

C149
IF A.1/1 AND A.18c/33.1 THEN R ELSE N/A

C150
IF A.1/1 AND A.18c/33.2 THEN R ELSE N/A

C151
IF A.1/1 AND A.18c/34.1 THEN R ELSE N/A

C152
IF A.1/1 AND A.18c/34.2 THEN R ELSE N/A

C153
IF A.1/1 AND A.18c/35.1 THEN R ELSE N/A

C154
IF A.1/1 AND A.18c/35.2 THEN R ELSE N/A

C155
IF A.1/1 AND A.18c/36.1 THEN R ELSE N/A

C156
IF A.1/1 AND A.18c/36.2 THEN R ELSE N/A

C157
IF A.1/1 AND A.18c/37.1 THEN R ELSE N/A

C158
IF A.1/1 AND A.18c/37.2 THEN R ELSE N/A

C159
IF A.1/1 AND A.18c/38.1 THEN R ELSE N/A

C160
IF A.1/1 AND A.18c/38.2 THEN R ELSE N/A

C161
IF A.1/1 AND A.18c/38.3 THEN R ELSE N/A

C162
IF A.1/1 AND A.18c/38.4 THEN R ELSE N/A

C163
IF A.1/1 AND A.18c/39.1 THEN R ELSE N/A

C164
IF A.1/1 AND A.18c/39.2 THEN R ELSE N/A

C165
IF A.1/1 AND A.18c/39.3 THEN R ELSE N/A

C166
IF A.1/1 AND A.18c/39.4 THEN R ELSE N/A

C167
IF A.1/1 AND A.18c/40 THEN R ELSE N/A

C168
IF A.1/1 AND A.18c/41 THEN R ELSE N/A

C169
IF A.1/1 AND A.18c/42.1 THEN R ELSE N/A

C170
IF A.1/1 AND A.18c/42.2 THEN R ELSE N/A

C171
IF A.1/1 AND A.18c/43.1 THEN R ELSE N/A

C172
IF A.1/1 AND A.18c/43.2 THEN R ELSE N/A

C173
IF A.1/1 AND A.18c/44.1 THEN R ELSE N/A

C174
IF A.1/1 AND A.18c/44.2 THEN R ELSE N/A

C175
IF A.1/1 AND A.18c/45 THEN R ELSE N/A

C176
IF A.1/1 AND A.18c/46 THEN R ELSE N/A

C177
IF A.1/1 AND A.18c/47 THEN R ELSE N/A

C178
IF A.1/1 AND A.18c/48 THEN R ELSE N/A

C179
IF A.1/1 AND A.18c/49.1 THEN R ELSE N/A

C180
IF A.1/1 AND A.18c/49.2 THEN R ELSE N/A

C181
IF A.1/1 AND A.18c/50.1 THEN R ELSE N/A

C182
IF A.1/1 AND A.18c/50.2 THEN R ELSE N/A

C183
IF A.1/1 AND A.18c/51.1 THEN R ELSE N/A

C184
IF A.1/1 AND A.18c/51.2 THEN R ELSE N/A

C185
IF A.1/1 AND A.18c/52.1 THEN R ELSE N/A

C186
IF A.1/1 AND A.18c/52.2 THEN R ELSE N/A

C187
IF A.1/1 AND A.18c/53.1 THEN R ELSE N/A

C188
IF A.1/1 AND A.18c/53.2 THEN R ELSE N/A

C189
IF A.1/1 AND A.18c/54 THEN R ELSE N/A

C190
IF A.1/1 AND A.18c/55 THEN R ELSE N/A

C191
IF A.1/1 AND A.18d/1.1 THEN R ELSE N/A

C192
IF A.1/1 AND A.18d/1.2 THEN R ELSE N/A

C193
IF A.1/1 AND A.18d/2.1 THEN R ELSE N/A

C194
IF A.1/1 AND A.18d/2.2 THEN R ELSE N/A

C195
IF A.1/1 AND A.18d/3.1 THEN R ELSE N/A

C196
IF A.1/1 AND A.18d/3.2 THEN R ELSE N/A

C197
IF A.1/1 AND A.18d/4.1 THEN R ELSE N/A

C198
IF A.1/1 AND A.18d/4.2 THEN R ELSE N/A

C199
IF A.1/1 AND A.18d/5.1 THEN R ELSE N/A

C200
IF A.1/1 AND A.18d/5.2 THEN R ELSE N/A

C201
IF A.1/1 AND A.18d/6.1 THEN R ELSE N/A

C202
IF A.1/1 AND A.18d/6.2 THEN R ELSE N/A

C203
IF A.1/1 AND A.18e/1 THEN R ELSE N/A

C204
IF A.1/1 AND A.18e/2 THEN R ELSE N/A

C205
IF A.1/1 AND A.18e/3 THEN R ELSE N/A

C206
IF A.1/1 AND A.18f/1 THEN R ELSE N/A

C207
IF A.1/1 AND A.18c/24.2 THEN R ELSE N/A

C208
IF A.1/2 AND A.2/2 THEN R ELSE N/A

C209
IF A.20/37 AND A.1/2 THEN R ELSE N/A

C210
IF A.1/2 AND A.2/1 AND A.2/2 THEN R ELSE N/A

C211
IF A.3/3 AND A.20/39 THEN R ELSE N/A

C212
IF A.3/2 AND A.20/40 THEN R ELSE N/A

C213
IF A.3/2 AND A.19/1 THEN R ELSE N/A

C214
IF A.3/2 AND A.19/1 AND A.19/3 AND A.19/4 THEN R ELSE N/A

C215
IF A.3/2 AND A.19/1 AND A.19/2 THEN R ELSE N/A

C216
IF A.3/2 AND A.2/7 AND A.19b/1 THEN R ELSE N/A

C217
IF A.3/2 AND A.19b/1 AND A.19b/3 THEN R ELSE N/A

C218
IF A.3/2 AND A.2/7 AND A.19b/1 AND A.19b/2 THEN R ELSE N/A

C219 
IF A.3/2 AND A.2/7 THEN R ELSE N/A

C220
IF A.1/3 AND A.18g/1 THEN R ELSE N/A

C221
IF A.1/3 AND A.18g/2 THEN R ELSE N/A

C222
IF A.1/3 AND A.18g/3 THEN R ELSE N/A

C223
IF A.1/3 AND A.18g/4 THEN R ELSE N/A

C224
IF A.1/3 AND A.18g/5 THEN R ELSE N/A

C225
IF A.1/3 AND A.18g/6 THEN R ELSE N/A

C226
IF A.1/3 AND A.18g/7 THEN R ELSE N/A

C227
IF A.1/3 AND A.18g/8 THEN R ELSE N/A

<End of modified section>

<Start of next modified section>

A.4.4
Additional information

Table A.20: Additional information

Item
Additional information
Ref.
Release
Comments

1
At least one bearer service
22.002, 3
R99


2
At least one supplementary service
22.004, 4
R99


3
Inter-system measurement for GSM
25.331, 8.4
R99


4
At least one MO circuit switched basic service
24.008, 5.3.4.2.1
R99


5
At lease one MT circuit switched basic service
24.008, 5.3.4.2.2
R99


6
Immediate connect supported for all circuit switched basic services.
24.008, 5.2.1.6
R99


7
Activation of one or more PDP contexts simultaneously
[TBD]
R99


8
Sending of correct acknowledgement of memory full condition
[TBD]
R99


9
Status report capability
[TBD]
R99


10
Support of network requested PDP context activation
24.008, 6.1.3.1.2
R99


11
Storing of received Class 1 short messages
[TBD]
R99


12
Storing of received Class 2 short messages in the SIM
[TBD]
R99


13
Replacing of short messages
[TBD]
R99


14
Reply procedures
23.040, Annex 4
R99


15
Sending of multiple short messages on the same RR connection when there is no call in progress
[TBD]
R99


16
Sending of concatenated multiple short messages when there is a call in progress
[TBD]
R99


17
Only circuit switched basic service supported by the mobile is emergency call
22.003, 6, A.1.2
R99


18
Multi-code transmission
[TBD]
R99


19
Poll_PU based polling mode of AM RLC
[TBD]
R99


20
Timer based polling mode of AM RLC
[TBD]
R99


21
Discard mode of AM RLC
[TBD]
R99


22
At least one MO circuit switched basic service
[TBD]
R99


23
At least one MO circuit switched basic service for which immediate connect is not used
[TBD]
R99


24
Network initiated MO call (CCBS)
24.008, 5.2.3

24.093, 4.1
R99


25
DTMF protocol control procedure
24.008, 5.5.7
R99


26
Secondary PDP context activation procedure
24.008, 6.1.3.2
R99


27
Support of UMTS encryption algorithm UEA1
33.102, 6.6
R99


28
Support of UMTS integrity algorithm UIA1
33.102, 6.5
R99


29
Support Automatic calling repeat call attempt
22.001, Annex E
R99


30
Support auto-calling more B-party numbers than the number of B-party numbers that can be stored in the list of blacklisted numbers
22.001, Annex E
R99


31
Void




32
Support of Follow On Proceed


24.008, 4.4.4.6

R99


33
Support detach on power down 

R99


34
Support detach on USIM removal


R99


35
Support switch on/off

R99


36
Support USIM removal without power down

R99


37
Indication and user selection of PLMN
23.122, 4.4.3
R99


38
Support of automatic PS attach procedure at switch on.

R99


39
User requested combined PS and non-PS detached without powering off
24.008, 4.7.4
R99


40
User requested non-PS detached
24.008, 4.7.4
R99


41
Support for user setting of minimum QoS
[TBD]
R99


<End of modified section>
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