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	The following new default messages have been added:

1. HANDOVER FROM UTRAN COMMAND
A default message is introduced reflecting the message contents most commonly used in test cases for inter RAT handover
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A default message is introduced based on the common denominator of what is currently used in test cases for inter RAT handover failure
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9
Default Message Contents
9.1
Default Message Contents for Signalling
9.1.1
Default RRC Message Contents (FDD)
This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of TS 34.123-1, shall be transmitted and checked by the system simulator. 

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used. 

The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

Default SYSTEM INFORMATION:

NOTE:
SYSTEM INFORMATION BLOCK TYPE 1 (except for PLMN type “GSM-MAP”), SYSTEM INFORMATION BLOCK TYPE 8, SYSTEM INFORMATION BLOCK TYPE 9, SYSTEM INFORMATION BLOCK TYPE 10, SYSTEM INFORMATION BLOCK TYPE 14, SYSTEM INFORMATION BLOCK TYPE 15 and SYSTEM INFORMATION BLOCK TYPE 16 messages are not used.

< Skip until modified message>
Contents of DOWNLINK DIRECT TRANSFER message: AM 

	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE is present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs are omitted.

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	CN domain identity
	CS domain or PS domain

	NAS message
	See Specific Message Content for each test case


Contents of HANDOVER FROM UTRAN COMMAND-GSM message: AM
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects one integer between 0 to 3

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE is present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs are omitted.

	     - Message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	     - RRC Message sequence number
	SS provides the value of this IE, from its internal counter.

	Activation time
	now

	RAB Info
	

	     - RAB identity
	0000 0001B

	     - CN domain identity
	CS domain

	     - NAS Synchronization Indicator
	Not present

	     - Re-establishment timer
	Use T315

	Inter-system message
	

	     - System type
	GSM

	       - Frequency Band
	Set to "GSM/ PCS 1900" if GSM/ PCS 1900 is used in this test. Otherwise set to "GSM/DCS 1800 Band"

	       - CHOICE GSM message
	Single GSM message

	        - Message
	GSM HANDOVER COMMAND formatted as BIT STRING (1..512). The contents of the HANDOVER COMMAND see next table.

	
	


Contents of HANDOVER FROM UTRAN FAILURE message: AM
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Checked to see if it matches the same value used in the corresponding downlink HANDOVER FROM UTRAN COMMAND –GSM message

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present. The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	Inter-RAT handover failure
	

	  -Inter-RAT handover failure cause
	physical channel failure

	Inter-system message
	Not Checked


Contents of INITIAL DIRECT TRANSFER message: AM 

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2. If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below. Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present. The value is used by SS to compute the XMAC-I value.

	CN domain identity
	Checked to see if set to supported CN domain as specified in the IXIT statements.

	Intra Domain NAS Node Selector 
	

	     - CHOICE version
	R99

	          - CHOICE CN type
	GSM-MAP

	               - CHOICE Routing basis
	Local (P)TMSI

	                    - Routing parameter
	If the IE “CN domain identity” is equal to “CS domain”, this bit string is set to to bits b14 through b23 of the TMSI.

If the IE “CN domain identity” is equal to “PS domain”, this bit string is set to to bits b14 through b23 of the P-TMSI.

The TMSI/ P-TMSI bits are numbered from b0 to b31, with bit b0 being the least significant.

	               - Entered parameter
	FALSE

	NAS message
	Set according to that indicated in specific message content for each test case

	START
	Not checked

	Measured results on RACH
	Not checked


…
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