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1. Overall Description: 

At the T1#25 meeting in Malta, 1-5 November 2004, T1 endorsed a CR in [1] to add a new radio bearer combination for testing of “Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH” into 34.108 in section 6.10.2.4.1.58a. 
The parameters in the CR in [1] are based on the parameters currently defined in TR 25.933, section 7.1.74. T1 would like RAN1 and RAN2 to review and confirm the parameters in [1]. 

By the addition of the streaming radio bearer combination into 34.108 there is a need to update TR 25.993 accordingly. Attached is a draft CR to TR 25.993 with the necessary changes. 

2. Actions: 

To RAN1:

ACTION:

1. T1 would like to ask RAN1 to confirm the Layer 1 parameters in [1].

To RAN2:

ACTION:

1. T1 would like to ask RAN2 to confirm the Layer 2 parameters in [1].

2. T1 would like to ask RAN2 to consider the attached CR in [2] to 25.993 to avoid redundant configurations in 34.108 and 25.993.

3. Date of Next TSG-RAN WG2 Meetings:

TSG-T WG1 Meeting #26
31st January – 4th February 2005
India, Bangalore 

TSG-T WG1 Meeting #27
25th January – 29th April 2005
UK, London 
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