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In order to support the introduction of the IMS, SA3 has defined a security architecture that includes the addition of a new logical entity on the UMTS UICC. This new entity is called the “ISIM” and contains parameters and keys specific to the IMS. The existing “USIM” is retained for conventional UMTS parameters. This makes it technically possible in the UICC to have separate subscriptions to the IMS and the remainder of the UMTS system. However no requirements from SA1 have been raised on this subject and separating these subscriptions may have consequences beyond the UICC. It is therefore proposed that from a service point of view that in release 5 SA1 defines a single “UMTS” subscription which includes both the IMS and the conventional UMTS paramenters.

With a single UMTS subscription the USIM and the ISIM may still be logically separate but they may not be physically separated in release 5. The technical design may allow these two entities to be physically separated in future, but in the absence of specific service requirements this is not the intention.

From a service point of view there may be advanced scenarios for UE-split (eg car-pooling) where it is useful to consider the case of the ISIM and the USIM being on different cards. However in the initial release of UE-split it has been decided to concentrate on the simple case shown in scenario 1 of the TR. It has also been decided that the case of only a single active subscription should be considered. Therefore SA1 is asked to endorse the following points:

· For the initial release of UE-split the USIM and the ISIM shall reside on the same UICC.

· The USIM and ISIM may only exist in operator defined pairs. One ISIM/USIM pair make up a single UMTS subscription for an IMS user

· For scenario one the restriction is that only a single subscription on the UICC may be active. A subscription consists of just a SIM/ISIM for non-IMS subscribers or a ISIM/USIM pair for IMS subscribers.

SA1 are asked to agree the above points and update the UE-split TR to cover the following points:

· Make any changes necessary to the IMS requirements documents

· Incorporate the agreements above – section 6.2 is one possible location

· Throughout the document remove the use of the term SIM/USIM unless it is specifically the SIM/USIM (and not the ISIM) that being referred to. Depending on the context “UICC” or “UMTS subscription data on the UICC” may be more appropriate terms.

� Though the use of the term “SIM” to refer to all UMTS subscription data on the SIM is certainly a problem for the UE-split TR it is likely to also be a problem in other SA1 documents. If the use of the “ISIM” is finally decided in release 5 then a through editorial review of other specifications is needed.





