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7.1.3
Retrieval of a Multimedia Message in the recipient MMSE

The recipient MMS User Agent shall be able to request delivery of an MM from the recipient MMS Relay/Server based on the information received in the notification.

Upon delivery request the recipient MMS Relay/Server 

· shall deliver the MM to the recipient MMS User Agent

· may perform data adaptation based on user profile and/or MMS User Agent capabilities 

· shall not provide the MM originator address to the MM recipient if the originator MMS User Agent requested its address to be hidden from the MM recipient 

· shall provide the MM originator address to the MM recipient if the originator MMS User Agent did not request its address to be hidden from the MM recipient and if the MM originator address is available at the recipient MMS Relay/Server 

· may provide an alias or clarifying text (e.g. “anonymous address” or “unknown address”) in the originator address field instead of providing the originator address to the recipient MMS User Agent, if the originator has requested address hiding or the original message does not contain the originator address 

· shall give an indication to the recipient MMS User Agent that a delivery report is requested if such a delivery report has been requested by the originator MMS User Agent

· shall give an indication to the recipient MMS User Agent that a read-reply report is requested if such a read reply report has been requested by the originator MMS User Agent

· shall indicate the MIME content type of the MM to the recipient MMS User Agent

· shall provide other available message qualifications unaltered to the recipient MMS User Agent

· shall provide the time stamp of the MM unaltered to the recipient MMS User Agent

· shall be responsible for the storage of messages in the network until the recipient MMS User Agent becomes reachable (e.g. user moves back into coverage, switches MMS User Agent on) or until the MM expires.

· may provide the recipient MMS User Agent with a count of the number of times that the particular MM was forwarded, if the MM was forwarded and the counter information is available to the recipient MMS Relay/Server.

· should provide the recipient MMS User Agent  with a list of addresses of forwarding MMS User Agents for the MM if the MM was forwarded and the address information is available to the recipient MMS Relay/Server. 

In a response to an MM’s delivery the receipient MMS User Agent shall

· enable the User to view the message to the extent supported by the User Agent.  The Presentation Format for MMS shall be standardised in 3GPP in this Release.
[Note: reference to be inserted when the specification for Presentation Format is available from SA4].

In addition, the recipient MMS User Agent may be able to

· request a delivery report not to be generated by the MMS Relay/Server.
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