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	SMSCs could like an email processing system, have a managed amount of space available to store SMS’s for a particular destination. When the destination is temporary absent, the mailbox can fill up and further mobile originated messages are rejected with MAP error ‘Delivery Failure’ and cause code. Currently MAP lacks a cause code (and 24.011 cause code) that reflects the mailbox is full. The submitting user is unaware of this situation, which results in expensive calls to the operator’s customer care center. Adding a ‘destination mailbox full’ failure cause to the TP-Failure-Cause field allows mobile manufactures to display the real error situation on the display, without having to modify MAP and the 24.011 protocols.
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9.2.3.22
TP‑Failure‑Cause (TP‑FCS)

The TP‑Failure‑Cause field is used to report the reason for failure to transfer or process a short message. It consists of a single octet used as follows:

	TP-FCS 

Value

(Hex)
	Meaning
	When used

	
	
	MO
	MT

	00 - 7F
	Reserved
	
	

	
	
	
	

	80 - 8F
	TP-PID errors
	
	

	80
	Telematic interworking not supported
	x
	

	81
	Short message Type 0 not supported
	x
	x

	82
	Cannot replace short message
	x
	x

	83 - 8E
	Reserved
	
	

	8F
	Unspecified TP-PID error
	x
	x

	
	
	
	

	90 - 9F
	TP-DCS errors
	
	

	90
	Data coding scheme (alphabet) not supported
	x
	

	91
	Message class not supported
	
	x

	92 - 9E
	Reserved
	
	

	9F
	Unspecified TP-DCS error
	x
	x

	
	
	
	

	A0 - AF
	TP-Command Errors
	
	

	A0
	Command cannot be actioned
	x
	

	A1 
	Command unsupported
	x
	

	A2 - AE
	Reserved
	
	

	AF
	Unspecified TP-Command error
	x
	

	
	
	
	

	B0
	TPDU not supported
	x
	x

	B1 - BF
	Reserved
	
	

	
	
	
	

	C0
	SC busy
	x
	

	C1
	No SC subscription
	x
	

	C2
	SC system failure
	x
	

	C3
	Invalid SME address
	x
	

	C4
	Destination SME barred
	x
	

	C5 
	SM Rejected-Duplicate SM
	x
	

	C6
	TP-VPF not supported
	X
	

	C7
	TP-VP not supported
	X
	

	C8
	Destination SME mailbox full
	x
	

	C9 - CF
	Reserved
	
	

	
	
	
	

	D0
	(U)SIM SMS storage full
	
	x

	D1
	No SMS storage capability in (U)SIM
	
	x

	D2
	Error in MS
	
	x

	D3
	Memory Capacity Exceeded
	
	X

	D4
	(U)SIM Application Toolkit Busy
	
	x

	D5
	(U)SIM data download error
	
	x

	D6 - DF
	Reserved
	
	

	
	
	
	

	E0 - FE
	Values specific to an application
	x
	x

	
	
	
	

	FF
	Unspecified error cause
	x
	x
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