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1. Overall Description:

T2 has considered the recently approved SA1 requirement for hyperlinks in MMS and s on a possible realisation to fulfill these requirements. The main characteristics of the discussed realisations are explained below.

The envisaged realisation allows in principle:

· During MM composition:

· a user to add a hyperlink at any time

· 
· a terminal to provide the possibility to insert a hyperlink directly from the favourites stored on the terminal

· During MM presentation:

· the terminal’s HMI to indicate that embedded hyperlink to the user in any appropriate manner

· the terminal to present the MM in the same way as for a MM without a hyperlink

· the terminal to indicate the presence of a hyperlink in a received MM to the user during the presentation of the MM (e.g. via a symbol)

· 
· the terminal to present the title of the hyperlink rather than the URI (and to switch from one view to the other) 

· a MMS User Agent which is not capable to handle hyperlinks to present the MM.

· After MM presentation:

· The user to store the hyperlink on the terminal (e.g. in his favourites, if such functionality is available).

The envisaged realisation prohibits:

· During MM presentation:

· The user to interact with the hyperlink i.e. only after the presentation of the MM is the user able to follow the hyperlink or store it on the terminal 

· At any time:

· The terminal to follow the hyperlink automatically by default. (I.e. explicit user interaction is required).

 2. Actions:

 

To SA1:   Please provide feedback to T2 if the above characteristics fulfill the intended requirements for hyperlinks in MMS.

3. Date of Next TSG-SA2 Meetings:

T2-SWG3 #23
17th – 21th November 2003
USA

