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Reason for change:
(

The tones played with the PlayTone command do not necessary match the user’s settings (silent mode, vibrator switched on). 






Summary of change:
(

This CR introduces two new proprietary tones:
· Ringing tone as selected by the user for incoming speech call,
· Alert tone as selected by the user for incoming SMS




Consequences if 
(

not approved:
MEs won’t have any standardized way of playing the tones. Some tones may be played in the earpiece instead of an external ringer. Other tones may be played loud when the ME is in silent mode.
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8.16
Tone

Editor's Note: Reference on 02.40 must be changed.

Byte(s)
Description
Length

1
Tone tag
1

2
Length = '01'
1

3 
Tone
1

-
Tone:

-
contents: Tones can be either the standard supervisory tone, as defined in GSM 02.40 [22], or proprietary tones defined by the ME manufacturer. The code values for proprietary tones shall be supported by the ME. If proprietary tones are not supported the ME shall map these codings to tones that it can generate. The tones to be used are left as an implementation decision by the manufacturer;

-
coding:

-
standard supervisory tones:

-
'01' Dial tone;

-
'02' Called subscriber busy;

-
'03' Congestion;

-
'04' Radio path acknowledge;

-
'05' Radio path not available / Call dropped;

-
'06' Error / Special information;

-
'07' Call waiting tone;

-
'08' Ringing tone.

-
ME proprietary tones:

-
'10' General beep;

-
'11' Positive acknowledgement tone; 
· '12' Negative acknowledgement or error tone,
· '13' Ringing tone as selected by the user for incoming speech call,

· '14' Alert tone as selected by the user for incoming SMS.
All other values are reserved.
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